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 HAZARDS AND HAZARDOUS MATERIALS 
TECHNICAL REPORTS 

G.1 PRE-DEMOLITION ASBESTOS AND LEAD-BASED PAINT SURVEY 



Stantec Consulting Services Inc. 

290 Conejo Ridge Avenue, Thousand Oaks CA  91361-4971 

 

   

 

September 1, 2017 

Attention: Ms. Christina A. Godinez 

City of Glendale 

Principal Assistant City Attorney 

613 East Broadway, Suite 220 

Glendale, California 91206 

Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey  

Grayson Power Plant 

800 Air Way, Glendale, California  91201 

Stantec Project No.: 2057123300 

 

Dear Ms. Godinez: 

 

Stantec Consulting Services Inc. (Stantec) appreciates the opportunity to provide you with the 

following revised pre-demolition asbestos-containing materials (ACM) and lead-based paint (LBP) 

survey report.  The survey was performed at the Grayson Power Plant (herein referred to as the 

“Property”) between September 14 and November 25, 2015 and July 13, 2017.  The Property 

consists of an active steam-electric power generation facility, constructed in the 1940s, comprising 

approximately 24 acres.  The purpose of this survey was to evaluate the equipment at the Property 

for the presence of ACMs and LBP that would require special handling and/or disposal in 

accordance with applicable federal, state, and local regulations.  This report provides the survey’s 

findings and recommendations. 

BACKGROUND 

At the request of Glendale Water & Power (GWP), Stantec performed a pre-demolition ACM and 

LBP survey in support of demolition that may occur at the Property.  The scope of work included 

sampling and analysis of suspect building materials at the Property.  The survey was limited to the 

power plant building, reverse osmosis area, No. 8 Control Cab, Unit 8A and Unit 8B/C Breaker Cab, 

Unit 8, maintenance shops building, parking canopies, universal waste storage areas, 

Superintendent’s Building, garage, cooling tower #1 through #5, small cooling tower, chlorine 

pump house, chemical house between cooling tower #3 and #4, Chemical Pump House, 

chemical storage house, #1 Chemical House, and circulation corridor.  Additional information 

regarding these buildings/areas is provided below: 

Power Plant Building 

The power plant building comprises approximately 55,000 square feet (SF).  The survey included 

accessible interiors and exteriors of the building.  Interior finishes are comprised of gypsum board, 

stucco, vinyl floor tile, ceiling tile, equipment and piping with wraps and insulation.  Exteriors are 

finished with fiberboard panel. 
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Reverse Osmosis Area 

The reverse osmosis area is located adjacent to the west of the power plant building and 

comprises approximately 7,000 SF.  The survey included accessible materials such as sealants, 

gaskets, thermal system insulation (TSI), fiberboard panel, refractory brick and mortar, and wire 

wrap.   

 

Unit 8 Control Cab 

The No. 8 Control Cab comprises approximately 400 SF.  The survey included accessible interiors 

and exteriors of the building.  Interior finishes are comprised of vinyl floor tile, duct wrap, and 

gaskets.  Exteriors are finished with metal panels. 

 

Unit 8A Breaker Cab 

The Unit 8A Breaker Cab comprises approximately 60 SF.  The survey included accessible interiors 

and exteriors of the building.  Interior finishes are comprised of vinyl floor tiles.  Exteriors are finished 

with metal panels. 

 

Unit 8B/C Breaker Cab 

The Unit 8B/C Breaker Cab comprises approximately 60 SF.  The survey included accessible interiors 

and exteriors of the building.  Interior finishes are comprised of vinyl floor tiles.  Exteriors are finished 

with metal panels. 

 

Unit 8 

The Unit 8 comprises approximately 9,000 SF.  The survey included accessible materials such as 

corrugated panel, insulation, equipment wrap, TSI, equipment lining, sealants, and concrete. 

 

Maintenance Shops Building 

The maintenance shops building comprises approximately 4,000 SF.  The survey included 

accessible interiors and exteriors of the building.  Interior finishes are comprised of gypsum board, 

sealants, insulation, adhesives, and TSI.  Exteriors are finished with fiberboard panel, sealants, 

window putty. 

 

Parking Canopy #1 and #2 

The parking canopy #1 comprises approximately 4,200 SF and parking canopy #2 comprises 

approximately 5,200 SF.  The survey included various sealants on metal. 

 

Universal Waste Storage (North and South) 

The universal waste storage sheds each comprise approximately 4,000 SF.  The survey included 

fiberboard panel. 
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Superintendents & Shops Building 

The Superintendent’s Building comprises approximately 13,000 SF.  The survey included accessible 

interiors and exteriors of the building.  Interior finishes are comprised of gypsum board, plaster, 

ceiling tile, vinyl floor tile, ceiling tile, carpet, TSI, and exposed concrete.  Exteriors are finished with 

concrete, stucco, and window putty. 

 

Garage & Vehicle Maintenance 

The garage comprises approximately 14,500 SF.  The survey included accessible interiors and 

exteriors of the building.  Interior finishes are comprised of gypsum board, press board, plaster, 

ceiling tile, vinyl floor tile, TSI, and exposed concrete.  Exteriors are finished with concrete, stucco, 

and window putty. 

 

Cooling Tower #1 

Cooling Tower #1 comprises approximately 4,000 SF.  The survey included accessible materials 

such as fiberboard panel, sealants, and concrete. 

 

Cooling Tower #2 

Cooling Tower #2 comprises approximately 4,000 SF.  The survey included accessible materials 

such as fiberboard panel, sealants, coatings, gaskets, and concrete. 

 

Cooling Tower #3 

Cooling Tower #3 comprises approximately 4,000 SF.  The survey included accessible materials 

such as fiberboard panel, sealants, coatings, and concrete. 

 

Cooling Tower #4 

Cooling Tower #4 comprises approximately 9,000 SF.  The survey included accessible materials 

such as fiberboard panel, cementitious piping, and concrete. 

 

Cooling Tower #5 

Cooling Tower #5 comprises approximately 8,000 SF.  The survey included accessible materials 

such as fiberboard panel, sealants, and concrete. 

 

Small Cooling Tower 

The small cooling tower comprises approximately 100 SF.  The survey included accessible materials 

such as fiberboard panel and concrete. 

 

Chlorine Pump House 
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The chlorine pump house building comprises approximately 300 SF.  The survey included the 

concrete exteriors. 

 

Chemical House (Between Cooling Tower #3 and #4) 

The chemical house building located between cooling tower #3 and #4 comprises approximately 

200 SF.  The survey included fiberboard panels over equipment and concrete exteriors. 

 

Chemical Pump House 

The chemical pump house building comprises approximately 700 SF.  The survey included stucco 

and concrete masonry unit block. 

 

Chemical Storage House 

The chemical storage house building comprises approximately 1,000 SF.  The survey included 

sealant and concrete masonry unit block. 

 

#1 Chemical House 

The #1 chemical house building comprises approximately 200 SF.  The survey included concrete 

and concrete masonry unit block. 

 

Circulation Corridor 

The circulation corridor/pump house building comprises approximately 6,000 SF.  The survey 

included insulation, sealants, asphaltic roofing, and concrete. 

PROJECT PERSONNEL 

The survey was performed by Mr. Jason Stagno, Senior Scientist with Stantec, State of California, 

Division of Occupational Safety and Health (DOSH) Certified Asbestos Consultant (CAC #12-4949) 

and State of California, Department of Public Health (CDPH) Lead-Related Construction 

Inspector/Risk Assessor (LRCIA #19068) and Mr. Scott Edblad, Associate Scientist with Stantec and 

DOSH CAC (#15-5414) and CDPH Lead-Related Construction Sampling Technician (LRCST 

#26434). 

SUSPECT ASBESTOS CONTAINING MATERIALS 

Asbestos is a potential health hazard capable of causing respiratory system fibrosis and various 

forms of systemic cancers.  Its condition, handling and disposal are regulated by federal, state, 

and local agencies.  Materials that contain asbestos generally do not pose a health threat unless 

the asbestos fibers are disturbed by renovation, construction or demolition, and may then 

become airborne and inhaled.  If the Property buildings are not going to be demolished, then 

written notification to employees, tenants, contractors, or purchasers of the Property in regards to 
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the presence and location of ACMs and asbestos-containing construction materials (ACCMs) is 

required pursuant to the California Health and Safety Code 25915. 

 

In California, asbestos exposure in construction is regulated when construction, alteration, repair, 

maintenance, or renovation of structures, substrates, or portions thereof contain asbestos [§1529 

(a)(1)(C)]. For the purpose of this report, materials with any detectable concentration of asbestos 

are considered positive. 

 

The EPA defines a homogeneous area as a surfacing material, thermal system insulation, or 

miscellaneous material that is uniform in color and texture.  The use or application of the 

homogeneous area is also used to identify suspect ACMs.  The EPA and DOSH define ACM as any 

material that contains more than one percent (by weight) of asbestos (>1%).  Only one sample 

from a homogeneous area with an asbestos concentration >1% is required to collectively identify 

that material as an ACM.  The EPA additionally categorizes ACM as follows: 

 

• Category I nonfriable ACM - asbestos containing packings, gaskets, resilient floor covering, 

and asphalt roofing products containing more than 1% asbestos as determined using the 

PLM method. 

• Category II nonfriable ACM - any material, excluding Category I nonfriable ACM, 

containing more than 1% asbestos as determined using the PLM method that, when dry, 

cannot be crumbled, pulverized, or reduced to powder by hand pressure. 

• Regulated asbestos-containing material (RACM) - (a) Friable asbestos material, (b) 

Category I nonfriable ACM that has become friable, (c) Category I nonfriable ACM that 

will be or has been subjected to sanding, grinding, cutting, or abrading, or (d) Category II 

nonfriable ACM that has a high probability of becoming or has become crumbled, 

pulverized, or reduced to powder by the forces expected to act on the material in the 

course of demolition or renovation operations regulated by this subpart. 

 

In California, potential asbestos exposure in construction is regulated when construction, 

alteration, repair, maintenance, renovation or demolition of structures, substrates, or portions 

thereof contain asbestos [8 CCR §1529 (a)(1)(C)].  Additionally, in California, materials containing 

greater than one-tenth of one percent (>0.1%) asbestos by weight are regulated as ACCMs. 

Sampling and Analysis 

Stantec conducted a pre-demolition survey of the Property in an effort to identify suspect ACMs in 

general accordance with the AHERA sampling guidelines as outlined in 40 CFR Part 763.  The 

location, condition, friability, and the potential for suspect ACMs to be potentially disturbed were 

assessed and documented.  Bulk samples of readily accessible suspect ACMs were collected.  

Consistent with building demolition and renovation regulatory requirements, building material 

sampling was conducted regardless of the age and/or condition of the structures. 
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Table 1 – Asbestos Bulk Sample Summary 

Building/Area ID 
Number of Samples 

Collected 

Number of 

Homogeneous Areas 

Power Plant Building 233 63 

Reverse Osmosis Area 11 5 

Unit 8 Control Cab 15 5 

Unit 8A Breaker Cab 6 2 

Unit 8B/C Breaker Cab 6 2 

Unit 8 31 9 

Maintenance Shops Building 37 11 

Parking Canopy #1 2 2 

Parking Canopy #2 2 2 

Universal Waste Storage - North 1 1 

Universal Waste Storage - South 3 1 

Superintendents & Shops Building 152 43 

Garage & Vehicle Maintenance 62 18 

Cooling Tower #1 26 6 

Cooling Tower #2 29 7 

Cooling Tower #3 23 5 

Cooling Tower #4 22 6 

Cooling Tower #5 24 6 

Small Cooling Tower 6 2 

Chlorine Pump House 3 1 

Chemical Pump House (Between Cooling Tower #3 and #4) 6 2 

Chemical Pump House 9 3 

Chemical Storage House 14 4 

#1 Chemical House 8 2 

Circulation Corridor 14 4 

 

The samples were analyzed by Polarized Light Microscopy (PLM) in accordance with the EPA 

“Method for the Determination of Asbestos in Bulk Building Materials” (EPA/600/R93/116, July 1993).  

Analysis was performed by EMSL Analytical, Inc. located in Cinnaminson, New Jersey and 

Indianapolis, Indiana.  This laboratory is participating in the Environmental Laboratory 

Accreditation Program (ELAP), the National Institute of Standards and Testing (NIST), and the 

National Voluntary Laboratory Accreditation Program (NVLAP).  The laboratory is also accredited 

by the American Industrial Hygiene Association (AIHA).  A summary of the laboratory analytical 

results are included in the table below.  Table 1 in the Findings section provides more information 

regarding the suspect materials collected and analyzed.  A facilities layout map and sample 

location maps are provided in Attachment A, asbestos analytical results table is provided in 

Attachment B, lead paint analytical results table is provided in Attachment C, laboratory 

analytical results and bulk sample logs are provided in Attachment D; personnel certifications and 

laboratory accreditations are provided in Attachment E; and a photographic log is provided in 

Attachment F. 
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Findings 

The following materials observed and sampled were identified as ACMs or ACCMs.  Refer to 

Attachment B for more details. 

 

Power Plant Building 

• Gray Fiberboard (Transite) Panel Throughout Exterior Walls 

• Black Roofing Above 4th Floor (South) and Floor #1 (South) 

• Stucco/Plaster Associated with Walls in the Southern Portion of the Building 

• Red Vinyl Floor Tile (VFT) and Associated Adhesive 

• Tan 9”x9” VFT and Associated Adhesive 

• Gray Sealant Associated with Roof Patch Above Floor #1 (South) 

• Tan Fabric Associated with Blower Access Panels at Southwest Side of Building 

• Tan/White Canvas (Painted Yellow) Wrap/Insulation Associated with Unit # 1 – Unit #5 

• Tan/White (Painted Various Colors) Thermal System Insulation (TSI), Over Chalky Insulation 

Throughout the Building 

• Tan/White Canvas (Painted Yellow) Wrap/Insulation Associated with De-Aerators (Painted 

Red) 

• White/Tan Rope Gasket at Access Door of Boiler 3 

• Black Wire Wrap Associated with Decommissioned Electrical Panels in Basement 

 

Reverse Osmosis Area 

• Gray Fiberboard (Transite) Panel, Corrugated Above Reverse Osmosis Area 

 

Unit 8 Control Cab 

• Silver Duct Wrap Associated with HVAC 

 

Unit 8A Breaker Cab 

• Beige VFT 

 

Unit 8B/C Breaker Cab 

• Beige VFT 

 

Unit 8  

• Yellow TSI Associated with Piping 

• White/Silver Wrap (Chalky) at Turbine 

 

Maintenance Shops Building 

• Gray Fiberboard Panel, Corrugated Throughout Walls and Roof 

• White Sealant (Patch) Associated with Roof Walking Pads 

• White TSI (Chalky), Metal Wrapped, Located Along Welding Shop Ceiling 
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Parking Canopy #1  

• Gray Sealant Associated with Roof Seams 

 

Parking Canopy #2 

• Gray Sealant Associated with Roof Seams 

 

Universal Waste Storage – North 

• Gray/Beige Fiberboard Panels Throughout Structure 

 

Universal Waste Storage – South 

• Gray/Beige Fiberboard Panels Throughout Structure 

 

Superintendents & Shops Building 

• Tan 9”x9” VFT with Brown and Whit Streak, Associated with Employees Room and Corridors 

• Brown Adhesive Associated with Cove Base Throughout Building (Excluding Office #7 - #10 

and Operator’s Room 

• Light Tan 9”x9” VFT Associated with Electric Meter Shop and Standards Lab 

• Light Tan 9”x9” VFT (Patch) Associated with Corridor #2 

• White/Gray VFT Associated with Water Meter Shop 

• White/Black Sealant (Patch) Associated with Roof 

• Window Putty, White 

 

Garage & Vehicle Maintenance 

• Bluish-Gray 12”x12” VFT Associated with Lunch Room and Office 

• Plaster Associated with Walls of Parts Storage 

• Stucco Associated with Exterior Walls 

• Concrete Associated with Exterior Walls 

 

Cooling Tower #1 

• Gray Fiberboard (Transite) Panel Throughout Sides 

 

Cooling Tower #2 

• Gray Sealant at Stack Panels 

 

Cooling Tower #3 

• No ACMs or ACCMs identified 

 

Cooling Tower #4 

• Green Fiberboard Panels Throughout Sides of Upper Portion 

• Gray Cementitious Pipe Mounted to South Side 
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Cooling Tower #5 

• Gray Panels Covering Motors, Near Stacks 

 

Small Cooling Tower 

• No ACMs or ACCMs identified 
 

Chlorine Pump House 

• No ACMs or ACCMs identified 
 

Chemical House (Between Cooling Tower #3 and #4) 

• Gray Fiberboard Panels Above Equipment 

 

Chemical Pump House 

• Black Asphaltic Roofing 

 

Chemical Storage House 

• Black Asphaltic Roofing, Concealed Below Membrane 

• Silver Rolled Roofing Associated with Awning 

 

#1 Chemical House 

• No ACMs or ACCMs identified 

 

Circulation Corridor 

• No ACMs or ACCMs identified 

LEAD-BASED PAINT 

The State of California, Title 17, Division 1, and Chapter 8 (herein referred to as “Title 17”) pertains 

to all public and residential buildings in California and is enforced by the CDPH.  Pursuant to Title 

17 and EPA regulations, lead-based paint is defined as paint or other surface coatings containing 

an amount of lead equal to or greater than one milligram per square centimeter (1.0 mg/cm2) or 

more than half of one percent [>0.5% or 5,000 parts per million(ppm)] by weight.  Title 17 also 

defines a lead hazard as deteriorated lead-based paint, disturbing lead-based paint or presumed 

lead-based paint without containment, or any other nuisances which may result in persistent or 

quantifiable lead exposure.  Additionally, worker exposure to materials containing lead during 

construction work is regulated by the Federal OSHA [29 CFR 1926.62(a)] and the DOSH [8 CCR 

§1532.1(a)].  These regulations require worker protection during construction “…where lead or 

materials containing lead are present.” 

 

Lead is a potential health hazard.  Its condition, handling and disposal are regulated by federal, 

state, and local agencies.  Lead in paint generally does not pose a health threat unless the 

material is disturbed or sufficiently deteriorated to produce dust, which may become airborne 
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and inhaled or ingested.  Contractors working in the facility should be informed of the type and 

the location of lead-containing materials.  Applicable Federal and DOSH regulations may apply 

depending on the work being performed. 

Sampling and Analysis 

Stantec assessed the condition of painted surfaces at the Property in general accordance with 

Chapter 5 of the United States, Housing and Urban Development (HUD) guidelines.  Paint that is in 

fair and/or poor condition presents the highest risk for lead exposure.  Samples of paint observed 

to be in fair and/or poor condition, as well as intact paint were collected from building 

components as a part of this survey.  The definitions of paint condition are dependent on the 

location of the paint and component involved.  Table 2 below illustrates how HUD categorizes 

paint condition under various circumstances. 

Table 2 – HUD Categories of Paint Film Quality  

 Total Area of Deteriorated Paint 

Type of Building Component Intact Fair Poor 

Exterior components with large 

surface areas. 

Entire Surface is Intact Less than or equal to 10 

square feet. 

More than 10 square feet 

Interior components with large 

surface areas (walls, ceilings, 

floors, doors). 

Entire Surface is Intact Less than or equal to 2 

square feet. 

More than 2 square feet. 

Interior and exterior components 

with small surface areas (window 

sills, baseboards, soffits, trim) 

Entire Surface is Intact Less than or equal to 10 

percent of the total 

surface area of the 

component. 

More than 10 percent of 

the total surface area of 

the component. 

 

Paint chip samples were collected by removing the material using hand tools to extract 

representative pieces.  A hard sided container was used to contain the samples of suspect 

material.  A unique sample number was assigned to each sample. 

Fifty-one bulk paint-chip samples were collected and analyzed by Flame Atomic Absorption 

Spectrometry following the EPA SW 846-7000B/7420 analytical protocol.  The samples were submitted 

to EMSL Analytical, Inc. in Cinnaminson, New Jersey.  This laboratory is accredited by the American 

Industrial Hygiene Association (AIHA Lab ID 100194) under the Environmental Lead Laboratory 

Accreditation Program (ELLAP) as well as the CDPH Environmental Lab Accreditation Program 

(ELAP No. 2492) for bulk paint chip analysis.  Please note, worker exposure to materials containing 

lead during construction related activities is regulated by the Code of Federal Regulations (CFR) 

Occupational Safety and Health Administration (OSHA) regulation [29 CFR 1926.62(a)] and the 

California Code of Regulations (CCR) DOSH regulation [8 CCR §1532.1(a)].  The Federal OSHA and 

the DOSH regulations require worker protection during construction “where lead containing 

coatings or paint is present”.   
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Laboratory analytical results and bulk sample logs are provided in Attachment D and a facilities 

layout map and sample location maps are provided in Attachment A.  The CDPH Lead Hazard 

Evaluation Report form No. 8552 was submitted to the CDPH, as required, and a copy of this form 

is included in Attachment G. 

Findings 

The following materials observed and sampled were identified as lead-containing paint or LBP.  

Refer to Attachment C for more details. 

 

Power Plant Building 

• Green Paint at Roof Flashing 

• Dark Green Paint on Door Frames at Roof 

• Yellow Paint on Boilers 

• Silver Paint on Conduits 

• Bluish-Gray Paint on Panels at West Side of Building Near Unit #1 

 

Reverse Osmosis Area 

• Light Green Paint at Rack and other Exterior Features 

 

Unit 8 Control Cab 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Unit 8A Breaker Cab 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Unit 8B/C Breaker Cab 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Unit 8  

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Maintenance Shops Building 

• Green Paint on Doors and Trim 

 

Parking Canopy #1 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Parking Canopy #2 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Universal Waste Storage – North 
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• No Paint was identified in fair or poor condition 

 

Universal Waste Storage – South 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Superintendents & Shops Building 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Garage & Vehicle Maintenance 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Cooling Tower #1 

• No Paint was identified in fair or poor condition 

 

Cooling Tower #2 

• No Paint was identified in fair or poor condition 

 

Cooling Tower #3 

• No Paint was identified in fair or poor condition 

 

Cooling Tower #4 

• No Paint was identified in fair or poor condition 

 

Cooling Tower #5 

• No Paint was identified in fair or poor condition 

 

Small Cooling Tower 

• No Paint was identified in fair or poor condition 

 

Chlorine Pump House 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Chemical House (Between Cooling Tower #3 and #4) 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Chemical Pump House 

• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Chemical Storage House 

• Green Paint at Doors and Trim 

 

#1 Chemical House 
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• No lead-containing paint or LBP detected in samples collected and analyzed 

 

Circulation Corridor 

• Cream Paint on Roof, North/Throughout Roof Edges 

 

Demineralized Water Building 

• No lead-containing paint or LBP detected in samples collected and analyzed 

RECOMMENDATIONS 

Asbestos-Containing Materials 

The DOSH and Air Quality Management Districts require implementation of specific work practices, 

which protect workers and the environment from airborne asbestos exposure, when materials are 

found to contain detectable concentrations of asbestos.  Building materials, which contain even low 

levels of asbestos (trace amounts), can potentially generate concentrations of airborne asbestos 

fibers when disturbed.  Therefore, control measures should be instituted by those disturbing ACMs 

which adequately address worker health and safety during planned renovation or demolition 

activities involving these materials. 

 

It is recommended that asbestos-containing materials be removed by a licensed abatement 

contractor prior to renovation, refurbishing, or demolition activities in accordance with all 

applicable laws, including regulations/guidelines of the Division of Occupational Safety and 

Health (DOSH aka “Cal-OSHA”) and local Air Quality Management District (South Coast Air Quality 

Management District [SCAQMD]).  If the entire area of ACM is not affected by renovation, 

refurbishing, or demolition activities, spot abatement of the material could be completed.  This 

would entail only abating the affected areas.  If the identified ACM is going to be managed in-

place, then written notification to employees, tenants, contractors, or purchasers of the Property 

in regards to the presence and location of ACMs and ACCMs is required pursuant to the 

California Health and Safety Code 25915.   

 

It should be noted that the asbestos survey was limited to accessible materials only and did not 

include underground utilities, within equipment, confined spaces, wire wrapping, or fire doors.  

Historically, certain concealed materials may be present within wall cavities (e.g. electrical wire 

wrapping, insulation materials, vapor barrier paper, etc.) that contain asbestos, and some 

underground utility piping has been known to contain asbestos (e.g. Transite pipe).  If demolition 

of the Property includes removal of on-site portions of underground utilities (storm drains, sewer, 

domestic water laterals, etc.), evaluation of the asbestos content of these components must be 

performed prior to the removal process.  Suspect materials identified in these locations are 

assumed positive for asbestos until sampling and analysis indicates otherwise.  If during the course 

of a renovation/demolition project suspect ACMs are discovered that are not included within this 

report, those materials are to be assumed positive for asbestos unless additional sampling, analysis 

and/or assessment indicates otherwise.  
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Lead-Based Paint 

It is recommended that the lead-containing and lead-based paint identified during this survey be 

stabilized prior to renovation, refurbishing, or demolition activities.  The paint stabilization work 

should be performed by a State of California, Licensed Contractor who maintains CDPH trained 

and certified lead workers.  Additionally, the work should be performed in accordance with all 

applicable DOSH and CDPH regulations/guidelines.   

 

Additionally, that were identified as being positive for lead, but not considered LBP would require 

compliance with applicable portions of the Federal OSHA 29 CFR 1926.62 (Lead – Safety and 

Health Regulations for Construction) and the DOSH Section 1532.1 (Lead in Construction 

Standards). 

 

Based on the identification of hazardous materials discussed above, it is recommended that a 

third party consultant, independent from the abatement contractor, be retained to monitor 

abatement activities and provide final remediation clearance testing as appropriate during the 

demolition of the Property, in accordance with all applicable laws, including OSHA guidelines. 

LIMITATIONS 

Reasonable efforts have been made by Stantec personnel to locate, sample, and/or identify 

suspect ACMs and LBPs associated with the Property.  For any facility the existence of unique or 

concealed materials and debris is a possibility.  In addition, sampling and laboratory analysis 

constraints typically hinder the investigation.  Stantec does not warrant, guarantee or profess to 

have the ability to locate or identify all hazardous materials in a facility.  The survey is limited in 

nature, as only full demolition of the Property will reveal all concealed conditions.  Stantec cannot 

warrant the effectiveness or damage thereof, at any of the patches or temporary repairs 

performed at sampling locations.  This report is intended for use in planning based on the agreed 

upon scope of work.  This report is not intended to be a bidding document.  Quantities of materials 

identified are estimates only and would need to be verified.  If during the course of a 

renovation/demolition project suspect ACMs or LBPs are discovered that are not included within 

this report, those materials should be treated accordingly until additional sampling, analysis and/or 

assessment can be performed. 

 

Additionally, the passage of time may result in a change in the environmental characteristics at 

the Property.  This report does not warrant against future operations or conditions that could affect 

the recommendations made.  The results, findings, conclusions and recommendations expressed 

in this report are based only on conditions that were observed during Stantec’s survey of the 

Property and test results provided by EMSL.  These observations are time dependent, are subject 

to changing site conditions, and revisions to federal, state, and local regulations.  Reliance on this 

letter report by Third Parties (i.e., other than Glendale Water & Power) shall be at the Third Party's 

sole risk.  
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Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey 
800 Air Way, Glendale, CA 
Stantec Project no.: 2057123300 

 

 

Asbestos Analytical Results Table 

Building/ 
Area 

Sample 
Date 

Sample 
No. 

Homogeneous 
Material Location of Material Asbestos Content Condition Quantity DOSH 

Definition 
EPA 

Category 
Power Plant 

Building 10/23/15 01A Fiberboard Panel Throughout 
Exterior/Perimeter Walls 20% Chrysotile Good >10,000 SF ACM CAT II 

Power Plant 
Building 10/23/15 02A Fiberboard Panel Throughout Lower 

Exterior/Perimeter Walls 20% Chrysotile Good >5,000 SF ACM CAT II 

Power Plant 
Building 10/23/15 

03A 
03B 
03C 
03D 
03E 
03F 
03G 

Roofing, Black Above 6th and 4th Floor 
(North) ND Good 6,000 SF NA NA 

Power Plant 
Building 10/23/15 

04A 
04B 
04C 

Sealant, Gray, 
Associated with Roof 

Penetrations 

Above 6th and 4th Floor 
(North) ND Good 100 SF NA NA 

Power Plant 
Building 10/23/15 

05A 
05B 
05C 
05D 
05E 
05F 
05G 

Roofing, Black Above 4th Floor (South) 5% Chrysotile Good 10,000 SF ACM CAT I 

Power Plant 
Building 10/23/15 

06A 
06B 
06C 

Sealant, White, 
Associated with Roof 

Parapets and 
Penetrations 

Above 4th Floor (South) 
ND Good 800 LF NA NA 

Power Plant 
Building 10/23/15 

07A 
07B 
07C 

Sealant, Gray, 
Associated with Roof 

Penetrations 
Above 4th Floor (South) ND Good 100 LF NA NA 

Power Plant 
Building 10/23/15 

08A 
08B 
08C 

Sealant, Light Gray, 
Associated with 

HVAC Units 
Above 4th Floor (South) ND Good 200 LF NA NA 
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Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey 

800 Air Way, Glendale, CA 
Stantec Project no.: 2057123300 

 

 

Building/ 
Area 

Sample 
Date 

Sample 
No. 

Homogeneous 
Material Location of Material Asbestos Content Condition Quantity DOSH 

Definition 
EPA 

Category 

Power Plant 
Building 10/23/15 

09A 
09B 
09C 
09D 
09E 
09F 
09G 

Stucco/Plaster, White, 
Associated with Walls 

Throughout South Portion 
of Building 

<0.25% 
Chrysotile* Good >5,000 SF ACCM NA 

Power Plant 
Building 10/23/15 

10A 
10B 
10C 

Insulation, White with 
Foil Coating, 

Associated with 
Panels 

Central Elevator Room ND Good 50 SF NA NA 

Power Plant 
Building 10/23/15 

11A 
11B 
11C 

Thermal System 
Insulation (TSI), 
Yellow/White, 

Associated with Floor 
#2 

Near De-Aerator ND Good 50 SF NA NA 

Power Plant 
Building 10/23/15 

12A 
12B 
12C 

Vinyl Floor Tile, Gray, 
Associated with 

Restroom 
Floor #3 Restroom ND Good 100 SF NA NA 

Power Plant 
Building 10/23/15 

13A 
13B 
13C 

Adhesive, Brown, 
Associated with 

HA#12 
Floor #3 Restroom ND Good 100 SF NA NA 

Power Plant 
Building 10/23/15 

14A 
14B 
14C 

Adhesive, Tan, 
Associated with Cove 

Base 

Floor #1-3 Offices and 
Control Rooms ND Good 800 LF NA NA 

Power Plant 
Building 10/23/15 

15A 
15B 
15C 
15D 
15E 

Gypsum Board Floor #3 - Throughout ND Good 900 SF NA NA 
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Homogeneous 
Material Location of Material Asbestos Content Condition Quantity DOSH 

Definition 
EPA 

Category 

Power Plant 
Building 10/23/15 

16A 
16B 
16C 
16D 
16E 

Joint Compound, 
Associated with 

HA#15 
Floor #3 - Throughout ND Good 900 SF NA NA 

Power Plant 
Building 10/23/15 

17A 
17B 
17C 
17D 
17E 
17F 
17G 

Stucco, Gray/White Floor #1-3 – Office and 
Control Room Areas ND Good >5,000 SF NA NA 

Power Plant 
Building 10/23/15 

18A 
18B 
18C 

Vinyl Floor Tile, Beige Floor #2 – Corridors, 
Server Room, Copy Room ND Good 700 SF NA NA 

Power Plant 
Building 10/23/15 

19A 
19B 
19C 

Adhesive, Yellow, 
Associated with 

HA#18 

Floor #2 – Corridors, 
Server Room, Copy Room ND Good 700 SF NA NA 

Power Plant 
Building 10/23/15 

20A 
20B 
20C 
20D 
20E 

Vinyl Flooring, Brown, 
Concealed Below 

HA#18 

Floor #1-2 – Corridors 
Server Room, Copy 

Room, Control Room #1 
ND Good 700 SF NA NA 

Power Plant 
Building 10/23/15 

21A 
21B 
21C 
21D 
21E 

Adhesive, Brown, 
Associated with Cove 

Base 
Floor #1-2 - Throughout ND Good 2,000 LF NA NA 

Power Plant 
Building 10/23/15 

22A 
22B 
22C 

Adhesive, Yellow, 
Associated with 

Carpeting 
Floor #2 - Offices ND Good 600 SF NA NA 

Power Plant 
Building 10/23/15 

23A 
23B 
23C 

Vinyl Floor Tile, White, 
12”x12” with Gray 

Fleck 

Floor #1 – Throughout 
Control Room and Office 

Areas 
ND Good 2,500 SF NA NA 
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Definition 
EPA 

Category 

Power Plant 
Building 10/23/15 

24A 
24B 
24C 

Adhesive, Brown, 
Associated with 

HA#23 and HA#29 

Floor #1 – Throughout 
Control Room and Office 

Areas 
ND Good 2,500 SF NA NA 

Power Plant 
Building 10/23/15 25A 

Vinyl Floor Tile, Red, 
Concealed Below 

Operator’s Panel and 
HA#23 

Control Room #1 12% Chrysotile Good <5 SF ACM CAT I 

Power Plant 
Building 10/23/15 26A 

Adhesive, Brown, 
Associated with 

HA#25 
Control Room #1 8% Chrysotile Good <5 SF ACM CAT I 

Power Plant 
Building 10/23/15 

27A 
27B 
27C 
27D 
27E 
27F 
27G 

Ceiling Tile, White, 
1’x1’, with Holes Control Rooms ND Good 5,000 SF NA NA 

Power Plant 
Building 10/23/15 

28A 
28B 
28C 
28D 
28E 
28F 
28G 

Adhesive, Brown, 
Associated with 

HA#27 
Control Rooms ND Good 5,000 SF NA NA 

Power Plant 
Building 10/23/15 

29A 
29B 
29C 

Vinyl Floor Tile, Black, 
Associated with 

HA#24 
Control Room #1 ND Good 30 SF NA NA 

Power Plant 
Building 10/23/15 30A TSI, Tan with Foil Control Room #2 ND Good <5 LF NA NA 

Power Plant 
Building 10/23/15 

31A 
31B 
31C 

Vinyl Floor Tile, Tan, 
9”x9” Control Room #2 8% Chrysotile Good 900 SF ACM CAT I 
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Power Plant 
Building 10/23/15 

32A 
32B 
32C 

Adhesive, Brown, 
Associated with 

HA#31 
Control Room #2 8% Chrysotile Good 900 SF ACM CAT I 

Power Plant 
Building 10/23/15 

33A 
33B 
33C 
33D 
33E 

Roofing, Black Above Floor #1 (South) 3% Chrysotile Good 1,200 SF ACM CAT I 

Power Plant 
Building 10/23/15 

34A 
34B 
34C 

Sealant, Gray, 
Associated with Roof, 

Patch 
Above Floor #1 (South) 3% Chrysotile Good 100 SF ACM CAT I 

Power Plant 
Building 10/23/15 

35A 
35B 
35C 

Fabric, Tan, 
Associated with 

Blower Access Panels 
Exterior - Southwest 60% Chrysotile Good 15 SF ACM CAT I 

Power Plant 
Building 10/23/15 

36A 
36B 
36C 

Gypsum Board Floor #1 – Southeast 
Restroom ND Good 200 SF NA NA 

Power Plant 
Building 10/23/15 

37A 
37B 
37C 

Joint Compound, 
Associated with 

HA#36 

Floor #1 – Southeast 
Restroom ND Good 200 SF NA NA 

Power Plant 
Building 10/23/15 

38A 
38B 
38C 

Membrane, Black Exterior at Deck Pad Near 
Steam Turbine Generator ND Good 500 SF NA NA 

Power Plant 
Building 10/23/15 

39A 
39B 
39C 
39D 
39E 

Sealant, Black Exterior at Steam Turbine 
Generator Platform ND Good 3,000 SF NA NA 
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Power Plant 
Building 11/25/15 

40A 
40B 
40C 
40D 
40E 
40F 
40G 

Concrete, Gray Throughout Foundation ND Good 20,000 SF NA NA 

Power Plant 
Building 11/25/15 

41A 
41B 
41C 
41D 
41E 
41F 
41G 

Canvas Wrap, 
Tan/White, Over 

Insulation (Painted 
Yellow) 

Unit #3-5 70% Chrysotile Good 5,000 SF ACM RACM 

Power Plant 
Building 11/25/15 

42A 
42B 
42C 
42D 
42E 
42F 
42G 

TSI, Tan/White, Over 
Chalky Insulation 

(Painted) 
Throughout Facility 10% Amosite, 

30% Chrysotile** Good 8,000 SF ACM RACM 

Power Plant 
Building 11/25/15 

43A 
43B 
43C 
43D 
43E 

Canvas Wrapped 
Insulation, Tan/White, 

Over Insulation 
(Painted) 

Floor #2 – 
De-Aerators 

15% Amosite, 
30% Chrysotile** Good 1,000 SF ACM RACM 

Power Plant 
Building 11/25/15 

44A 
44B 
44C 

Canvas Wrapped 
Insulation, Tan/White, 

Over Insulation 
(Painted Yellow) 

Unit 1, 2A, 2B 60% Chrysotile Good 3,000 SF ACM RACM 

Power Plant 
Building 7/13/17 

45A 
45B 
45C 

Refractory Brick, 
Beige/Brown Walls of Boiler 1A and 1B ND Good 900 SF NA NA 



September 1, 2017 
Ms. Godinez 
 

Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey 
800 Air Way, Glendale, CA 
Stantec Project no.: 2057123300 

 

 

Building/ 
Area 

Sample 
Date 

Sample 
No. 

Homogeneous 
Material Location of Material Asbestos Content Condition Quantity DOSH 

Definition 
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Power Plant 
Building 7/13/17 

46A 
46B 
46C 

Refractory Mortar, 
Gray/Tan Boiler 1A and 1B ND Good 900 SF NA NA 

Power Plant 
Building 7/13/17 

47A 
47B 
47C 

Refractory Brick, 
Red/Tan Floors of Boiler 1A and 1B ND Good 600 SF NA NA 

Power Plant 
Building 7/13/17 

48A 
48B 
48C 

Concrete, Gray/Red Access to Boiler 1A and 
1B ND Damaged 20 SF NA NA 

Power Plant 
Building 7/13/17 

49A 
49B 
49C 

Rope Gasket, 
White/Tan 

Access Door to Boiler 1A 
and 1B ND Damaged 5 LF NA NA 

Power Plant 
Building 7/13/17 

50A 
50B 
50C 

Refractory Brick, 
Red/Gray Walls of Boiler 2 ND Good 500 SF NA NA 

Power Plant 
Building 7/13/17 

51A 
51B 
51C 

Refractory Brick, Dark 
Gray East Wall of Boiler 2 ND Good 100 SF NA NA 

Power Plant 
Building 7/13/17 

52A 
52B 
52C 

Refractory Brick, 
Red/Tan Floors of Boiler 2 ND Good 200 SF NA NA 

Power Plant 
Building 7/13/17 

53A 
53B 
53C 

Rope Gasket, 
White/Tan Access Door to Boiler 2 ND Damaged 5 LF NA NA 

Power Plant 
Building 7/13/17 

54A 
54B 
54C 

Refractory Brick, 
Brown Walls of Boiler 3 ND Good 500 SF NA NA 

Power Plant 
Building 7/13/17 

55A 
55B 
55C 

Brick, Red/Tan Burners in Boiler 3 ND Good 100 SF NA NA 

Power Plant 
Building 7/13/17 

56A 
56B 
56C 

Refractory Brick, 
Tan/Gray Floors of Boiler 3 ND Good 200 SF NA NA 
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Power Plant 
Building 7/13/17 

57A 
57B 
57C 

Refractory Brick, Gray Access Door to Boiler 3 ND Good 5 SF NA NA 

Power Plant 
Building 7/13/17 

58A 
58B 
58C 

Rope Gasket, 
White/Tan Access Door to Boiler 3 75% Chrysotile Damaged 5 LF ACM CAT I 

Power Plant 
Building 7/13/17 

59A 
59B 
59C 

Refractory Brick, 
White Floors of Boiler 4 ND Good 200 SF NA NA 

Power Plant 
Building 7/13/17 

60A 
60B 
60C 

Rope Gasket, 
White/Tan Access Door to Boiler 4 ND Damaged 5 LF NA NA 

Power Plant 
Building 7/13/17 

61A 
61B 
61C 

Refractory Brick, Red Walls of Boiler 5 ND Good 500 SF NA NA 

Power Plant 
Building 7/13/17 

62A 
62B 
62C 

Refractory Brick, 
Black/Gray Floors of Boiler 5 ND Good 200 SF NA NA 

Power Plant 
Building 7/13/17 

63A 
63B 
63C 

Wire Wrap, 
Associated with 

Decommissioned 
Electrical Panels, 

Black 

Basement 45% Chrysotile Good 20 LF ACM CAT I 

Reverse Osmosis 
Area 10/23/15 01A Sealant, Black/Gray Rack ND Good <5 SF NA NA 

Reverse Osmosis 
Area 10/23/15 02A 

Fiberboard Panel, 
(Corrugated Panel), 

Gray 
Roof Above RO Area 20% Chrysotile Good 3,000 SF ACM CAT II 

Reverse Osmosis 
Area 10/23/15 03A Gasket, Red Associated with Transfer 

Pump ND Good <5 SF NA NA 

Reverse Osmosis 
Area 10/23/15 

04A 
04B 
04C 

TSI, Yellow, 
Associated with 2” 
Pipe, Wrapped in 

Metal 

Between Power Plant 
Building and RO Area ND Good 500 LF NA NA 
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Reverse Osmosis 
Area 10/23/15 

01A 
01B 
01C 
01D 
01E 

Coating, Beige, 
Associated with Tanks 

8A through 8D 

Throughout Deionization 
Tanks ND Good 2,000 SF NA NA 

Unit 8 Control 
Cab 10/20/15 

01A 
01B 
01C 

Vinyl Floor Tile, White, 
12”x12” Throughout Interior ND Good 400 SF NA NA 

Unit 8 Control 
Cab 10/20/15 

02A 
02B 
02C 

Adhesive, Yellow, 
Associated with 

White Vinyl Floor Tile 
(HA#01) 

Throughout Interior ND Good 400 SF NA NA 

Unit 8 Control Cab 10/20/15 
03A 
03B 
03C 

Duct Wrap, Silver, 
Associated with 

HVAC 
Roof – West 0.3% Chrysotile* Good 80 SF ACCM NA 

Unit 8 Control 
Cab 10/20/15 

04A 
04B 
04C 

Gasket, Black, At 
Wire Supports Exterior - East ND Good 30 SF NA NA 

Unit 8 Control 
Cab 10/20/15 

05A 
05B 
05C 

Fiberboard Panel, 
Tan, At Wire Support Exterior - East ND Good 10 SF NA NA 

Unit 8A Breaker 
Cab 10/20/15 

01A 
01B 
01C 

Vinyl Floor Tile, Beige Throughout Interior 3% Chrysotile Good 60 SF ACM CAT I 

Unit 8A Breaker 
Cab 10/20/15 

02A 
02B 
02C 

Adhesive, Yellow. 
Associated with 

Beige Vinyl Floor Tile 
(HA#01) 

Throughout Interior ND Good 60 SF NA NA 

Unit 8 B/C Breaker 
Cab 10/20/15 

01A 
01B 
01C 

Vinyl Floor Tile, Beige Throughout Interior 2% Chrysotile Good 60 SF ACM CAT I 
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Unit 8 B/C Breaker 
Cab 10/20/15 

02A 
02B 
02C 

Adhesive, Yellow. 
Associated with 

Beige Vinyl Floor Tile 
(HA#01) 

Throughout Interior ND Good 60 SF NA NA 

Unit 8 10/23/15 

01A 
01B 
01C 
01D 
01E 

Corrugated Panel, 
Beige, Associated 

with 8A, 8B, 8C 
Surrounding Pumps ND Good 50 SF NA NA 

Unit 8 10/23/15 
02A 
02B 
02C 

Insulation, White, 
Chalky, Metal-

Wrapped 
Throughout ND Good Unknown NA NA 

Unit 8 10/23/15 
03A 
03B 
03C 

Equipment Wrap 
(Blanket), Gray Various Equipment ND Good 500 SF NA NA 

Unit 8 10/23/15 
04A 
04B 
04C 

TSI, Yellow, 
Associated with 

Piping 
Various 3% Chrysotile Damaged Unknown ACM CAT I 

Unit 8 10/23/15 
05A 
05B 
05C 

Fabric Lining, 
Associated with 
Access Panels 

Various ND Good Unknown NA NA 

Unit 8 10/23/15 06A Wrap, White/Silver, 
Chalky Turbine Area 6% Chrysotile Damaged 100 SF ACM RACM 

Unit 8 10/23/15 
07A 
07B 
07C 

Fabric Lining, Beige Turbine Area ND Damaged 500 SF NA NA 

Unit 8 10/23/15 
08A 
08B 
08C 

Sealant, Red, 
Associated with 
Access Panels 

Near Turbine Area ND Good 20 LF NA NA 
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Unit 8 11/25/15 

09A 
09B 
09C 
09D 
09E 
09F 
09G 

Concrete, Gray Throughout Footings and 
Secondary Containment ND Good 5,000 SF NA NA 

Maintenance 
Shops Building 10/20/15 01A 

Fiberboard Panel, 
(Corrugated Panel), 

Gray 

Throughout Walls and 
Roof 40% Chrysotile Good 6,000 SF ACM CAT II 

Maintenance 
Shops Building 10/20/15 

02A 
02B 
02C 

Sealant, Gray, 
Associated with 

Piping 
Exterior - West ND Damaged 10 LF NA NA 

Maintenance 
Shops Building 10/20/15 

03A 
03B 
03C 

Fiberboard Panel, 
(Corrugated Panel), 

White/Gray 
Awning at East Side ND Good 500 SF NA NA 

Maintenance 
Shops Building 10/20/15 

04A 
04B 
04C 

Sealant, Gray, 
Associated with 

HVAC 
HVAC Units and Ducts ND Damaged 30 LF NA NA 

Maintenance 
Shops Building 10/20/15 

05A 
05B 
05C 

Sealant, White, Patch, 
Associated with 

Walking Pads 
Roof 0.7% Chrysotile* Damaged 200 LF ACCM NA 

Maintenance 
Shops Building 10/20/15 

06A 
06B 
06C 
06D 
06E 

Insulation, Pink, 
Associated with Walls Throughout Interior ND Damaged 4,000 SF NA NA 

Maintenance 
Shops Building 10/20/15 

07A 
07B 
07C 
07D 
07E 

Gypsum Board Throughout Interior ND Good 1,200F NA NA 
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Maintenance 
Shops Building 10/20/15 

08A 
08B 
08C 
08D 
08E 

Joint Compound, 
Associated with 

HA#07 
Throughout Interior ND Good 1,200F NA NA 

Maintenance 
Shops Building 10/20/15 

09A 
09B 
09C 

Adhesive, Brown, 
Associated with Cove 

Base 
Throughout Interior ND Good 500 LF NA NA 

Maintenance 
Shops Building 10/20/15 

10A 
10B 
10C 

TSI, White, Chalky, 
Metal-Wrapped 

Along Ceiling of Welding 
Shop 10% Amosite Good 500 LF ACM RACM 

Maintenance 
Shops Building 10/20/15 

11A 
11B 
11C 

Window Putty, Gray Exterior ND Damaged 80 LF NA NA 

Parking Canopy 
#1 10/19/15 01A 

Sealant, Gray, 
Associated with 

Seams 
Roof 8% Chrysotile Good <5 SF ACM CAT I 

Parking Canopy 
#1 10/19/15 02A 

Sealant, Silver, 
Associated with 

Seams 
Roof ND Damaged <5 SF NA NA 

Parking Canopy 
#2 10/19/15 01A 

Sealant, Gray, 
Associated with 

Seams 
Roof 5% Chrysotile Good <5 SF ACM CAT I 

Parking Canopy 
#2 10/19/15 02A 

Sealant, Silver, 
Associated with 

Seams 
Roof ND Damaged <5 SF NA NA 

Universal Waste 
Storage - North 10/23/15 01A Fiberboard Panel, 

Gray/Beige Throughout 16% Chrysotile Good 1,500 SF ACM CAT II 

Universal Waste 
Storage - South 

10/23/15, 
11/19/15 

01A 
01B 
01C 

Fiberboard Panel, 
Gray/Beige Throughout 10% Chrysotile Good 1,500 SF ACM CAT II 
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Superintendents & 
Shops Building 10/14/15 

01A 
01B 
01C 
01D 
01E 

Ceiling Tile, White, 
1’x2’, with Holes 

Foreman’s Office, 
Employees Room, 

Corridors 
ND Good 3,000 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

02A 
02B 
02C 
02D 
02E 
02F 
02G 

Plaster, White, 
Associated with Walls Throughout Building ND Good >10,000 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

03A 
03B 
03C 

Gypsum Board Office #11-13 ND Good 800 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

04A 
04B 
04C 

Joint Compound Office #11-13 ND Good 800 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

05A 
05B 
05C 

Vinyl Floor Tile, Blue, 
12”x12” Foreman’s Office ND Good 500 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

06A** 
06B 
06C 

Adhesive, Tan, 
Associated with Blue 

Vinyl Floor Tile 
(HA#05) 

Foreman’s Office ND Good 500 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

07A 
07B 
07C 
07D 
07E 

Vinyl Floor Tile, Tan, 
9”x9” with Brown and 

White Streak 

Employees Room, 
Corridors 3% Chrysotile Good 1,300 SF ACM CAT I 
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Superintendents & 
Shops Building 10/14/15 

08A 
08B 
08C 
08D 
08E 

Adhesive, Black, 
Associated with 

Brown Vinyl Floor Tile 
(HA#07), Concealed 

Below Carpet in 
Foreman’s Office 

Employees Room, 
Corridors, Foreman’s 

Office 
ND Good 2,800 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

09A 
09B 
09C 

Adhesive, Yellow, 
Associated with 
Brown Carpet 

Office #1-10 ND Good 1,500 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

10A 
10B 
10C 
10D 
10E 

Adhesive, Brown, 
Associated with Cove 

Base 

Throughout Building 
(Excluding Office #7-10 
and Operator’s Room) 

4% Chrysotile Good 4,000 LF ACM CAT I 

Superintendents & 
Shops Building 10/14/15 

11A 
11B 
11C 

Vinyl Floor Tile, Gray, 
12”x12” with Black 
and White Fleck 

Restroom ND Good 100 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

12A 
12B 
12C 

Adhesive, Brown, 
Associated with Gray 

Vinyl Floor Tile 
(HA#11) 

Restroom ND Good 100 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

13A 
13B 
13C 
13D 
13E 

Vinyl Floor Tile, Beige 
12”x12” 

Water Meter Shop and 
Electric Meter Shop ND Good 1,500 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

14A 
14B 
14C 
14D 
14E 

Adhesive, Beige, 
Associated with 

Beige Vinyl Floor Tile 
(HA#13) 

Water Meter Shop and 
Electric Meter Shop ND Good 1,500 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

15A 
15B 
15C 

Vinyl Floor Tile, Bluish-
Gray 

12”x12” 

Locker Room, Ladies 
Restroom ND Good 700 SF NA NA 
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Superintendents & 
Shops Building 10/14/15 

16A** 
16B 
16C 

Adhesive, Yellow, 
Associated with 

Bluish-Gray Vinyl Floor 
Tile (HA#15) 

Locker Room, Ladies 
Restroom ND Good 700 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

17A 
17B 
17C 

Vinyl Floor Tile, Light 
Tan, 9”x9” 

Electric Meter Shop, 
Standards Lab 5% Chrysotile Good 4,000 SF ACM CAT I 

Superintendents & 
Shops Building 10/14/15 

18A 
18B 
18C 

Adhesive, Black, 
Associated with Light 

Tan Vinyl Floor Tile 
(HA#17) 

Electric Meter Shop, 
Standards Lab ND Good 4,000 SF NA NA 

Superintendents & 
Shops Building 10/14/15 19A Vinyl Floor Tile, Light 

Tan, 9”x9”, Patch Corridor #2 3% Chrysotile Good 5 SF ACM CAT I 

Superintendents & 
Shops Building 10/14/15 20A 

Adhesive, Black, 
Associated with Light 

Tan Vinyl Floor Tile 
Corridor #2 ND Good 5 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

21A 
21B 
21C 

Adhesive, Yellow, 
Associated with Gray 

Carpet 
Office #12 and 13 ND Good 300 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

22A 
22B 
22C 
22D 
22E 

Gypsum Board Office #7-10 and 
Operations ND Good 2,500 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

23A 
23B 
23C 
23D 
23E 

Joint Compound, 
Associated with 

HA#22 

Office #7-10, 
Operations ND Good 2,500 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

24A 
24B 
24C 
24D 
24E 

Texture, White, 
Associated with 

HA#22 

Office #7-10 and 
Operations ND Good 2,500 SF NA NA 
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Material Location of Material Asbestos Content Condition Quantity DOSH 

Definition 
EPA 

Category 

Superintendents & 
Shops Building 10/14/15 

25A 
25B 
25C 

TSI, White/Gray Water Meter Shop 60% Chrysotile Good 155 LF ACM CAT I 

Superintendents & 
Shops Building 10/14/15 

26A 
26B 
26C 
26D 
26E 

Ceiling Tile, White, 
2’x4’, with Fissures 

Electrical Meter Shop, 
Operations ND Good 2,500 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

27A 
27B 
27C 

Adhesive, Beige, 
Associated with Cove 

Base 

Office #7-10, 
Corridor #3 ND Good 2,300 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

28A 
28B 
28C 

Vinyl Floor Tile, Gray, 
Concealed Below 

HA#11 
Restroom ND Good 300 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

29A 
29B 
29C 

Adhesive, Reddish-
Brown, Associated 

with Gray Vinyl Floor 
Tile (HA#28) 

Restroom ND Good 100 SF NA NA 

Superintendents & 
Shops Building 10/14/15 30A Sealant, Associated 

with Ducts, Gray Electric Meter Shop ND Good 3 SF NA NA 

Superintendents & 
Shops Building 10/14/15 

31A 
31B 
31C 

Sealant, Gray Above Office #10 ND Good Unknown NA NA 

Superintendents & 
Shops Building 10/14/15 

32A 
32B 
32C 

Texture, White Office #11 ND Good 100 SF NA NA 

Superintendents & 
Shops Building 10/16/15 

33A 
33B 
33C 
33D 
33E 
33F 
33G 

Roofing, Black Throughout Roof ND Good 13,000 SF NA NA 
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Superintendents & 
Shops Building 10/16/15 

34A 
34B 
34C 

Sealant, Gray, 
Associated with 

HVACs 
Roof, North and South ND Good 50 LF NA NA 

Superintendents & 
Shops Building 10/16/15 

35A 
35B 
35C 

Sealant, White/Black, 
Patch Various Across Roof <0.25% 

Chrysotile* Good 50 SF ACCM NA 

Superintendents & 
Shops Building 10/16/15 

36A 
36B 
36C 

Sealant, Gray Roof – West Canopy ND Good 20 SF NA NA 

Superintendents & 
Shops Building 10/16/15 

37A 
37B 
37C 

Sealant, Gray, 
Associated with Rain 

Gutters 
Roof - Perimeters ND Good 50 LF NA NA 

Superintendents & 
Shops Building 10/16/15 

38A 
38B 
38C 

Asphaltic Roofing, 
Black, Rolled 

Awning at West Side of 
Building ND Good 800 SF NA NA 

Superintendents & 
Shops Building 10/16/15 

39A 
39B 
39C 

Stucco, Gray/White Exterior ND Good 200 SF NA NA 

Superintendents & 
Shops Building 10/16/15 40A Fire Stop, Red Transformer Shop ND Good <5 SF NA NA 

Superintendents & 
Shops Building 10/16/15 

41A 
41B 
41C 

Window Putty, White, 
Associated with 

Windows 
Various 0.9% Chrysotile* Good 100 LF ACCM NA 

Superintendents & 
Shops Building 10/16/15 

42A 
42B 
42C 

Insulation, Pink, 
Associated with 

Ducting 
Transformer Shop ND Good 100 SF NA NA 

Superintendents & 
Shops Building 11/19/15 

43A 
43B 
43C 
43D 
43E 
43F 
43G 

Concrete, Gray Exterior Walls ND Good 8,000 SF NA NA 
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Garage & Vehicle 
Maintenance 10/23/15 

01A 
01B 
01C 
01D 
01E 
01F 
01G 

Asphaltic Roofing, 
Black, Rolled Throughout Roof ND Good 14,500 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 02A 

Sealant, Gray, 
Associated with 

HVAC 
Roof - East ND Good <5 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

03A 
03B 
03C 

Sealant, Gray, 
Associated with 

Exhausts 
Roof - East ND Good 15 LF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

04A 
04B 
04C 

Vinyl Floor Tile, Bluish-
Gray, 12”x12” Lunch Room, Office 2% Chrysotile Good 510 SF ACM CAT I 

Garage & Vehicle 
Maintenance 10/23/15 

05A 
05B 
05C 

Adhesive, Yellow, 
Associated with 

Bluish-Gray Vinyl Floor 
Tile (HA#04) 

Lunch Room, Office ND Good 510 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

06A 
06B 
06C 

Adhesive, Beige, 
Associated with Cove 

Base 
Lunch Room, Office ND Good 130 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

07A 
07B 
07C 

Press Board, 
White/Tan, 

Associated with Walls 
Lunch Room ND Good 650 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

08A 
08B 
08C 

Plaster, Gray, 
Associated with Walls Parts Storage <0.25% 

Chrysotile* Good 950 SF ACCM NA 

Garage & Vehicle 
Maintenance 10/23/15 

09A 
09B 
09C 

TSI, White/Yellow, 
Associated with 

Water Lines 
Parts Storage ND Good 50 LF NA NA 
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Garage & Vehicle 
Maintenance 10/23/15 

10A 
10B 
10C 

Vinyl Floor Tile, Gray, 
12”x12” Locker Room ND Good 160 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

11A 
11B 
11C 

Adhesive, Tan, 
Associated with Gray 

Vinyl Floor Tile 
(HA#10) 

Locker Room ND Good 160 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

12A 
12B 
12C 

Acoustic Ceiling Tile, 
White/Yellow, Vinyl-

Coated, 2’x4’ 
Lunch Room ND Good 250 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

13A 
13B 
13C 

Plaster, White, 
Smooth Locker Room, Restroom ND Good 950 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

14A 
14B 
14C 

Window Putty, Gray, 
Associated with 

Windows 
Exterior - East ND Good 20 LF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

15A 
15B 
15C 

Stucco, Gray/White Exterior Walls <0.25% 
Chrysotile* Good 4,000 SF ACCM NA 

Garage & Vehicle 
Maintenance 10/23/15 

16A 
16B 
16C 

Coating, White, 
Associated Stucco 

with HA#15 
Exterior Walls ND Good 800 SF NA NA 

Garage & Vehicle 
Maintenance 10/23/15 

17A 
17B 
17C 

Asphaltic Roofing, 
Black, Awning 

Awning Above Ice 
Machine ND Good 30 SF NA NA 

Garage & Vehicle 
Maintenance 11/19/15 

18A 
18B 
18C 
18D 
18E 
18F 
18G 

Concrete, Gray Exterior Walls <0.25% 
Chrysotile* Good 15,000 SF ACCM NA 

Cooling Tower #1 10/14/15 01A Fiberboard Panel, 
Gray Throughout Sides 20% Chrysotile Good 5,000 SF ACM CAT II 
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Cooling Tower #1 10/19/15 

02A 
02B 
02C 
02D 
02E 

Panel, Tan Throughout Deck ND Good 2,500 SF NA NA 

Cooling Tower #1 10/19/15 

03A 
03B 
03C 
03D 
03E 

Sealant, Gray, 
Associated with Deck 

Seams 
Throughout Deck ND Damaged 3,000 LF NA NA 

Cooling Tower #1 10/19/15 

04A 
04B 
04C 
04D 
04E 

Panel, Gray Stacks ND Good 1,500 SF NA NA 

Cooling Tower #1 10/19/15 
05A 
05B 
05C 

Sealant, Cream, 
Associated with Joints Stack Panels ND Good 500 LF NA NA 

Cooling Tower #1 11/25/15 

06A 
06B 
06C 
06D 
06E 
06F 
06G 

Concrete, Gray Basin ND Damaged 7,000 SF NA NA 

Cooling Tower #2 10/14/15, 
10/20/15 

01A 
01B 
01C 
01D 
01E 

Fiberboard Panel, 
Gray Throughout Sides ND Good 4,000 SF NA NA 

Cooling Tower #2 10/20/15 
02A 
02B 
02C 

Pipe Coating, Tan Deck – East and West 
Sides ND Good 100 SF NA NA 
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Cooling Tower #2 10/20/15 
03A 
03B 
03C 

Sealant, Gray Various at Deck 2% Chrysotile Damaged 200 LF ACM CAT I 

Cooling Tower #2 10/20/15 
04A 
04B 
04C 

Sealant, Gray Stack Panels 2% Chrysotile Good 400 SF ACM CAT I 

Cooling Tower #2 10/20/15 

05A 
05B 
05C 
05D 
05E 

Panel, Gray Stacks ND Good 2,000 SF NA NA 

Cooling Tower #2 10/20/15 
06A 
06B 
06C 

Gasket, Black Deck at Metal and 
Cement Connection ND Good 5 SF NA NA 

Cooling Tower #2 11/25/15 

07A 
07B 
07C 
07D 
07E 
07F 
07G 

Concrete, Gray Basin ND Significantly 
Damaged 5,000 SF NA NA 

Cooling Tower #3 10/14/15, 
10/20/15 

01A 
01B 
01C 
01D 
01E 

Fiberboard Panel, 
Gray Throughout Sides ND Good 5,000 SF NA NA 

Cooling Tower #3 10/20/15 

02A 
02B 
02C 
02D 
02E 

Sealant, Gray Stacks ND Good 3,500 SF NA NA 

Cooling Tower #3 10/20/15 
03A 
03B 
03C 

Gypsum Board/ 
Joint Compound 

(composite analysis) 
Stack Panels ND Good 800 SF NA NA 
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Cooling Tower #3 10/20/15 
04A 
04B 
04C 

Coating, Yellow Hatch Doors ND Good 30 SF NA NA 

Cooling Tower #3 11/25/15 

05A 
05B 
05C 
05D 
05E 
05F 
05G 

Concrete, Gray Basin ND Good 10,000 SF NA NA 

Cooling Tower #4 10/14/15, 
10/20/15 

01A 
01B 
01C 
01D 
01E 

Fiberboard Panel, 
Green 

Throughout Sides of 
Lower Portion ND Good 3,000 SF NA NA 

Cooling Tower #4 10/14/15 02A Fiberboard Panel, 
Green 

Throughout Sides of Upper 
Vertically Mounted 

Portion 

30% Chrysotile, 
4% Amosite Good 2,000 SF ACM CAT II 

Cooling Tower #4 10/20/15 

03A 
03B 
03C 
03D 
03E 

Panel, Green Stacks ND Good 4,000 SF NA NA 

Cooling Tower #4 10/20/15 
04A 
04B 
04C 

Stairs, Gray Southeast ND Good 500 LF NA NA 

Cooling Tower #4 11/19/15 05A Cementitious Pipe, 
Gray Mounted to South Side 15% Chrysotile, 

5% Crocidolite Good 400 LF ACM CAT II 



September 1, 2017 
Ms. Godinez 
 

Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey 
800 Air Way, Glendale, CA 
Stantec Project no.: 2057123300 

 

 

Building/ 
Area 

Sample 
Date 

Sample 
No. 

Homogeneous 
Material Location of Material Asbestos Content Condition Quantity DOSH 

Definition 
EPA 

Category 

Cooling Tower #4 11/25/15 

06A 
06B 
06C 
06D 
06E 
06F 
06G 

Concrete, Gray Basin ND Good 10,000 SF NA NA 

Cooling Tower #5 10/14/15, 
10/20/15 

01A 
01B 
01C 
01D 
01E 

Fiberboard Panel, 
Gray Throughout Sides ND Good 5,000 SF NA NA 

Cooling Tower #5 10/20/15 

02A 
02B 
02C 
02D 
02E 

Panel, Gray Stacks ND Good 4,500 SF NA NA 

Cooling Tower #5 10/20/15 
03A 
03B 
03C 

Sealant, Gray, 
Associated with 

Screws and Joints 
Stacks ND Good 800 LF NA NA 

Cooling Tower #5 10/20/15 04A Panel, Gray Motor Covers Near Stacks 20% Chrysotile Good 50 SF ACM CAT II 

Cooling Tower #5 10/20/15 
05A 
05B 
05C 

Tape, Black, 
Associated with 

Piping 
Deck – East Side ND Good 20 SF NA NA 

Cooling Tower #5 11/25/15 

06A 
06B 
06C 
06D 
06E 
06F 
06G 

Concrete, Gray Basin ND Good 10,000 SF NA NA 

Small Cooling 
Tower 10/19/15 

01A 
01B 
01C 

Fiberboard Panel, 
Gray Throughout Sides ND Good 800 SF NA NA 
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Small Cooling 
Tower 10/19/15 

02A 
02B 
02C 

Panel, Gray Stack ND Good 300 SF NA NA 

Chlorine Pump 
House 11/19/15 

01A 
01B 
01C 

Concrete, Gray Throughout ND Good 500 SF NA NA 

Chemical House 
(Between Cooling 
Tower #3 and #4) 

10/23/15 01A Fiberboard Panel, 
Gray Above Equipment 20% Chrysotile Good 15 SF ACM CAT II 

Chemical House 
(Between Cooling 
Tower #3 and #4) 

11/25/15 

02A 
02B 
02C 
02D 
02E 

Concrete, Gray Throughout Walls ND Good 1,000 SF NA NA 

Chemical Pump 
House 10/21/15 

01A 
01B 
01C 

Asphaltic Roofing, 
Black Roof 6% Chrysotile Good 500 SF ACM CAT I 

Chemical Pump 
House 10/21/15 

02A 
02B 
02C 

Stucco, Gray Awning ND Good 200 SF NA NA 

Chemical Pump 
House 10/21/15 

03A 
03B 
03C 

Concrete Masonry 
Unit Block, Gray Throughout ND Good 500 SF NA NA 

Chemical Storage 
House 10/20/15 

01A 
01B 
01C 

Asphaltic Roofing, 
Black, Concealed 

Below White 
Membrane 

Throughout Roof 6% Chrysotile Good 600 SF ACM CAT I 

Chemical Storage 
House 10/20/15 

02A 
02B 
02C 

Roofing, Silver, Rolled Awning 2% Chrysotile Good 300 SF ACM CAT I 

Chemical Storage 
House 10/20/15 

03A 
03B 
03C 

Sealant, Black Along Edges of Structure ND Good 30 LF NA NA 
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Chemical Storage 
House 11/19/15 

04A 
04B 
04C 
04D 
04E 

Concrete Masonry 
Unit Block, Gray Throughout ND Good 1,500 SF NA NA 

#1 Chemical 
House 11/19/15 

01A 
01B 
01C 
01D 
01E 

Concrete Masonry 
Unit Block, Gray Walls ND Good 1,000 SF NA NA 

#1 Chemical 
House 11/19/15 

02A 
02B 
02C 

Concrete, Gray Roof ND Good 500 SF NA NA 

Circulation 
Corridor 10/20/15 

01A 
01B 
01C 

Insulation, Yellow Associated with Unit #3 
and #4 Blowdown Pipe ND Damaged 500 SF NA NA 

Circulation 
Corridor 10/20/15 

02A 
02B 
02C 
02D 
02E 

Asphaltic Roofing, 
Black, Rolled 

Circulation Corridor 
Access and Pump House ND Good 1,200 SF NA NA 

Circulation 
Corridor 10/20/15 

03A 
03B 
03C 

Sealant, Gray, 
Associated with 

Flashing 

Perimeter of Circulation 
Corridor Access ND Good 200 LF NA NA 

Circulation 
Corridor 11/25/15 

04A 
04B 
04C 

Concrete, Gray Walls of Entrance to 
Stairwell (Pump House) ND Good 80 SF NA NA 

Notes and Abbreviations: 
SF = Square Feet 
LF = Linear Feet 
ND = Non Detect 
NA = Not Applicable  

ACM = Asbestos-Containing Material 
ACCM = Asbestos-Containing Construction Material 
CAT I = Category I Non-friable, ACM 
CAT II = Category II Non-friable, ACM 
RACM = Regulated Asbestos-Containing Material 

*Analytical Result by PLM (400-point count method) 
**According to the laboratory, there was insufficient material to analyze the sample.   However, there were a sufficient number of samples analyzed within the 
homogeneous material to satisfy NESHAP requirements. 
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Lead Paint Analytical Results Table
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Lead Paint Analytical Results Table 

Building/Area Sample 
No. 

Sample 
Location/Paint 

Location 

Paint 
Color 

Substrate 
Material 

Paint 
Condition 

Estimated 
Quantity 

Lead Content 
% by weight 

(ppm) 

Power Plant 
Building P1 

Wall Panel, 
North/Throughout 

Exterior 
Beige Fiberboard Poor >10,000 

SF 
0.070%  

(700 ppm) 

Power Plant 
Building P2 

Roof, Flashing, North/ 
Roof Trim Along 

Flashing 
Green Metal Poor >5,000 SF 32%  

(320,000 ppm) 

Power Plant 
Building P3 

Roof, Door Frame of 
South Elevator 

Room/Roof 

Dark 
Green Metal Poor 40 SF 1.8%  

(18,000 ppm) 

Power Plant 
Building P4 

Ceiling, 
South/Throughout 

Ceilings and Support 
Beams 

Light 
Green Metal Poor >10,000 

SF 
0.29%  

(2,900 ppm) 

Power Plant 
Building P5 Unit #1/Boilers 

Throughout Building Yellow Canvas Fair >10,000 
SF 

3.4%  
(34,000 ppm) 

Power Plant 
Building P6 

De-Aerator Tank, 
South/De-Aerator 

Tanks 
Red Canvas Poor 200 SF 0.063%  

(630 ppm) 

Power Plant 
Building P7 

Conduit Near Unit 
2A/Conduits 

Throughout Building 
Silver Metal Poor 500 LF 0.95%  

(9,500 ppm) 

Power Plant 
Building P8 

Roof, Flashing Above 
Floor #3/ Throughout 

Roof Flashing 
Beige Metal Poor 50 SF 0.48%  

(4,800 ppm) 

Power Plant 
Building P9 

Duct, Control Room 
#1/Throughout 

Central Offices and 
Control Rooms 

Light 
Green Metal Poor 500 SF 0.048%  

(480 ppm) 

Power Plant 
Building P10 

Panel at West Side of 
Building Near Unit 

#1/Interior Panels at 
West Side of Building 

Bluish-
Gray Metal Poor 60 SF 0.50%  

(5,000 ppm) 

Power Plant 
Building P11 Roof/Coating on 

Roof Above Floor #1 Silver Asphalt Fair 1,200 SF <0.014%  
(<140 ppm) 

Power Plant 
Building P12 Motor Mount, Exterior 

/Motor Mount - West 
Bluish-
Gray Concrete Poor 5,000 SF 0.49%  

(4,900 ppm) 
Power Plant 

Building P13 Motor, Exterior 
/Motors - West 

Red and 
Silver Metal Poor 10 SF 0.14%  

(1,400 ppm) 

Power Plant 
Building P14 

Motor, Stack #4, 
Exterior/ 
Stacks 

Beige 
and 
Silver 

Metal Fair >10,000 
SF 

0.031%  
(310 ppm) 

Power Plant 
Building P15 Building Foundation/ 

Throughout Building 
Red and 

Beige Concrete Fair >10,000 
SF 

<0.017%  
(<170 ppm) 

Power Plant 
Building P16 

Motor, Stack #4, 
Exterior/ 

Motor Stacks 
Green Metal Poor 500 SF 0.053%  

(530 ppm) 

Power Plant 
Building P17 

Ceiling, Turbine 
Room at Unit 

#4/Turbine Rooms 
Gray Metal Poor 5,000 SF 0.47%  

(4,700 ppm) 
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Lead Content 
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(ppm) 
Power Plant 

Building P18 Flange/ 
Throughout Building Silver Metal Fair 10,000 SF 0.11%  

(1,100 ppm) 
Reverse Osmosis 

Area P1 Rack/Exterior 
Features 

Beige 
and Red Metal Fair >1,000 SF <0.010%  

(<100 ppm) 
Reverse Osmosis 

Area P2 Rack/Exterior 
Features 

Light 
Green Metal Poor 50 SF 2.1%  

(21,000 ppm) 

Unit 8 Control 
Cab P1 Wall/Walls 

Beige 
and 

Green 
Metal Fair 1,000 SF <0.010%  

(<100 ppm) 

Unit 8 P1 Flange/Various 
Features Silver Metal Poor 100 SF <0.010%  

(<100 ppm) 

Unit 8 P2 Walls/Throughout 
Unit 8B Beige Metal Fair 1,000 SF <0.013%  

(<130 ppm) 

Unit 8 P3 Walls/Throughout 
Unit 8 Beige Metal Fair >10,000 

SF 
<0.012%  

(<120 ppm) 
Maintenance 
Shops Building P1 North Door, Panel 

Room/Doors and Trim Green Metal Fair 500 SF 1.4%  
(14,000 ppm) 

Parking Canopy 
#1 P1 Roof/Throughout 

Roof Green Metal Fair 800 SF 0.070%  
(700 ppm) 

Parking Canopy 
#1 P2 Supports/ 

Throughout Supports 

Beige 
and 
Light 

Green 

Metal Fair 50 SF 0.18%  
(1,800 ppm) 

Parking Canopy 
#2 P1 Roof/Throughout 

Roof Green Metal Fair 800 SF 0.068%  
(680 ppm) 

Parking Canopy 
#2 P2 Supports/ 

Throughout Supports 

Beige 
and 
Light 

Green 

Metal Fair 50 SF 0.065%  
(650 ppm) 

Universal Waste 
Storage - South P1 Wall/Throughout Beige Cementitious 

Panel Fair 1,000 SF 0.083%  
(830 ppm) 

Superintendents 
& Shops Building P1 Northeast Door/Door 

Frames and Trim Green Metal Fair 200 SF 0.068%  
(680 ppm) 

Superintendents 
& Shops Building P2 

West Exterior 
Wall/Throughout 

Exterior Walls 

Beige 
and 
Light 

Green 

Concrete Fair 100,000 
SF 

<0.010% by 
weight 

(<100 ppm) 

Superintendents 
& Shops Building P3 

Door Frame, 
Employees 

Room/Throughout 
White Metal Fair >10,000 

SF 
<0.011%  

(<110 ppm) 

Superintendents 
& Shops Building P4 Bollards/Bollards at 

South Side of Building Yellow Metal Poor 10 SF <0.010%  
(<100 ppm) 

Superintendents 
& Shops Building P5 

Roof HVAC Unit 
Supports/HVAC Unit 

Supports 

Light 
Green Wood Poor 30 SF <0.010%  

(<100 ppm) 

Garage & 
Vehicle 

Maintenance 
P1 

Roof Exhaust at East 
– Lower Portion/Roof 

Exhausts 

Light 
Green Metal Poor 10 SF 

0.024% by 
weight 

(240 ppm) 
Garage & 

Vehicle 
Maintenance 

P2 Awning, East/Awning Green Metal Fair 800 SF <0.014%  
(<140 ppm) 



September 1, 2017 
Ms. Godinez 
 

Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey 
800 Air Way, Glendale, CA 
Stantec Project no.: 2057123300 

 

 

Building/Area Sample 
No. 

Sample 
Location/Paint 

Location 

Paint 
Color 

Substrate 
Material 

Paint 
Condition 

Estimated 
Quantity 

Lead Content 
% by weight 

(ppm) 
Garage & 

Vehicle 
Maintenance 

P3 Wall, East/Exterior 
Walls Beige Plaster Fair 8,000 SF 0.057%  

(570 ppm) 

Garage & 
Vehicle 

Maintenance 
P4 Machine Shop Wall, 

North/Interior Walls Beige Concrete Fair 2,000 SF 0.010%  
(100 ppm) 

Chlorine Pump 
House P1 Piping/Various Beige 

and Blue Metal Poor 1.000 SF 0.096%  
(960 ppm) 

Chemical Pump 
House  

(Between 
Cooling Tower 

#3 and #4) 

P1 
Piping/Piping 

Between Cooling 
Towers 

Beige Metal Fair >5,000 SF <0.010%  
(<100 ppm) 

Chemical Pump 
House P1 Door, Exterior Green Metal Poor 20 SF <0.010%  

(<100 ppm) 
Chemical Pump 

House P2 Wall/Throughout 
Walls Beige Concrete 

Masonry Unit Poor 1,000 SF <0.010%  
(<100 ppm) 

Chemical Pump 
House P3 Roof/Throughout 

Roof Silver Asphalt Fair 500 SF <0.010%  
(<100 ppm) 

Chemical 
Storage House P1 Roof, North Trim/Trim 

and Walls 

Beige 
and 
Light 

Green 

Wood Fair 1,000 SF 0.042%  
(420 ppm) 

Chemical 
Storage House P2 Door, West/Doors 

and Trim Green Metal Poor 500 SF 1.9%  
(19,000 ppm) 

#1 Chemical 
House P1 Door Frame/Doors Red Metal Poor 50 SF 0.034%  

(340 ppm) 
#1 Chemical 

House P2 Door, East/Doors Green Metal Poor 50 SF 0.021%  
(210 ppm) 

Circulation 
Corridor P1 24” Pipe, North/Pipes Green Metal Poor 800 SF 3.1%  

(31,000 ppm) 

Circulation 
Corridor P2 

Roof, 
North/Throughout 

Roof Edges 
Cream Metal Fair 80 SF 0.51%  

(5,100 ppm) 

Demineralized 
Water Building P1 Walls/Throughout 

Walls Beige Metal Fair 3.000 SF <0.010%  
(<100 ppm) 

Notes and Abbreviations: 
Materials in Italics are identified as being positive for Lead, but not considered Lead-Based Paint (<0.5% lead) 
Materials in Bold are identified as Lead-Based Paint (<0.5% lead). 
SF = Square Feet 
LF = Linear Feet 

  



September 1, 2017 
Ms. Godinez 
 

Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey 
800 Air Way, Glendale, CA 
Stantec Project no.: 2057123300 
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Attn: 

Proj: 2057123300 / Grayson Re-Powering Project / Power Plant Building / 800 Air Way, Glendale, CA 91201

Phone:       (805) 230-1266

Fax:       

Collected:       10/23/2015

Received:       11/13/2015

Analyzed:       12/01/2015

Jason Stagno

Stantec Consulting Services Inc

290 Conejo Ridge Avenue

Thousand Oaks,  CA     91361

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-000101A

North/Fiberboard Panel- Tan

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 80% 20% ChrysotilePLM Gray/Tan

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-000202A

North/Fiberboard Panel- Beige

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 80% 20% ChrysotilePLM Gray/Beige

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-000303A-Shingle

North/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0003A03A-Tar Felt

North/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 40% 60%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0003B03A-Built Up Roofing

North/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0003C03A-Insulation

North/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 80% 20%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-000403B-Shingle

East/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White/Black None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/02/2015 11:06AM Page 1 of 23



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0004A03B-Tar Felt

East/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 40% 60%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0004B03B-Built Up Roofing

East/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0004C03B-Insulation

East/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 80% 20%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-000503C-Shingle

East/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0005A03C-Tar Felt

East/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 40% 60%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0005B03C-Built Up Roofing

East/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0005C03C-Insulation

East/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 80% 20%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-000603D-Shingle

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White/Black None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/02/2015 11:06AM Page 2 of 23



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0006A03D-Tar Felt

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 40% 60%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0006B03D-Built Up Roofing

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0006C03D-Insulation

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 80% 20%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-000703E-Shingle

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0007A03E-Built Up Roofing

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0007B03E-Insulation

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-000803F-Shingle

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0008A03F-Built Up Roofing

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM Black None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/02/2015 11:06AM Page 3 of 23



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-000903G-Shingle

Center/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0009A03G-Built Up Roofing

Center/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 25% 75%PLM Gold None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0009B03G-Insulation

Center/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 15% 85%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-001004A

North/Sealant- Gray- associated w/ Penetrations

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 20% 80%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0011A04B

East/Sealant- Gray- associated w/ Penetrations

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 15% 85%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-001204C

East/Sealant- Gray- associated w/ Penetrations

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 15% 85%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-001305A-Shingle 1

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 20% 80%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0013A05A-Shingle 2

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 20% 80%PLM Brown/Red None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/02/2015 11:06AM Page 4 of 23



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0013B05A-Tar Felt

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 50% 50%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0013C05A-Built Up Roofing

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 20% 78% 2% ChrysotilePLM Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-001405B-Shingle 1

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0014A05B-Built Up Roofing

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80% <1% ChrysotilePLM Black

11/25/2015 0.0% 99.4% 0.6% Chrysotile400 PLM PtCt Grav. Red. Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-001505C-Shingle 1

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0015A05C-Built Up Roofing

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-001605D-Built Up Roofing

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 20% 80%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0016A05D-Insulation

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 70% 30%PLM Brown None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/02/2015 11:06AM Page 5 of 23



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-001705E

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 85% 5% ChrysotilePLM Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-001805F

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 15% 81% 4% ChrysotilePLM Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-001905G-Tar Felt

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0019A05G-Built Up Roofing

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 5% 91% 4% ChrysotilePLM Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-002006A

East/Sealant- White- associated w/ Parapets & Penetrations

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-002106B

East/Sealant- White- associated w/ Parapets & Penetrations

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-002206C

South/Sealant- White- associated w/ Parapets & Penetrations

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White Limited materialNone Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-002307A

Center/Sealant- Gray- associated w/ Penetrations

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/02/2015 11:06AM Page 6 of 23



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-002407B

Center/Sealant- Gray- associated w/ Penetrations

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-002507C

Center/Sealant- Gray- associated w/ Penetrations

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-002608A

West/Sealant- Light Gray- associated w/ HVAC Units

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0027A08B

West/Sealant- Light Gray- associated w/ HVAC Units

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0028A08C

West/Sealant- Light Gray- associated w/ HVAC Units

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-002909A

Elevator Room Ext (South)/Stucco/ Plaster- Gray/ White- associated w/ Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray/White This is a composite result of stucco/plasterNone Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003009B

East/Stucco/ Plaster- Gray/ White- associated w/ Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray/White This is a composite result of stucco/plasterNone Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003109C

SE/Stucco/ Plaster- Gray/ White- associated w/ Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray/White This is a composite result of stucco/plasterNone Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/02/2015 11:06AM Page 7 of 23



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003209D

SW/Stucco/ Plaster- Gray/ White- associated w/ Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray/White This is a composite result of stucco/plasterNone Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003309E

West/Stucco/ Plaster- Gray/ White- associated w/ Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100% <1% ChrysotilePLM Gray/White This is a composite result of 

stucco/plaster.

11/25/2015 0% 100% <0.25% Chrysotile400 PLM Pt Ct Gray/White

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003409F

West/Stucco/ Plaster- Gray/ White- associated w/ Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray/Tan This is a composite result of stucco and 

plaster
None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003509G

West/Stucco/ Plaster- Gray/ White- associated w/ Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003610A

West/Insulation- Yellow- associated w/ Panels, Foils Coated

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 80% 20%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003710B

North/Insulation- Yellow- associated w/ Panels, Foils Coated

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 80% 20%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003810C

East/Insulation- Yellow- associated w/ Panels, Foils Coated

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 40% 60%PLM Silver/Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-003911A

Near Unit #1/Pipe Wrap (TSI)- Yellow/ White- associated w/ Floor #2

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 80% 20%PLM Yellow None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-004011B

Near Unit #1/Pipe Wrap (TSI)- Yellow/ White- associated w/ Floor #2

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 90% 10%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-004111C

Near Unit #1/Pipe Wrap (TSI)- Yellow/ White- associated w/ Floor #2

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 35% 65%PLM Brown/Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-004212A

North/Vinyl Floor Tile- Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-004312B

East/Vinyl Floor Tile- Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-004412C

South/Vinyl Floor Tile- Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-004513A

North/Adhesive- Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-004613B

East/Adhesive- Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0047A13C

South/Adhesive- Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100%PLM Brown None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/02/2015 11:06AM Page 9 of 23



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-004814A

Floor #3- Conference/Adhesive- Tan- associated w/ Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Tan None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0049A14B

Floor #2- Hallway/Adhesive- Tan- associated w/ Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100%PLM Tan None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0050A14C

Floor #2- Copy Room/Adhesive- Tan- associated w/ Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100%PLM Tan None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-005115A

Lab/Gypsum Board

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 15% 85%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-005215B

Restroom/Gypsum Board

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 15% 85%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-005315C

Corridor/Gypsum Board

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 15% 85%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-005415D

Gypsum Board

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM Brown/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-005515E

Storage NW/Gypsum Board

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM Brown/White None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-005616A

Lab/Joint Compound- White- associated w/ HA #16

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-005716B

Restroom/Joint Compound- White- associated w/ HA #16

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-005816C

Corridor/Joint Compound- White- associated w/ HA #16

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-005916D

Joint Compound- White- associated w/ HA #16

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006016E

Storage NW/Joint Compound- White- associated w/ HA #16

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006117A

Floor #3 Corridor/Stucco- Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006217B

Floor #3 Conference/Stucco- Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006317C

Floor #3 Conference/Stucco- Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray/White None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006417D

Floor #2 Hallway (South)/Stucco- Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006517E

Floor #2 Server Room/Stucco- Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006617F

Floor #2 Server Room/Stucco- Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006717G

Floor #2 Copy Room/Stucco- Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006818A

Corridor South/Vinyl Floor Tile- Beige

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Beige None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-006918B

Server Room/Vinyl Floor Tile- Beige

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Beige None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007018C

Copy Room/Vinyl Floor Tile- Beige

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Beige None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007119A

Corridor South/Adhesive- Yellow- associated w/ HA #18

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Yellow None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007219B

Server Room/Adhesive- Yellow- associated w/ HA #18

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007319C

Copy Room/Adhesive- Yellow- associated w/ HA #18

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007420A

Corrdior South/Vinyl Flooring- Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 20% 80%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007520B

Server Room/Vinyl Flooring- Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 20% 80%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007620C

Server Room/Vinyl Flooring- Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 20% 80%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007720D

Control Room #1/Vinyl Flooring- Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM Brown/Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007820E

Control Room #1/Vinyl Flooring- Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 5% 95%PLM Brown/Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-007921A

Floor #2 Hallway/Adhesive- Brown- associated w/ Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Brown None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008021B

Floor #2 Server Room/Adhesive- Brown- associated w/ Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008121C

Floor #2 Copier Room/Adhesive- Brown- associated w/ Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008221D

Floor #2 Office #1/Adhesive- Brown- associated w/ Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008321E

Floor #2 Office #2/Adhesive- Brown- associated w/ Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008422A

Office #1/Adhesive- Yellow- associated w/ Carpeting

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008522B

Office #1/Adhesive- Yellow- associated w/ Carpeting

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008622C

Office #1/Adhesive- Yellow- associated w/ Carpeting

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008723A

Hallway/Vinyl Floor Tile- White- 12"x12" w/ Gray Fleck

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/02/2015 11:06AM Page 14 of 23



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008823B

Control Room #1/Vinyl Floor Tile- White- 12"x12" w/ Gray Fleck

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-008923C

Control Room #1/Vinyl Floor Tile- White- 12"x12" w/ Gray Fleck

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009023D

Control Room #1/Vinyl Floor Tile- White- 12"x12" w/ Gray Fleck

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009123E

Control Room #1/Vinyl Floor Tile- White- 12"x12" w/ Gray Fleck

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009224A

Hallway/Adhesive- Brown- associated w/ HA #23 & HA #29

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009324B

Control Room #1/Adhesive- Brown- associated w/ HA #23 & HA #29

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009424C

Control Room #1/Adhesive- Brown- associated w/ HA #23 & HA #29

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/17/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009524D

Control Room #1/Adhesive- Brown- associated w/ HA #23 & HA #29

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Brown None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009624E

Control Room #1/Adhesive- Brown- associated w/ HA #23 & HA #29

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009725A

Control Room North/Vinyl Floor Tile- Red

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 88% 12% ChrysotilePLM Red

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009826A

Control Room North/Adhesive- Brown- associated w/ HA #25

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 92% 8% ChrysotilePLM Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-009927A

Control Room #1 NW/Ceiling Tile- White- 1'x1' w/ Holes

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 70% 30%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-010027B

Control Room #1 NE/Ceiling Tile- White- 1'x1' w/ Holes

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 70% 30%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-010127C

Control Room #1 S/Ceiling Tile- White- 1'x1' w/ Holes

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 70% 30%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-010227D

Control Room #1 SW/Ceiling Tile- White- 1'x1' w/ Holes

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 70% 30%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-010327E

Control Room #1 SE/Ceiling Tile- White- 1'x1' w/ Holes

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 80% 20%PLM Gray/White None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-010427F

Control Room #2 Center/Ceiling Tile- White- 1'x1' w/ Holes

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 80% 20%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-010527G

Control Room #2 Center/Ceiling Tile- White- 1'x1' w/ Holes

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 80% 20%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-010628A

Control Room #1 NW/Adhesive- Brown- associated w/ HA #27

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-010728B

Control Room #1 NE/Adhesive- Brown- associated w/ HA #27

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0108A28C

Control Room #1 S/Adhesive- Brown- associated w/ HA #27

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-010928D

Control Room #1 SW/Adhesive- Brown- associated w/ HA #27

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Brown Limited materialNone Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0110A28E

Control Room #1 SE/Adhesive- Brown- associated w/ HA #27

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-011128F

Control Room #2 Center/Adhesive- Brown- associated w/ HA #27

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Brown None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-011228G

Control Room #2 Center/Adhesive- Brown- associated w/ HA #27

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-011329A

South/Vinyl Floor Tile- Black- associated w/ HA #24

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-011429B

East/Vinyl Floor Tile- Black- associated w/ HA #24

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-011529C

North/Vinyl Floor Tile- Black- associated w/ HA #24

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-011630A

Kitchen/Thermal System Insulation- Tan- w/ foil

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 30% 70%PLM White/Black Limited materialNone Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-011731A

North/Vinyl Floor Tile- Tan- 9"x9"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 92% 8% ChrysotilePLM Tan

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-011831B

Kitchen/Vinyl Floor Tile- Tan- 9"x9"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 92% 8% ChrysotilePLM Tan

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-011931C

Kitchen/Vinyl Floor Tile- Tan- 9"x9"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 95% 5% ChrysotilePLM Tan
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012032A

North/Adhesive- Brown- associated w/ HA #31

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015PLM Insufficient Material

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012132B

Kitchen/Adhesive- Brown- associated w/ HA #31

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 92% 8% ChrysotilePLM Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012232C

Kitchen/Adhesive- Brown- associated w/ HA #31

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 95% 5% ChrysotilePLM Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012333A

North/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 18% 79% 3% ChrysotilePLM Black/Silver

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012433B-Insulation

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 90% 10%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-0124A33B-Built Up Roofing

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 78% 2% ChrysotilePLM Black/Silver

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012533C

West/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 17% 80% 3% ChrysotilePLM Black/Silver

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012633D

East/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 15% 82% 3% ChrysotilePLM Black/Silver
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012733E

South/Roofing- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 13% 85% 2% ChrysotilePLM Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012834A

North/Sealant- Gray- Patch

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 15% 85%PLM Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-012934B

Center/Sealant- Gray- Patch

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 15% 85%PLM Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013034C

South/Sealant- Gray- Patch

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 97% 3% ChrysotilePLM Black/Silver Sample appears different than previous 

samples in HA group.

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013135A

North/Fabric- Tan- associated w/ Blower Access Panels

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 40% 10% 50% ChrysotilePLM Gray/White/Silver

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013235B

West/Fabric- Tan- associated w/ Blower Access Panels

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 30% 50% ChrysotilePLM Tan/White/Silver

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013335C

South/Fabric- Tan- associated w/ Blower Access Panels

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 30% 10% 60% ChrysotilePLM Tan/White/Silver

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013436A

East/Gypsum Board- Tan

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 17% 83%PLM Brown/Gray None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013536B

Southeast/Gypsum Board- Tan

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM Brown/Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013636C

Southeast/Gypsum Board- Tan

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 18% 82%PLM Brown/Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013737A

East/Joint Compound- White- associated w/ HA #36

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013837B

Southeast/Joint Compound- White- associated w/ HA #36

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-013937C

Southeast/Joint Compound- White- associated w/ HA #36

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-014038A

SE/Membrane- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-014138B

SE/Membrane- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM Gray/Black/Silver None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-014238C

SE/Membrane- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM Gray/Black None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-014339A

North/Sealant- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 15% 85%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-014439B

Center/Sealant- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 15% 85%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-014539C

Center/Sealant- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 8% 92%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-014639D

Center/Sealant- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 8% 92%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533908-014739E

South/Sealant- Black

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 8% 92%PLM Black None Detected
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533908EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy

Analyst(s):

PLM (9)Adam Gart

PLM (8)Alexis Kum

PLM (4)Ariel Dickens

PLM (8)Frank Dicrescenzo

PLM (69)Juli Patel

400 PLM PtCt Grav. Red (1)

400 PLM Pt Ct (1)

Samantha Rundstorm-Cruz

PLM (73)Seri Smith

Benjamin Ellis, Laboratory Manager

 or Other Approved Signatory

Reviewed and approved by:

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported above and may not be reproduced, except 

in full, without written approval by EMSL. This test report must not be used to claim product endorsement by NVLAP or any agency of the U.S. 

Government. EMSL bears no responsibility for sample collection activities or analytical method limitations.  The laboratory is not responsible 

for the accuracy of results when requested to physically separate and analyze layered samples.  PLM alone is not consistently reliable in 

detecting asbestos in floor coverings and similar NOBs

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 

10872, NJ DEP 03036
Report amended: 12/02/201511:06:30 Replaces amended report from: 12/01/201508:47:09 Reason Code: Data Entry-Change to Appearance
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535233EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/25/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Power Plant Building

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

40A

041535233-0001

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 40

40B

041535233-0002

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 40

40C

041535233-0003

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 40

40D

041535233-0004

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 40

40E

041535233-0005

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 40

40F

041535233-0006

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 40

40G

041535233-0007

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 40

41A

041535233-0008

Tan

Fibrous

Homogeneous

Unit 5 - Canvas 

Wrapped Insulation 

Tan/White

30% Non-fibrous (Other) 70% Chrysotile

HA: 41

41B

041535233-0009

Tan

Fibrous

Homogeneous

Unit 5 - Canvas 

Wrapped Insulation 

Tan/White

30% Non-fibrous (Other) 70% Chrysotile

HA: 41

41C

041535233-0010

Gray

Fibrous

Homogeneous

Unit 5 - Canvas 

Wrapped Insulation 

Tan/White

30% Non-fibrous (Other) 70% Chrysotile

HA: 41

41D

041535233-0011

Gray

Fibrous

Homogeneous

Unit 5 - Canvas 

Wrapped Insulation 

Tan/White

30% Non-fibrous (Other) 70% Chrysotile

HA: 41

41E

041535233-0012

Gray

Fibrous

Homogeneous

Unit 4 - Canvas 

Wrapped Insulation 

Tan/White

20% Min. Wool 20% Non-fibrous (Other) 60% Chrysotile

HA: 41

41F

041535233-0013

Gray

Fibrous

Homogeneous

Unit 4 - Canvas 

Wrapped Insulation 

Tan/White

20% Min. Wool 20% Non-fibrous (Other) 60% Chrysotile

HA: 41

Initial Report From: 12/01/2015 13:44:56
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535233EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

41G

041535233-0014

Gray

Fibrous

Homogeneous

Unit 4 - Canvas 

Wrapped Insulation 

Tan/White

20% Min. Wool 20% Non-fibrous (Other) 60% Chrysotile

HA: 41

42A

041535233-0015

White

Fibrous

Homogeneous

Unit 5 - Thermal 

System Insulation 

Tan/White

70% Non-fibrous (Other) 30% Chrysotile

HA: 42

42B

041535233-0016

Blue

Fibrous

Homogeneous

None DetectedUnit 5 - Thermal 

System Insulation 

Tan/White

25%

15%

Synthetic

Glass

60% Non-fibrous (Other)

HA: 42

42C

041535233-0017

Tan/White

Fibrous

Homogeneous

None DetectedUnit 5 - Thermal 

System Insulation 

Tan/White

30% Min. Wool 70% Non-fibrous (Other)

HA: 42

42D

041535233-0018

Gray

Fibrous

Homogeneous

Unit 4 - Thermal 

System Insulation 

Tan/White

65% Non-fibrous (Other) 5%

30%

Amosite

Chrysotile

HA: 42

42E

041535233-0019

Tan

Fibrous

Homogeneous

Unit 2A - Thermal 

System Insulation 

Tan/White

80% Non-fibrous (Other) 20% Chrysotile

HA: 42

42F

041535233-0020

Gray

Fibrous

Homogeneous

Unit 2B - Thermal 

System Insulation 

Tan/White

60% Non-fibrous (Other) 10%

30%

Amosite

Chrysotile

HA: 42

42G

041535233-0021

Gray

Fibrous

Homogeneous

Unit 2B - Thermal 

System Insulation 

Tan/White

60% Non-fibrous (Other) 10%

30%

Amosite

Chrysotile

HA: 42

43A

041535233-0022

White

Fibrous

Homogeneous

North Unit - Canvas 

Wrapped Insulation 

Tan/White

60% Non-fibrous (Other) 15%

25%

Amosite

Chrysotile

HA: 43

43B

041535233-0023

Brown

Non-Fibrous

Homogeneous

None DetectedNorth Unit - Canvas 

Wrapped Insulation 

Tan/White

100% Non-fibrous (Other)

HA: 43

43C

041535233-0024

White

Fibrous

Homogeneous

North Unit - Canvas 

Wrapped Insulation 

Tan/White

60% Non-fibrous (Other) 10%

30%

Amosite

Chrysotile

HA: 43

43D

041535233-0025

White

Fibrous

Homogeneous

South Unit - Canvas 

Wrapped Insulation 

Tan/White

70% Non-fibrous (Other) 30% Chrysotile

HA: 43

43E

041535233-0026

White

Fibrous

Homogeneous

South Unit - Canvas 

Wrapped Insulation 

Tan/White

85% Non-fibrous (Other) 15% Chrysotile

HA: 43

44A

041535233-0027

Tan

Fibrous

Homogeneous

Unit 2A - Canvas 

Wrapped Insulation 

Tan/White

40% Non-fibrous (Other) 60% Chrysotile

HA: 44

44B

041535233-0028

Tan

Fibrous

Homogeneous

Unit 2B - Canvas 

Wrapped Insulation 

Tan/White

40% Non-fibrous (Other) 60% Chrysotile

HA: 44

Initial Report From: 12/01/2015 13:44:56

Page 2 of 3PLM - 1.65 Printed: 12/1/2015  1:44 PM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535233EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

44C

041535233-0029

Tan

Fibrous

Homogeneous

Unit 2B - Canvas 

Wrapped Insulation 

Tan/White

80% Non-fibrous (Other) 20% Chrysotile

HA: 44

Analyst(s)

Alexis Kum (17)

Brett Poulton (12)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 13:44:56

Page 3 of 3PLM - 1.65 Printed: 12/1/2015  1:44 PM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533402EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/12/2015

Collected Date: 10/23/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Reverse Osmosis Area

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533402-0001

Gray/Black

Fibrous

Homogeneous

None DetectedExt rack - Sealant 10% Cellulose 90% Non-fibrous (Other)

02A

041533402-0002

Gray

Fibrous

Homogeneous

Roof-East - Panel 80% Non-fibrous (Other) 20% Chrysotile

03A

041533402-0003

Red

Non-Fibrous

Homogeneous

None DetectedTransfer pump - 

Gasket

100% Non-fibrous (Other)

04A

041533402-0004

Yellow

Fibrous

Homogeneous

None DetectedBetween power plant 

and RO area north - 

TSI assoc with 2" 

pipe, wrapped in 

metal

90% Min. Wool 10% Non-fibrous (Other)

04B

041533402-0005

Yellow

Fibrous

Homogeneous

None DetectedBetween power plant 

and RO area south - 

TSI assoc with 2" 

pipe, wrapped in 

metal

85% Min. Wool 15% Non-fibrous (Other)

04C

041533402-0006

White

Fibrous

Homogeneous

None DetectedBetween power plant 

and RO area south - 

TSI assoc with 2" 

pipe, wrapped in 

metal

75% Glass 25% Non-fibrous (Other)

Analyst(s)

Amy Johnson (5)

Frank Dicrescenzo (1)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/12/2015 07:47:11

Page 1 of 1PLM - 1.65 Printed: 11/12/2015  7:47 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533373EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/12/2015

Collected Date: 10/23/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / DI Tanks

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

A01

041533373-0001

Beige

Fibrous

Homogeneous

None Detected8A - Coating Beige 20% Glass 80% Non-fibrous (Other)

HA: 01

A0B

041533373-0002

Beige

Fibrous

Homogeneous

None Detected8A - Coating Beige 15% Glass 85% Non-fibrous (Other)

HA: 01

01C

041533373-0003

Beige

Fibrous

Homogeneous

None Detected8B - Coating Beige 20% Glass 80% Non-fibrous (Other)

HA: 01

01D

041533373-0004

Beige

Non-Fibrous

Homogeneous

None Detected8C - Coating Beige 20% Glass 80% Non-fibrous (Other)

HA: 01

01E

041533373-0005

Beige

Non-Fibrous

Homogeneous

None Detected8D - Coating Beige 20% Glass 80% Non-fibrous (Other)

HA: 01

Analyst(s)

Amy Johnson (3)

William Bradford (2)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/12/2015 11:58:29

Page 1 of 1PLM - 1.65 Printed: 11/12/2015 11:58 AM
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533374EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Attn: 

Proj: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / #8 Control Cab

Phone:       (805) 230-1266

Fax:       

Collected:       10/20/2015

Received:       11/09/2015

Analyzed:       12/01/2015

Jason Stagno

Stantec Consulting Services Inc

290 Conejo Ridge Avenue

Thousand Oaks,  CA     91361

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-000101A

West/VFT-white 12x12

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-000201B

West/VFT-white 12x12

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-000301C

West/VFT-white 12x12

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-000402A

West/Adhesive-yellow, associated with HA #01

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-000502B

West/Adhesive-yellow, associated with HA #01

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-000602C

West/Adhesive-yellow, associated with HA #01

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Yellow/Rust None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-000703A

West/Duct wrap-silver, associated with HVAC ducting

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 40% 60% <1% ChrysotilePLM Black/Silver

11/16/2015 37.0% 63% <0.25% Chrysotile400 PLM PtCt Grav. Red. Black/Silver

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/01/2015 08:52AM Page 1 of 3



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533374EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-000803B

West/Duct wrap-silver, associated with HVAC ducting

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 40% 60% <1% ChrysotilePLM Black/Silver

11/16/2015 40.3% 59.4% 0.3% Chrysotile400 PLM PtCt Grav. Red. Black/Silver

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-000903C

West/Duct wrap-silver, associated with HVAC ducting

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 40% 60% <1% ChrysotilePLM Black/Silver

11/16/2015 37.9% 62.1% <0.25% Chrysotile400 PLM PtCt Grav. Red. Black/Silver

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-001004A

East/Gasket-black, at wire support

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-001104B

East/Gasket-black, at wire support

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-001204C

East/Gasket-black, at wire support

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-001305A

East/Fiber panel-tan, at wire support

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 99% 1%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-0014A05B

East/Fiber panel-tan, at wire support

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 95% 5%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533374-001505C

East/Fiber panel-tan, at wire support

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 99% 1%PLM White None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/01/2015 08:52AM Page 2 of 3



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533374EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy

Analyst(s):

PLM (9)Craig Nixon

PLM (1)Frank Dicrescenzo

PLM (5)Jadda Moffett

400 PLM PtCt Grav. Red (3)Ross Matlock

Benjamin Ellis, Laboratory Manager

 or Other Approved Signatory

Reviewed and approved by:

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported above and may not be reproduced, except 

in full, without written approval by EMSL. This test report must not be used to claim product endorsement by NVLAP or any agency of the U.S. 

Government. EMSL bears no responsibility for sample collection activities or analytical method limitations.  The laboratory is not responsible 

for the accuracy of results when requested to physically separate and analyze layered samples.  PLM alone is not consistently reliable in 

detecting asbestos in floor coverings and similar NOBs

Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN
Report amended: 12/01/201508:52:16 Replaces initial report from: 11/12/201509:01:32 Reason Code: Client-Additional Analysis

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/01/2015 08:52AM Page 3 of 3
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533403EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015

Collected Date: 10/20/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Unit 8A Breaker Cab

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533403-0001

Tan

Non-Fibrous

Homogeneous

East - Vinyl Floor Tile 

Beige

98% Non-fibrous (Other) 2% Chrysotile

HA: 01

01B

041533403-0002

Tan

Non-Fibrous

Homogeneous

East - Vinyl Floor Tile 

Beige

98% Non-fibrous (Other) 2% Chrysotile

HA: 01

01C

041533403-0003

Tan

Non-Fibrous

Homogeneous

East - Vinyl Floor Tile 

Beige

97% Non-fibrous (Other) 3% Chrysotile

HA: 01

02A

041533403-0004

Yellow

Non-Fibrous

Homogeneous

None DetectedEast - Adhesive 

Yellow

100% Non-fibrous (Other)

HA: 02

02B

041533403-0005A

Yellow

Non-Fibrous

Homogeneous

None DetectedEast - Adhesive 

Yellow

100% Non-fibrous (Other)

HA: 02

02C

041533403-0006A

Yellow

Non-Fibrous

Homogeneous

None DetectedEast - Adhesive 

Yellow

100% Non-fibrous (Other)

HA: 02

Analyst(s)

Andrew Castellano (1)

Adam Eichen (3)

Frank Dicrescenzo (1)

Garret Vliet (1)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Report amended: 12/01/2015 08:48:48 Replaces initial report from: 11/11/2015 18:19:14 Reason Code: Client-Additional Analysis

Page 1 of 1PLM - 1.65 Printed: 12/1/2015  8:48 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533390EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015

Collected Date: 10/20/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Unit 8B/C Breaker Cab

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533390-0001

Beige

Non-Fibrous

Homogeneous

North - VFT Beige 98% Non-fibrous (Other) 2% Chrysotile

HA: 01

01B

041533390-0002

Beige

Non-Fibrous

Homogeneous

North - VFT Beige 98% Non-fibrous (Other) 2% Chrysotile

HA: 01

01C

041533390-0003

Beige

Non-Fibrous

Homogeneous

North - VFT Beige 98% Non-fibrous (Other) 2% Chrysotile

HA: 01

02A

041533390-0004

Yellow

Non-Fibrous

Homogeneous

None DetectedNorth - Adhesive 

Yellow

100% Non-fibrous (Other)

Limited material for analysis.

HA: 02

02B

041533390-0005

Yellow

Non-Fibrous

Homogeneous

None DetectedNorth - Adhesive 

Yellow

100% Non-fibrous (Other)

Limited material for analysis.

HA: 02

02C

041533390-0006

Yellow

Non-Fibrous

Homogeneous

None DetectedNorth - Adhesive 

Yellow

100% Non-fibrous (Other)

HA: 02

Analyst(s)

Christian Strey (4)

Frank Dicrescenzo (2)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/12/2015 08:17:03

Page 1 of 1PLM - 1.65 Printed: 11/12/2015  8:17 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041534082EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/16/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/19/2015

Collected Date: 10/23/2015

Project: 2057123300 / Grayson / 800 Air Way / Glendale CA 91201 / Unit 8

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041534082-0001

Beige

Non-Fibrous

Homogeneous

None DetectedPump Enclosure- 8B - 

Corrugated Panel- 

Beige- a/w Unit 8A, 

8B, 8C

100% Non-fibrous (Other)

01B

041534082-0002

Beige

Non-Fibrous

Homogeneous

None DetectedPump Enclosure- 8B - 

Corrugated Panel- 

Beige- a/w Unit 8A, 

8B, 8C

100% Non-fibrous (Other)

01C

041534082-0003

Beige

Non-Fibrous

Homogeneous

None DetectedPump Enclosure- 8A - 

Corrugated Panel- 

Beige- a/w Unit 8A, 

8B, 8C

100% Non-fibrous (Other)

01D

041534082-0004

White/Beige

Non-Fibrous

Homogeneous

None DetectedPump Enclosure- 8C - 

Corrugated Panel- 

Beige- a/w Unit 8A, 

8B, 8C

100% Non-fibrous (Other)

01E

041534082-0005

White/Beige

Non-Fibrous

Homogeneous

None DetectedPump Enclosure- 8C - 

Corrugated Panel- 

Beige- a/w Unit 8A, 

8B, 8C

100% Non-fibrous (Other)

02A

041534082-0006

Gray

Fibrous

Homogeneous

None DetectedNear 8B - Insulation- 

White- Chalky & 

Metal Wrapped

5% Cellulose 95% Non-fibrous (Other)

02B

041534082-0007A

Tan

Non-Fibrous

Homogeneous

None DetectedNear 8B - Insulation- 

White- Chalky & 

Metal Wrapped

100% Non-fibrous (Other)

02C

041534082-0008

Gray

Non-Fibrous

Homogeneous

None DetectedNear 8C - Insulation- 

White- Chalky & 

Metal Wrapped

5% Min. Wool 95% Non-fibrous (Other)

03A

041534082-0009

Gray

Fibrous

Homogeneous

None DetectedPump- 8C - Wrap- 

Gray- Equipment 

Wrap Panels

90% Glass 10% Non-fibrous (Other)

03B

041534082-0010

Gray

Fibrous

Homogeneous

None DetectedPump- 8C - Wrap- 

Gray- Equipment 

Wrap Panels

90% Glass 10% Non-fibrous (Other)

03C

041534082-0011

Gray/White

Fibrous

Homogeneous

None DetectedPump- 8C - Wrap- 

Gray- Equipment 

Wrap Panels

90% Glass 10% Non-fibrous (Other)

04A

041534082-0012

Gray/Yellow

Fibrous

Homogeneous

None Detected8B - Thermal System 

Insulation- Yellow- 

a/w Piping

80% Min. Wool 20% Non-fibrous (Other)

04B

041534082-0013

White/Silver

Fibrous

Homogeneous

8B - Thermal System 

Insulation- Yellow- 

a/w Piping

5% Glass 92% Non-fibrous (Other) 3% Chrysotile

04C

041534082-0014

Gray/Yellow

Non-Fibrous

Homogeneous

None Detected8B - Thermal System 

Insulation- Yellow- 

a/w Piping

10% Glass 90% Non-fibrous (Other)

05A

041534082-0015

Gray/White

Fibrous

Homogeneous

None Detected8B - Fabric- Beige- 

a/w Access Panels

80% Glass 20% Non-fibrous (Other)

Report amended: 12/01/2015 07:29:30 Replaces initial report from: 11/19/2015 09:57:36 Reason Code: Client-Additional Analysis

Page 1 of 2PLM - 1.65 Printed: 12/1/2015  7:29 AM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041534082EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

05B

041534082-0016

Gray/White

Fibrous

Homogeneous

None Detected8B - Fabric- Beige- 

a/w Access Panels

80% Glass 20% Non-fibrous (Other)

05C

041534082-0017

Gray

Fibrous

Homogeneous

None Detected8B - Fabric- Beige- 

a/w Access Panels

30% Glass 70% Non-fibrous (Other)

06A

041534082-0018

Gray/White/Silver

Fibrous

Homogeneous

Turbine Area - Wrap- 

White/ Silver- Chalky 

Component

20% Glass 72% Non-fibrous (Other) 8% Chrysotile

07A

041534082-0019

White

Fibrous

Homogeneous

None DetectedEast - Lining- Beige 90% Glass 10% Non-fibrous (Other)

07B

041534082-0020

White

Fibrous

Homogeneous

None DetectedEast - Lining- Beige 90% Glass 10% Non-fibrous (Other)

07C

041534082-0021

White/Beige

Fibrous

Homogeneous

None DetectedEast - Lining- Beige 90% Glass 10% Non-fibrous (Other)

08A

041534082-0022

Red

Non-Fibrous

Homogeneous

None DetectedEast - Sealant- Red- 

a/w Access Panels

100% Non-fibrous (Other)

08B

041534082-0023

Red

Non-Fibrous

Homogeneous

None DetectedEast - Sealant- Red- 

a/w Access Panels

100% Non-fibrous (Other)

08C

041534082-0024

Red

Non-Fibrous

Homogeneous

None DetectedEast - Sealant- Red- 

a/w Access Panels

100% Non-fibrous (Other)

Analyst(s)

Alexis Kum (15)

Juli Patel (8)

Samantha Rundstorm-Cruz (1)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Report amended: 12/01/2015 07:29:30 Replaces initial report from: 11/19/2015 09:57:36 Reason Code: Client-Additional Analysis

Page 2 of 2PLM - 1.65 Printed: 12/1/2015  7:29 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535266EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/25/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Unit 8

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

09A

041535266-0001

Gray

Non-Fibrous

Homogeneous

None DetectedThroughout Footings 

and Secondary 

Containment-West - 

Concrete - Gray

100% Non-fibrous (Other)

09B

041535266-0002

Gray

Non-Fibrous

Homogeneous

None DetectedThroughout Footings 

and Secondary 

Containment-West - 

Concrete - Gray

100% Non-fibrous (Other)

09C

041535266-0003

Gray

Non-Fibrous

Homogeneous

None DetectedThroughout Footings 

and Secondary 

Containment-West - 

Concrete - Gray

100% Non-fibrous (Other)

09D

041535266-0004

Gray

Non-Fibrous

Homogeneous

None DetectedThroughout Footings 

and Secondary 

Containment-West - 

Concrete - Gray

100% Non-fibrous (Other)

09E

041535266-0005

Gray

Non-Fibrous

Homogeneous

None DetectedThroughout Footings 

and Secondary 

Containment-East - 

Concrete - Gray

100% Non-fibrous (Other)

09F

041535266-0006

Gray

Non-Fibrous

Homogeneous

None DetectedThroughout Footings 

and Secondary 

Containment-East - 

Concrete - Gray

100% Non-fibrous (Other)

09G

041535266-0007

Gray

Non-Fibrous

Homogeneous

None DetectedThroughout Footings 

and Secondary 

Containment-East - 

Concrete - Gray

100% Non-fibrous (Other)

Analyst(s)

Juli Patel (2)

Kelly Mulholland (5)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 09:41:38

Page 1 of 1PLM - 1.65 Printed: 12/1/2015  9:41 AM
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533410EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Attn: 

Proj: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Maintenance Shops

Phone:       (805) 230-1266

Fax:       

Collected:       10/20/2015

Received:       11/09/2015

Analyzed:       11/16/2015

Jason Stagno

Stantec Consulting Services Inc

290 Conejo Ridge Avenue

Thousand Oaks,  CA     91361

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-000101A

West/Corrugated Panel Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 60% 40% ChrysotilePLM Gray

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-000202A

West/Sealant Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-000302B

West/Sealant Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-000402C

West/Sealant Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-000503A

A Wing North/Corrugated Panel White/Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-000603B

A Wing East/Corrugated Panel White/Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-000703C

A Wing East/Corrugated Panel White/Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray/White None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 12:40PM Page 1 of 6



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533410EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-000804A

West/Sealant Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray/Rust None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-000904B

West/Sealant Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray/Rust None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001004C

West/Sealant Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray/Rust None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001105A

North/Sealant White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100% <1% ChrysotilePLM White The sample group is not homogeneous

11/16/2015 0.0% 99.3% 0.7% Chrysotile400 PLM PtCt Grav. Red. White

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001205B

Center/Sealant White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001305C

South/Sealant White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001406A

Panel Room/Insulation Pink

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 98% 2%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001506B

Shop East/Insulation Pink

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 98% 2%PLM Brown None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 12:40PM Page 2 of 6



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533410EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001606C

Shop East/Insulation Pink

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 98% 2%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001706D

Shop East/Insulation Pink

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 98% 2%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001806E

Shop West/Insulation Pink

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 98% 2%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-001907A

Panel Room/Gypsum Board White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 17% 83%PLM Brown/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002007B

Panel Room/Gypsum Board White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 17% 83%PLM Brown/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002107C

Panel Room/Gypsum Board White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 17% 83%PLM Brown/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002207D

Welding Shop - N/Gypsum Board White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 17% 83%PLM Brown/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002307E

Welding Shop - S/Gypsum Board White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 15% 85%PLM Brown/White None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 12:40PM Page 3 of 6



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533410EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002408A

Panel Room/Joint Compound White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM White Inseparable paint / coating layer included 

in analysis
None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002508B

Panel Room/Joint Compound White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM White Inseparable paint / coating layer included 

in analysis
None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002608C

Panel Room/Joint Compound White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM White Inseparable paint / coating layer included 

in analysis
None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002708D

Welding Shop - N/Joint Compound White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM White Inseparable paint / coating layer included 

in analysis
None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002808E

Welding Shop - S/Joint Compound White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM White Inseparable paint / coating layer included 

in analysis
None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-002909A

Panel Room/Adhesive Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-003009B

Welding Shop/Adhesive Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Brown None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-003109C

Welding Shop/Adhesive Brown

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Brown None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 12:40PM Page 4 of 6



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533410EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-003210A

Welding Shop/Insulations - TSI - White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 90% 10% AmositePLM White

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-003310B

Welding Shop/Insulations - TSI - White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 90% 10% AmositePLM White

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-003410C

Welding Shop/Insulations - TSI - White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 90% 10% AmositePLM White

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-003511A

East Side/Window Putty Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-003611B

East Side/Window Putty Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533410-003711C

East Side/Window Putty Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 12:40PM Page 5 of 6



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533410EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy

Analyst(s):

PLM (24)Hannah Mills

400 PLM PtCt Grav. Red (1)Jadda Moffett

PLM (13)Ross Matlock

Benjamin Ellis, Laboratory Manager

 or Other Approved Signatory

Reviewed and approved by:

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported above and may not be reproduced, except 

in full, without written approval by EMSL. This test report must not be used to claim product endorsement by NVLAP or any agency of the U.S. 

Government. EMSL bears no responsibility for sample collection activities or analytical method limitations.  The laboratory is not responsible 

for the accuracy of results when requested to physically separate and analyze layered samples.  PLM alone is not consistently reliable in 

detecting asbestos in floor coverings and similar NOBs

Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN
Initial report from: 11/11/201516:44:22

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 12:40PM Page 6 of 6
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041534108EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/16/2015 11:10 AM

Analysis Date:Thousand Oaks, CA  91361 11/18/2015

Collected Date: 10/19/2015

Project: 2057123300 / Grayson Re-Powering Project / Parking Canopy # 1

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041534108-0001

Gray

Non-Fibrous

Homogeneous

Roof Center - Sealant 

/ Gray

92% Non-fibrous (Other) 8% Chrysotile

HA: 01

02A

041534108-0002

Silver

Non-Fibrous

Homogeneous

None DetectedRoof West - Sealant / 

Silver

100% Non-fibrous (Other)

HA: 02

Analyst(s)

Samantha Rundstorm-Cruz (2) Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Report amended: 12/17/2015 09:12:49 Replaces initial report from: 11/19/2015 07:39:16 Reason Code: Data Entry-Change to Appearance

Page 1 of 1PLM - 1.65 Printed: 12/17/2015  9:12 AM



OrderID: 041534108

Page 1 Of 3
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041534102EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/16/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 11/19/2015

Collected Date: 10/19/2015

Project: 2057123300 / Grayson Re-Powering Project / Parking Canopy #2

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041534102-0001

Gray

Fibrous

Homogeneous

Roof Center - Sealant 

/ Gray

95% Non-fibrous (Other) 5% Chrysotile

Limited Material

HA: 01

02A

041534102-0002

Silver

Non-Fibrous

Homogeneous

None DetectedRoof Center - Sealant 

/ Silver

100% Non-fibrous (Other)

Limited Material

HA: 02

Analyst(s)

Steven Quinn (2) Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/19/2015 08:46:36

Page 1 of 1PLM - 1.65 Printed: 11/19/2015  8:46 AM



OrderID: 041534102

Page 1 Of 3
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533399EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015

Collected Date: 10/23/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Universal Waste Storage - 

North

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533399-0001

Gray/Beige

Fibrous

Homogeneous

East - Corrugated 

Panel Gray/Beige

84% Non-fibrous (Other) 16% Chrysotile

Analyst(s)

Benjamin Verghese (1) Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/11/2015 18:17:27

Page 1 of 1PLM - 1.65 Printed: 11/11/2015  6:17 PM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533408EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/12/2015

Collected Date: 10/23/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Universal Waste Storage - 

South

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533408-0001

Gray/Beige

Fibrous

Homogeneous

None DetectedEast - Corrugated 

Panel Gray/Beige

15% Cellulose 85% Non-fibrous (Other)

Analyst(s)

Amy Johnson (1) Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/12/2015 08:51:49

Page 1 of 1PLM - 1.65 Printed: 11/12/2015  8:51 AM



OrderID: 041533408

Page 1 Of 2
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535243EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/19/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Universal Waste Storage - 

South

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01B

041535243-0001

Gray

Fibrous

Homogeneous

South - Corrugated 

Panel Gray/Beige

90% Non-fibrous (Other) 10% Chrysotile

HA: 1

01C

041535243-0002

Gray

Fibrous

Homogeneous

North - Corrugated 

Panel Gray/Beige

90% Non-fibrous (Other) 10% Chrysotile

HA: 1

Analyst(s)

Frank Dicrescenzo (1)

Garret Vliet (1)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 08:45:19

Page 1 of 1PLM - 1.65 Printed: 12/1/2015  8:45 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 10/16/2015  9:30 AM

Analysis Date:Thousand Oaks, CA  91361 10/17/2015

Collected Date: 10/14/2015

Project: 2057123300.M800-5G / Grayson Re-Powering Project / Superintendent's Building / 800 Air Way, Glendale, CA 

91201

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041531037-0001

Brown/White

Fibrous

Homogeneous

None DetectedForeman's Office, 

Employees  Room , 

Corridors - 1'x2' 

Ceiling Tile / White / 

Employee's Room 

South

95% Cellulose 5% Non-fibrous (Other)

01B

041531037-0002

Brown/White

Fibrous

Homogeneous

None DetectedForeman's Office, 

Employees  Room , 

Corridors - 1'x2' 

Ceiling Tile / White / 

Employee's Room 

North

95% Cellulose 5% Non-fibrous (Other)

01C

041531037-0003

Brown/White

Fibrous

Homogeneous

None DetectedForeman's Office, 

Employees  Room , 

Corridors - 1'x2' 

Ceiling Tile / White / 

Corridor # 2 West

95% Cellulose 5% Non-fibrous (Other)

01D

041531037-0004

Brown/White

Fibrous

Homogeneous

None DetectedForeman's Office, 

Employees  Room , 

Corridors - 1'x2' 

Ceiling Tile / White / 

Corridor # 2 West

95% Cellulose 5% Non-fibrous (Other)

01E

041531037-0005

Brown/White

Fibrous

Homogeneous

None DetectedForeman's Office, 

Employees  Room , 

Corridors - 1'x2' 

Ceiling Tile / White / 

Corridor # 1 East

95% Cellulose 5% Non-fibrous (Other)

02A

041531037-0006

Tan

Non-Fibrous

Homogeneous

None DetectedThroughout - Plaster / 

White / Employee's 

Room

100% Non-fibrous (Other)

02B-Skim Coat

041531037-0007

White

Non-Fibrous

Homogeneous

None DetectedThroughout - Plaster / 

White / Electric Meter 

Shop

100% Non-fibrous (Other)

02B-Base Coat

041531037-0007A

Tan

Non-Fibrous

Homogeneous

None DetectedThroughout - Plaster / 

White / Electric Meter 

Shop

100% Non-fibrous (Other)

02C

041531037-0008

Tan

Non-Fibrous

Homogeneous

None DetectedThroughout - Plaster / 

White / Water Meter 

Shop

100% Non-fibrous (Other)

02D

041531037-0009

Tan

Fibrous

Homogeneous

None DetectedThroughout - Plaster / 

White / Water Meter 

Shop

4% Cellulose 96% Non-fibrous (Other)

02E

041531037-0010

Tan

Non-Fibrous

Homogeneous

None DetectedThroughout - Plaster / 

White / Kitchen

4% Cellulose 96% Non-fibrous (Other)

02F-Skim Coat

041531037-0011

White

Non-Fibrous

Homogeneous

None DetectedThroughout - Plaster / 

White / Locker Room

100% Non-fibrous (Other)

Report amended: 11/09/2015 12:49:08 Replaces initial report from: 10/20/2015 09:05:45 Reason Code: Client-Samples Added

Page 1 of 10PLM - 1.65 Printed: 11/9/2015 12:49 PM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

02F-Base Coat

041531037-0011A

Gray

Non-Fibrous

Homogeneous

None DetectedThroughout - Plaster / 

White / Locker Room

100% Non-fibrous (Other)

02G

041531037-0012

Gray

Fibrous

Homogeneous

None DetectedThroughout - Plaster / 

White / Janitor

8% Cellulose 92% Non-fibrous (Other)

03A

041531037-0013

Brown/White

Fibrous

Homogeneous

None DetectedOffices 11-13 - 

Gypsum Board / 

White / Office # 13

15% Cellulose 85% Non-fibrous (Other)

03B

041531037-0014

Brown/White

Fibrous

Homogeneous

None DetectedOffices 11-13 - 

Gypsum Board / 

White / Office # 12

15% Cellulose 85% Non-fibrous (Other)

03C

041531037-0015

White

Fibrous

Homogeneous

None DetectedOffices 11-13 - 

Gypsum Board / 

White / Office # 11

5%

5%

Cellulose

Glass

90% Non-fibrous (Other)

04A

041531037-0016

White

Non-Fibrous

Homogeneous

None DetectedOffices 11-13 - Joint 

Compound to HA 03 / 

White / Office # 13

100% Non-fibrous (Other)

04B

041531037-0017

White

Non-Fibrous

Homogeneous

None DetectedOffices 11-13 - Joint 

Compound to HA 03 / 

White / Office # 12

100% Non-fibrous (Other)

04C

041531037-0018

White

Non-Fibrous

Homogeneous

None DetectedOffices 11-13 - Joint 

Compound to HA 03 / 

White / Office # 11

100% Non-fibrous (Other)

05A

041531037-0019

Blue

Non-Fibrous

Homogeneous

None DetectedForeman's Office - 

12"x12" Vinyl Floor 

Tile/ Blue / 

Foreman's Office 

West

100% Non-fibrous (Other)

05B

041531037-0020

Blue

Non-Fibrous

Homogeneous

None DetectedForeman's Office - 

12"x12" Vinyl Floor 

Tile/ Blue / 

Foreman's Office 

West

100% Non-fibrous (Other)

05C

041531037-0021

Blue

Non-Fibrous

Homogeneous

None DetectedForeman's Office - 

12"x12" Vinyl Floor 

Tile/ Blue / 

Foreman's Office 

East

100% Non-fibrous (Other)

06A

041531037-0022

Insufficient MaterialForeman's Office - 

Adheseive to HA 06 / 

Tan / Forman's Office 

West

06B

041531037-0023

Tan

Non-Fibrous

Homogeneous

None DetectedForeman's Office - 

Adheseive to HA 06 / 

Tan / Forman's Office 

West

100% Non-fibrous (Other)

06C

041531037-0024

Tan

Non-Fibrous

Homogeneous

None DetectedForeman's Office - 

Adheseive to HA 06 / 

Tan / Forman's Office 

East

100% Non-fibrous (Other)

07A

041531037-0025

Tan

Non-Fibrous

Homogeneous

Employee's Room 

and Corridors - 9"x9" 

Vinyl Floor Tile / Tan 

/ Employee's Area 

West

96% Non-fibrous (Other) 4% Chrysotile
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

07B

041531037-0026

Tan

Non-Fibrous

Homogeneous

Employee's Room 

and Corridors - 9"x9" 

Vinyl Floor Tile / Tan 

/ Employee's Area 

East

96% Non-fibrous (Other) 4% Chrysotile

07C

041531037-0027

Tan

Non-Fibrous

Homogeneous

Employee's Room 

and Corridors - 9"x9" 

Vinyl Floor Tile / Tan 

/ Corridor #1 West

96% Non-fibrous (Other) 4% Chrysotile

07D

041531037-0028

Tan

Non-Fibrous

Homogeneous

Employee's Room 

and Corridors - 9"x9" 

Vinyl Floor Tile / Tan 

/ Corridor #1 East

96% Non-fibrous (Other) 4% Chrysotile

07E

041531037-0029

Tan

Non-Fibrous

Homogeneous

Employee's Room 

and Corridors - 9"x9" 

Vinyl Floor Tile / Tan 

/ Corridor #1 East

96% Non-fibrous (Other) 4% Chrysotile

08A

041531037-0030

Black

Non-Fibrous

Homogeneous

None DetectedEmployee's Room, 

Corridors, Foreman's 

Office - Adhesive 

associated w/ HA 07 / 

Black / Employee's 

Area West

100% Non-fibrous (Other)

08B

041531037-0031

Black

Non-Fibrous

Homogeneous

None DetectedEmployee's Room, 

Corridors, Foreman's 

Office - Adhesive 

associated w/ HA 07 / 

Black / Employee's 

Area East

100% Non-fibrous (Other)

08C

041531037-0032

Black

Non-Fibrous

Homogeneous

None DetectedEmployee's Room, 

Corridors, Foreman's 

Office - Adhesive 

associated w/ HA 07 / 

Black / Corridor #1 

West

100% Non-fibrous (Other)

08D

041531037-0033

Black

Non-Fibrous

Homogeneous

None DetectedEmployee's Room, 

Corridors, Foreman's 

Office - Adhesive 

associated w/ HA 07 / 

Black / Corridor #1 

East

100% Non-fibrous (Other)

08E

041531037-0034

Black

Non-Fibrous

Homogeneous

None DetectedEmployee's Room, 

Corridors, Foreman's 

Office - Adhesive 

associated w/ HA 07 / 

Black / Corridor #1 

East

100% Non-fibrous (Other)

09A

041531037-0035

Yellow

Non-Fibrous

Homogeneous

None DetectedOffices #1-10 - 

Adhesive associated 

w/ Brown Carpet / 

Yellow / Office # 4

100% Non-fibrous (Other)

90B

041531037-0036

Yellow

Non-Fibrous

Homogeneous

None DetectedOffices #1-10 - 

Adhesive associated 

w/ Brown Carpet / 

Yellow / Office # 4

100% Non-fibrous (Other)

09C

041531037-0037

Yellow

Non-Fibrous

Homogeneous

None DetectedOffices #1-10 - 

Adhesive associated 

w/ Brown Carpet / 

Yellow / Operations 

Room

100% Non-fibrous (Other)
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

10A-Tan Mastic

041531037-0038

Tan

Non-Fibrous

Homogeneous

None DetectedThroughout Excluding 

Offices 7-10 and Op 

Room - Adhesive 

associated w/ Cove 

Base / Brown / 

Foreman's Office

100% Non-fibrous (Other)

10A-Brown Mastic

041531037-0038A

Brown

Non-Fibrous

Homogeneous

Throughout Excluding 

Offices 7-10 and Op 

Room - Adhesive 

associated w/ Cove 

Base / Brown / 

Foreman's Office

96% Non-fibrous (Other) 4% Chrysotile

10B-Tan Mastic

041531037-0039

Tan

Non-Fibrous

Homogeneous

None DetectedThroughout Excluding 

Offices 7-10 and Op 

Room - Adhesive 

associated w/ Cove 

Base / Brown / 

Employee's Room

100% Non-fibrous (Other)

10B-Brown Mastic

041531037-0039A

Brown

Non-Fibrous

Homogeneous

Throughout Excluding 

Offices 7-10 and Op 

Room - Adhesive 

associated w/ Cove 

Base / Brown / 

Employee's Room

97% Non-fibrous (Other) 3% Chrysotile

10C

041531037-0040

Insufficient MaterialThroughout Excluding 

Offices 7-10 and Op 

Room - Adhesive 

associated w/ Cove 

Base / Brown / 

Corridor #2

10D-Tan Mastic 

041531037-0041

Tan

Non-Fibrous

Homogeneous

None DetectedThroughout Excluding 

Offices 7-10 and Op 

Room - Adhesive 

associated w/ Cove 

Base / Brown / Water 

Meter Shop

100% Non-fibrous (Other)

10D-Brown Mastic

041531037-0041A

Brown

Non-Fibrous

Homogeneous

Throughout Excluding 

Offices 7-10 and Op 

Room - Adhesive 

associated w/ Cove 

Base / Brown / Water 

Meter Shop

98% Non-fibrous (Other) 2% Chrysotile

10E-Tan Mastic

041531037-0042

Tan

Non-Fibrous

Homogeneous

None DetectedThroughout Excluding 

Offices 7-10 and Op 

Room - Adhesive 

associated w/ Cove 

Base / Brown / Water 

Meter Shop

100% Non-fibrous (Other)

10E-Brown Mastic

041531037-0042A

Brown

Non-Fibrous

Homogeneous

Throughout Excluding 

Offices 7-10 and Op 

Room - Adhesive 

associated w/ Cove 

Base / Brown / Water 

Meter Shop

98% Non-fibrous (Other) 2% Chrysotile

11A

041531037-0043

Gray

Non-Fibrous

Homogeneous

None DetectedRestroom - 12"X12" 

Vinyl Floor Tile / Gray 

/ Restroom West

100% Non-fibrous (Other)

11B

041531037-0044

Gray

Non-Fibrous

Homogeneous

None DetectedRestroom - 12"X12" 

Vinyl Floor Tile / Gray 

/ Restroom East

100% Non-fibrous (Other)
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974
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041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

11C

041531037-0045

Gray

Non-Fibrous

Homogeneous

None DetectedRestroom - 12"X12" 

Vinyl Floor Tile / Gray 

/ Restroom East

100% Non-fibrous (Other)

12A

041531037-0046

Brown

Non-Fibrous

Homogeneous

None DetectedRestroom - Adhesive 

associated to HA 11 / 

Brown / Restroom 

West

100% Non-fibrous (Other)

12B

041531037-0047

Brown

Non-Fibrous

Homogeneous

None DetectedRestroom - Adhesive 

associated to HA 11 / 

Brown / Restroom 

East

100% Non-fibrous (Other)

12C

041531037-0048

Brown

Non-Fibrous

Homogeneous

None DetectedRestroom - Adhesive 

associated to HA 11 / 

Brown / Restroom 

East

100% Non-fibrous (Other)

13A

041531037-0049

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - 12"x12" Vinyl 

Floor Tile / Beige / 

Water Meter Shop 

West

100% Non-fibrous (Other)

13B

041531037-0050

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - 12"x12" Vinyl 

Floor Tile / Beige / 

Water Meter Shop 

North

100% Non-fibrous (Other)

13C

041531037-0051

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - 12"x12" Vinyl 

Floor Tile / Beige / 

Water Meter Shop 

East

100% Non-fibrous (Other)

13D

041531037-0052

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - 12"x12" Vinyl 

Floor Tile / Beige / 

Water Meter Shop 

South

100% Non-fibrous (Other)

13E

041531037-0053

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - 12"x12" Vinyl 

Floor Tile / Beige / 

Water Meter Shop 

South

100% Non-fibrous (Other)

14A

041531037-0054

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - Adhesive 

associated to HA 13 / 

Beige / Water Meter 

Shop West

100% Non-fibrous (Other)

14B

041531037-0055

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - Adhesive 

associated to HA 13 / 

Beige / Water Meter 

Shop North

100% Non-fibrous (Other)
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

14C

041531037-0056

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - Adhesive 

associated to HA 13 / 

Beige / Water Meter 

Shop East

100% Non-fibrous (Other)

14D

041531037-0057

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - Adhesive 

associated to HA 13 / 

Beige / Water Meter 

Shop South

100% Non-fibrous (Other)

14E

041531037-0058

Beige

Non-Fibrous

Homogeneous

None DetectedWater Meter Shop 

and Electric Meter 

Shop - Adhesive 

associated to HA 13 / 

Beige / Water Meter 

Shop South

100% Non-fibrous (Other)

15A

041531037-0059

Gray

Non-Fibrous

Homogeneous

None DetectedLocker Room  - 

Ladies Room - 

12"x12" Vinyl Floor 

Tile / Bluish -Gray / 

Locker Room West

100% Non-fibrous (Other)

15B

041531037-0060

Gray/Blue

Non-Fibrous

Homogeneous

None DetectedLocker Room  - 

Ladies Room - 

12"x12" Vinyl Floor 

Tile / Bluish -Gray / 

Locker Room North

100% Non-fibrous (Other)

15C

041531037-0061

Red/Blue

Non-Fibrous

Homogeneous

None DetectedLocker Room  - 

Ladies Room - 

12"x12" Vinyl Floor 

Tile / Bluish -Gray / 

Locker Room 

Southeast

100% Non-fibrous (Other)

16A

041531037-0062

Insufficient MaterialLocker Room  - 

Ladies Room - 

Adhesive associated 

to HA 15 / Yellow / 

Locker Room West

16B

041531037-0063

Yellow

Non-Fibrous

Homogeneous

None DetectedLocker Room  - 

Ladies Room - 

Adhesive associated 

to HA 15 / Yellow / 

Locker Room West

100% Non-fibrous (Other)

Limited material

16C

041531037-0064

Yellow

Non-Fibrous

Homogeneous

None DetectedLocker Room  - 

Ladies Room - 

Adhesive associated 

to HA 15 / Yellow / 

Locker Room West

100% Non-fibrous (Other)

17A

041531037-0065

Tan

Non-Fibrous

Homogeneous

Electrical Meter Shop 

- Standards Lab - 

9"x9" Vinyl Floor Tile 

/ Light Tan / 

Standards Lab

95% Non-fibrous (Other) 5% Chrysotile

17B

041531037-0066

Tan

Non-Fibrous

Homogeneous

Electrical Meter Shop 

- Standards Lab - 

9"x9" Vinyl Floor Tile 

/ Light Tan / 

Standards Lab

96% Non-fibrous (Other) 4% Chrysotile
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

17C

041531037-0067

Tan

Non-Fibrous

Homogeneous

Electrical Meter Shop 

- Standards Lab - 

9"x9" Vinyl Floor Tile 

/ Light Tan / 

Standards Lab

95% Non-fibrous (Other) 5% Chrysotile

18A

041531037-0068

Black

Non-Fibrous

Homogeneous

None DetectedElectrical Meter Shop 

- Standards Lab - 

Adhesive associated 

to HA 17 / Black / 

Standards Lab

100% Non-fibrous (Other)

18B

041531037-0069

Black

Non-Fibrous

Homogeneous

None DetectedElectrical Meter Shop 

- Standards Lab - 

Adhesive associated 

to HA 17 / Black / 

Standards Lab

100% Non-fibrous (Other)

18C

041531037-0070

Black

Non-Fibrous

Homogeneous

None DetectedElectrical Meter Shop 

- Standards Lab - 

Adhesive associated 

to HA 17 / Black / 

Standards Lab

100% Non-fibrous (Other)

19A

041531037-0071

Tan

Non-Fibrous

Homogeneous

Corridor #2 - 9"x9" 

Vinyl Floor Tile / Light 

Tan / Corridor #2

97% Non-fibrous (Other) 3% Chrysotile

20A

041531037-0072

Yellow

Non-Fibrous

Homogeneous

None DetectedCorridor #2 - 

Adhesive associated 

to HA 19  / Black / 

Corridor #2

100% Non-fibrous (Other)

21A

041531037-0073

Yellow

Non-Fibrous

Homogeneous

None DetectedOffices #12 and #13 - 

Adhesive associated 

w/ Gray Carpet / 

Office #12

100% Non-fibrous (Other)

21B

041531037-0074

Yellow

Non-Fibrous

Homogeneous

None DetectedOffices #12 and #13 - 

Adhesive associated 

w/ Gray Carpet / 

Office #12

100% Non-fibrous (Other)

21C

041531037-0075

Yellow

Non-Fibrous

Homogeneous

None DetectedOffices #12 and #13 - 

Adhesive associated 

w/ Gray Carpet / 

Office #13

100% Non-fibrous (Other)

22A

041531037-0076

Tan

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Gypum 

Board / White / Office 

#9

100% Non-fibrous (Other)

22B

041531037-0077

White

Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Gypum 

Board / White / Office 

#9

15% Cellulose 85% Non-fibrous (Other)

22C

041531037-0078

White

Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Gypum 

Board / White / 

Corridor #3

15% Cellulose 85% Non-fibrous (Other)

22D

041531037-0079

White

Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Gypum 

Board / White / 

Storage above 

Offices

15% Cellulose 85% Non-fibrous (Other)

22E

041531037-0080

White

Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Gypum 

Board / White / 

Storage above 

Offices

100% Non-fibrous (Other)

Report amended: 11/09/2015 12:49:08 Replaces initial report from: 10/20/2015 09:05:45 Reason Code: Client-Samples Added

Page 7 of 10PLM - 1.65 Printed: 11/9/2015 12:49 PM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

23A

041531037-0081

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Joint 

Compound 

associated w/ HA 22 / 

Office #9

100% Non-fibrous (Other)

23B

041531037-0082

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Joint 

Compound 

associated w/ HA 22 / 

Office #9

100% Non-fibrous (Other)

23C

041531037-0083

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Joint 

Compound 

associated w/ HA 22 / 

Corridor #3

100% Non-fibrous (Other)

23D

041531037-0084

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Joint 

Compound 

associated w/ HA 22  

/ Storage Above 

Offices

100% Non-fibrous (Other)

23E

041531037-0085

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Joint 

Compound 

associated w/ HA 22 / 

Storage Above 

Offices

100% Non-fibrous (Other)

24A

041531037-0086

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Texture 

Associateed w/ HA 

22 / White / Office # 9 

Northeast

100% Non-fibrous (Other)

24B

041531037-0087

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Texture 

Associateed w/ HA 

22 / White / Office # 9 

North

100% Non-fibrous (Other)

24C

041531037-0088

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Texture 

Associateed w/ HA 

22 / White / Office # 9 

Northwest

100% Non-fibrous (Other)

24D

041531037-0089

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Texture 

Associateed w/ HA 

22 / White / Corridor 

#3

100% Non-fibrous (Other)

24E

041531037-0090

White

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 and 

Operations - Texture 

Associateed w/ HA 

22 / White / Corridor 

#3

100% Non-fibrous (Other)

25A

041531037-0091

Gray/White

Fibrous

Homogeneous

Water Meter Shop - 

Thermal System 

Insulation / White, 

Gray / Above Storage 

Room

40% Non-fibrous (Other) 60% Chrysotile
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974
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041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

25B

041531037-0092

Gray/White

Fibrous

Homogeneous

Water Meter Shop - 

Thermal System 

Insulation / White, 

Gray / Above Storage 

Room

40% Non-fibrous (Other) 60% Chrysotile

25C

041531037-0093

Gray/White

Fibrous

Homogeneous

Water Meter Shop - 

Thermal System 

Insulation / White, 

Gray / Above Storage 

Room

40% Non-fibrous (Other) 60% Chrysotile

26A

041531037-0094

White

Fibrous

Homogeneous

None DetectedElectircal Meter Shop 

and Operations 

Room - 2'x4 Ceiling 

Tile  Fissure / White / 

Operations Room

60%

30%

Cellulose

Min. Wool

10% Non-fibrous (Other)

26B

041531037-0095

White

Fibrous

Homogeneous

None DetectedElectircal Meter Shop 

and Operations 

Room - 2'x4 Ceiling 

Tile  Fissure / White / 

Operations Room

60%

30%

Cellulose

Min. Wool

10% Non-fibrous (Other)

26C

041531037-0096

White

Fibrous

Homogeneous

None DetectedElectircal Meter Shop 

and Operations 

Room - 2'x4 Ceiling 

Tile  Fissure / White / 

Electrical Meter Shop

60%

30%

Cellulose

Min. Wool

10% Non-fibrous (Other)

26D

041531037-0097

White

Fibrous

Homogeneous

None DetectedElectircal Meter Shop 

and Operations 

Room - 2'x4 Ceiling 

Tile  Fissure / White / 

Electrical Meter Shop

60%

30%

Cellulose

Min. Wool

10% Non-fibrous (Other)

26E

041531037-0098

Gray

Fibrous

Homogeneous

None DetectedElectircal Meter Shop 

and Operations 

Room - 2'x4 Ceiling 

Tile  Fissure / White / 

Electrical Meter Shop

60%

30%

Cellulose

Min. Wool

10% Non-fibrous (Other)

27A

041531037-0099

Beige

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 - 

Adhesive associated 

w/ Cove Base / Beige 

/ Office #9

100% Non-fibrous (Other)

27B

041531037-0100

Beige

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 - 

Adhesive associated 

w/ Cove Base / Beige 

/ Office #9

100% Non-fibrous (Other)

27C

041531037-0101

Beige

Non-Fibrous

Homogeneous

None DetectedOffices 7-10 - 

Adhesive associated 

w/ Cove Base / Beige 

/ Corridor # 3

100% Non-fibrous (Other)

28 A

041531037-0102

Gray

Non-Fibrous

Homogeneous

None DetectedRestrooms - Vinyl 

Floor Tile / Gray / 

Restroom West

100% Non-fibrous (Other)

28B

041531037-0103

Gray

Non-Fibrous

Homogeneous

None DetectedRestrooms - Vinyl 

Floor Tile / Gray / 

Restroom West

100% Non-fibrous (Other)

28C

041531037-0104

Gray

Non-Fibrous

Homogeneous

None DetectedRestrooms - Vinyl 

Floor Tile / Gray / 

Restroom South

100% Non-fibrous (Other)

29A

041531037-0105

Brown

Non-Fibrous

Homogeneous

None DetectedRestrooms - 

Adhesive associated 

to HA 28 / Red / 

Restroom West

100% Non-fibrous (Other)

Report amended: 11/09/2015 12:49:08 Replaces initial report from: 10/20/2015 09:05:45 Reason Code: Client-Samples Added

Page 9 of 10PLM - 1.65 Printed: 11/9/2015 12:49 PM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041531037EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

29B

041531037-0106

Brown

Non-Fibrous

Homogeneous

None DetectedRestrooms - 

Adhesive associated 

to HA 28 / Red / 

Restroom West

100% Non-fibrous (Other)

29C

041531037-0107

Brown

Non-Fibrous

Homogeneous

None DetectedRestrooms - 

Adhesive associated 

to HA 28 / Red / 

Restroom South

100% Non-fibrous (Other)

30A

041531037-0108

Gray

Non-Fibrous

Homogeneous

None DetectedElectrical Meter Shop 

- Sealant Associaterd 

w/ Ducts / Gray / 

Electrical Meter Shop

100% Non-fibrous (Other)

31A

041531037-0109

Gray

Non-Fibrous

Homogeneous

None DetectedAbove Office # 10 - 

Sealant / Gray / 

Above Office # 10

100% Non-fibrous (Other)

31B

041531037-0110

Gray

Non-Fibrous

Homogeneous

None DetectedAbove Office # 10 - 

Sealant / Gray / 

Above Office # 10

100% Non-fibrous (Other)

31C

041531037-0111

Gray

Non-Fibrous

Homogeneous

None DetectedAbove Office # 10 - 

Sealant / Gray / 

Above Office # 10

100% Non-fibrous (Other)

32A

041531037-0112

White

Non-Fibrous

Homogeneous

None DetectedOffice #11 - Texture / 

White / Office #11 

North West

100% Non-fibrous (Other)

32B

041531037-0113

White

Non-Fibrous

Homogeneous

None DetectedOffice #11 - Texture / 

White / Office #11 

West

100% Non-fibrous (Other)

32C

041531037-0114

White

Non-Fibrous

Homogeneous

None DetectedOffice #11 - Texture / 

White / Office #11 

West

100% Non-fibrous (Other)

Analyst(s)

Frank Dicrescenzo (1)

Nancy Stalter (18)

Seri Smith (48)

William Bradford (50)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Report amended: 11/09/2015 12:49:08 Replaces initial report from: 10/20/2015 09:05:45 Reason Code: Client-Samples Added

Page 10 of 10PLM - 1.65 Printed: 11/9/2015 12:49 PM



OrderID: 041531037

Page 1 Of 33
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533396EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Attn: 

Proj: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Superintendent's Office

Phone:       (805) 230-1266

Fax:       

Collected:       10/16/2015

Received:       11/09/2015

Analyzed:       11/16/2015

Jason Stagno

Stantec Consulting Services Inc

290 Conejo Ridge Avenue

Thousand Oaks,  CA     91361

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-000133A

Roof NW/Roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 60% 40%PLM Brown/Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-000233B

Roof NE/Roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 60% 40%PLM Brown/Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-000333C

Roof Center/Roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 60% 40%PLM Brown/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-000433D

Roof W/Roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 60% 40%PLM Brown/Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-000533E

Roof E/Roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 60% 40%PLM Brown/Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-000633F

Roof SE/Roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 60% 40%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-000733G

Roof SW/Roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 60% 40%PLM Black None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 01:25PM Page 1 of 5



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533396EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-000834A

Roof N/Sealant assoc. w/HVACs

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-000934B

Roof N/Sealant assoc. w/HVACs

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001034C

Roof S/Sealant assoc. w/HVACs

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001135A

Roof north/Sealant

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 2% 98% <1% ChrysotilePLM White/Black

11/16/2015 0.0% 100% <0.25% Chrysotile400 PLM PtCt Grav. Red. White/Black

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001235B

Roof center/Sealant

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 2% 98%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001335C

Roof center/Sealant

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 5% 95%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001436A

Roof/Sealant

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001536B

Roof west canopy/Sealant

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 01:25PM Page 2 of 5



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533396EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001636C

Roof west canopy/Sealant

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001737A

Roof perimeters/Sealant

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001837B

Roof perimeters/Sealant

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-001937C

Roof perimeters/Sealant

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002038A

Roof along west side/Asphaltic roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 10% 90%PLM Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002138B

Roof along west side/Asphaltic roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 10% 90%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002238C

Roof along west side/Asphaltic roofing

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 10% 90%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002339A

Ext north/Stucco

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM Gray Inseparable paint / coating layer included 

in analysis
None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 01:25PM Page 3 of 5



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533396EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002439B

Ext west/Stucco

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002539C

Ext south/Stucco

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002640A

Transformer shop/Fire stop

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 2% 98%PLM Red None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002741A

Ext NE/Window putty

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100% <1% ChrysotilePLM Gray

11/16/2015 0.0% 99.1% 0.9% Chrysotile400 PLM PtCt Grav. Red. Gray

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002841B

Ext NW/Window putty

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100% <1% ChrysotilePLM Gray

11/16/2015 0.0% 100% <0.25% Chrysotile400 PLM PtCt Grav. Red. Gray

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-002941C

Ext W/Window putty

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 0% 100% <1% ChrysotilePLM Gray

11/16/2015 0.0% 100% <0.25% Chrysotile400 PLM PtCt Grav. Red. Gray

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-003042A

Transformer shop north/Insulation assoc with ducting

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 98% 2%PLM Pink None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-003142B

Transformer shop north/Insulation assoc with ducting

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 98% 2%PLM Pink None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 01:25PM Page 4 of 5



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041533396EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041533396-003242C

Transformer shop north/Insulation assoc with ducting

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/11/2015 98% 2%PLM Pink None Detected

Analyst(s):

400 PLM PtCt Grav. Red (1)Craig Nixon

PLM (10)Hannah Mills

PLM (22)

400 PLM PtCt Grav. Red (3)

Jadda Moffett

Benjamin Ellis, Laboratory Manager

 or Other Approved Signatory

Reviewed and approved by:

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported above and may not be reproduced, except 

in full, without written approval by EMSL. This test report must not be used to claim product endorsement by NVLAP or any agency of the U.S. 

Government. EMSL bears no responsibility for sample collection activities or analytical method limitations.  The laboratory is not responsible 

for the accuracy of results when requested to physically separate and analyze layered samples.  PLM alone is not consistently reliable in 

detecting asbestos in floor coverings and similar NOBs

Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN
Initial report from: 11/12/201509:09:53

Test Report:EPAMultiTests-7.32.2.D  Printed: 11/16/2015 01:25PM Page 5 of 5
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535251EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/19/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Superintendents Office

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

43A

041535251-0001

Gray

Non-Fibrous

Homogeneous

None DetectedSouth - Concrete - 

Gray

100% Non-fibrous (Other)

limited sample material

HA: 43

43B

041535251-0002

Gray

Non-Fibrous

Homogeneous

None DetectedSouth - Concrete - 

Gray

100% Non-fibrous (Other)

limited sample material

HA: 43

43C

041535251-0003

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete - 

Gray

100% Non-fibrous (Other)

limited sample material

HA: 43

43D

041535251-0004

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete - 

Gray

100% Non-fibrous (Other)

HA: 43

43E

041535251-0005

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete - 

Gray

100% Non-fibrous (Other)

HA: 43

43F

041535251-0006

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete - 

Gray

100% Non-fibrous (Other)

HA: 43

43G

041535251-0007

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete - 

Gray

100% Non-fibrous (Other)

HA: 43

Analyst(s)

Amy Johnson (5)

William Nguyen (2)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 12:45:18

Page 1 of 1PLM - 1.65 Printed: 12/1/2015 12:45 PM
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041534092EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Attn: 

Proj: 2057123300 / Grayson / 800 Air Way, Glendale, CA 91201 / Garage

Phone:       (805) 230-1266

Fax:       

Collected:       10/23/2015

Received:       11/16/2015

Analyzed:       11/20/2015

Jason Stagno

Stantec Consulting Services Inc

290 Conejo Ridge Avenue

Thousand Oaks,  CA     91361

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-000101A

North/Asphaltic Roofing- Black- Rolled

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-000201B

East/Asphaltic Roofing- Black- Rolled

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 5% 95%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-000301C

West/Asphaltic Roofing- Black- Rolled

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 15% 85%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-000401D

South/Asphaltic Roofing- Black- Rolled

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 20% 80%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-000501E

West/Asphaltic Roofing- Black- Rolled

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-000601F

East/Asphaltic Roofing- Black- Rolled

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 30% 70%PLM White/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-000701G

East/Asphaltic Roofing- Black- Rolled

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 30% 70%PLM White/Black None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 8/25/2016 02:44PM Page 1 of 8



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041534092EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-000802A

East/Sealant- Gray- a/w HVAC

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-000903A

East/Sealant- Gray- a/w Exhausts

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001003B

Center/Sealant- Gray- a/w Exhausts

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001103C

Center/Sealant- Gray- a/w Exhausts

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM Gray/Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001204A-Floor Tiile

Lunch Room/Vinyl Floor Tile- Bluish Gray / 12"x12"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-0012A04A-Floor Tile

Lunch Room/Vinyl Floor Tile- Bluish Gray / 12"x12"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 98% 2% ChrysotilePLM Brown/Yellow

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001304B-Floor Tile

Lunch Room/Vinyl Floor Tile- Bluish Gray / 12"x12"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-0013A04B-Floor Tile

Lunch Room/Vinyl Floor Tile- Bluish Gray / 12"x12"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 98% 2% ChrysotilePLM Brown

Test Report:EPAMultiTests-7.32.2.D  Printed: 8/25/2016 02:44PM Page 2 of 8



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041534092EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001404C-Floor Tile

Office/Vinyl Floor Tile- Bluish Gray / 12"x12"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-0014A04C-Floor Tile

Office/Vinyl Floor Tile- Bluish Gray / 12"x12"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 98% 2% ChrysotilePLM Brown

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001505A

Lunch Room/Adhesive- Yellow- a/w HA #04

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001605B

Lunch Room/Adhesive- Yellow- a/w HA #04

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001705C

Office/Adhesive- Yellow- a/w HA #04

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001806A

Lunch Room/Adhesive- Beige- a/w Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-001906B

Lunch Room/Adhesive- Beige- a/w Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002006C

Office/Adhesive- Beige- a/w Cove Base

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM Yellow None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 8/25/2016 02:44PM Page 3 of 8



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041534092EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002107A

South/Press Board- White/ Tan- a/w Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 95% 5%PLM White/Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002207B

West/Press Board- White/ Tan- a/w Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 95% 5%PLM White/Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002307C

West/Press Board- White/ Tan- a/w Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 98% 2%PLM Brown/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002408A

North/Plaster- Gray- a/w Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100% <1% ChrysotilePLM Gray

11/20/2015 0% 100% <0.25% Chrysotile400 PLM Pt Ct Gray

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002508B

North/Plaster- Gray- a/w Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002608C

North/Plaster- Gray- a/w Walls

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002709A

South/Thermal System Insulation- White/ Yellow- a/w Water Lines

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 95% 5%PLM White/Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002809B

South/Thermal System Insulation- White/ Yellow- a/w Water Lines

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 95% 5%PLM White/Yellow None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 8/25/2016 02:44PM Page 4 of 8



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041534092EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-002909C

South/Thermal System Insulation- White/ Yellow- a/w Water Lines

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 90% 10%PLM White/Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003010A

North/Vinyl Floor Tile- Gray- 12"x12"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003110B

South/Vinyl Floor Tile- Gray- 12"x12"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003210C

South/Vinyl Floor Tile- Gray- 12"x12"

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003311A

North/Adhesvie- Tan- a/w HA #10

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003411B

South/Adhesvie- Tan- a/w HA #10

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Black None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003511C

South/Adhesvie- Tan- a/w HA #10

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003612A

South/Acoustic Ceiling Tile- White/ Yellow- Vinyl Coated 2'x4'

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 80% 20%PLM White/Yellow None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 8/25/2016 02:44PM Page 5 of 8



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041534092EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003712B

East/Acoustic Ceiling Tile- White/ Yellow- Vinyl Coated 2'x4'

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 80% 20%PLM White/Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003812C

West/Acoustic Ceiling Tile- White/ Yellow- Vinyl Coated 2'x4'

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 95% 5%PLM White/Yellow None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-003913A

North/Plaster- White- Smooth

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004013B

North/Plaster- White- Smooth

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004113C

West/Plaster- White- Smooth

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004214A

East/Window Putty- Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004314B

East/Window Putty- Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004414C

East/Window Putty- Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM Gray None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 8/25/2016 02:44PM Page 6 of 8



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041534092EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004515A

East/Stucco-Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM Gray/White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004615B

East/Stucco-Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100% <1% ChrysotilePLM Gray/White

11/20/2015 0% 100% <0.25% Chrysotile400 PLM Pt Ct Gray/White

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004715C

East/Stucco-Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100% <1% ChrysotilePLM Gray/White

11/20/2015 0% 100% <0.25% Chrysotile400 PLM Pt Ct Gray/White

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004815D

South/Stucco-Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100%PLM Gray None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-004915E

South/Stucco-Gray/ White

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 0% 100% <1% ChrysotilePLM Gray

11/20/2015 0% 100% <0.25% Chrysotile400 PLM Pt Ct Gray

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-005016A

East/Coating- White- a/w HA #15

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-005116B

East/Coating- White- a/w HA #15

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-005216C

East/Coating- White- a/w HA #15

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 0% 100%PLM White None Detected

Test Report:EPAMultiTests-7.32.2.D  Printed: 8/25/2016 02:44PM Page 7 of 8



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041534092EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-005317A

South/Asphaltic Roofing- Black- a/w Ice Machine

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM Black/Green None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-005417B

South/Asphaltic Roofing- Black- a/w Ice Machine

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/18/2015 10% 90%PLM Black/Green None Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041534092-005517C

South/Asphaltic Roofing- Black- a/w Ice Machine

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

11/19/2015 10% 90%PLM White/Black None Detected

Analyst(s):

PLM (40)Hannah Mills

PLM (18)

400 PLM Pt Ct (4)

Jadda Moffett

Benjamin Ellis, Laboratory Manager

 or Other Approved Signatory

Reviewed and approved by:

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported above and may not be reproduced, except 

in full, without written approval by EMSL. This test report must not be used to claim product endorsement by NVLAP or any agency of the U.S. 

Government. EMSL bears no responsibility for sample collection activities or analytical method limitations.  The laboratory is not responsible for 

the accuracy of results when requested to physically separate and analyze layered samples.  PLM alone is not consistently reliable in detecting 

asbestos in floor coverings and similar NOBs

Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN
Report amended: 08/25/201614:44:40 Replaces amended report from: 11/24/201507:59:57 Reason Code: Client-Change to Appearance

Test Report:EPAMultiTests-7.32.2.D  Printed: 8/25/2016 02:44PM Page 8 of 8
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EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041535227EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Attn: 

Proj: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Garage

Phone:       (805) 230-1266

Fax:       

Collected:       11/19/2015

Received:       11/27/2015

Analyzed:       12/03/2015

Jason Stagno

Stantec Consulting Services Inc

290 Conejo Ridge Avenue

Thousand Oaks,  CA     91361

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041535227-000118A

East/Concrete Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100%PLM Gray Limited sample materialNone Detected

Client Sample ID:

Sample Description:

Lab Sample ID: 041535227-000218B

East/Concrete Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100% <1% ChrysotilePLM Gray/Green

12/03/2015 0% 99.75% 0.25% Chrysotile400 PLM Pt Ct Gray/Green

Client Sample ID:

Sample Description:

Lab Sample ID: 041535227-000318C

East/Concrete Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100% <1% ChrysotilePLM Gray

12/03/2015 0% 99.50% 0.50% Chrysotile400 PLM Pt Ct Gray

Client Sample ID:

Sample Description:

Lab Sample ID: 041535227-000418D

North/Concrete Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100% <1% ChrysotilePLM Gray/Green

12/03/2015 0% 99.75% 0.25% Chrysotile400 PLM Pt Ct Gray/Green

Client Sample ID:

Sample Description:

Lab Sample ID: 041535227-000518E

North/Concrete Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100% <1% ChrysotilePLM Gray/Green

12/03/2015 0% 100% <0.25% Chrysotile400 PLM Pt Ct Gray/Green

Client Sample ID:

Sample Description:

Lab Sample ID: 041535227-000618F

North/Concrete Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100% <1% ChrysotilePLM Gray

12/03/2015 0% 99.75% 0.25% Chrysotile400 PLM Pt Ct Gray

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/03/2015 03:52PM Page 1 of 2



EMSL Analytical, Inc.

200 Route 130 North  Cinnaminson, NJ  08077

Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com / cinnasblab@EMSL.com

32SCOE63
041535227EMSL Order ID:

Customer ID:

Customer PO:

Project ID:

Summary Test Report for Asbestos Analysis of Bulk Material via EPA 600/R-93/116 Method via 

Polarized Light Microscopy
Client Sample ID:

Sample Description:

Lab Sample ID: 041535227-000718G

West/Concrete Gray

DateTEST Non-Fibrous Asbestos CommentColor Fibrous 

Non-AsbestosAnalyzed

12/01/2015 0% 100% <1% ChrysotilePLM Gray/Green

12/03/2015 0% 99.50% 0.50% Chrysotile400 PLM Pt Ct Gray/Green

Analyst(s):

400 PLM Pt Ct (6)Adam Gart

PLM (5)Ariel Dickens

PLM (2)Daniel Fricker

Benjamin Ellis, Laboratory Manager

 or Other Approved Signatory

Reviewed and approved by:

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported above and may not be reproduced, except 

in full, without written approval by EMSL. This test report must not be used to claim product endorsement by NVLAP or any agency of the U.S. 

Government. EMSL bears no responsibility for sample collection activities or analytical method limitations.  The laboratory is not responsible 

for the accuracy of results when requested to physically separate and analyze layered samples.  PLM alone is not consistently reliable in 

detecting asbestos in floor coverings and similar NOBs

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 

10872, NJ DEP 03036
Initial report from: 12/01/201515:56:18

Test Report:EPAMultiTests-7.32.2.D  Printed: 12/03/2015 03:52PM Page 2 of 2
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EMSL Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com cinnasblab@EMSL.com

041530957
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 10/16/15 9:30 AM

2057123300.M800-5G / Grayson Re-Powering Project / Cooling Tower #1 / 800 Air Way, Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/16/2015Analysis Date:
10/14/2015Collected:

Sample Description Appearance %  Type

AsbestosNon-Asbestos

%     Fibrous %   Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using 
Polarized Light Microscopy

01A

041530957-0001

North - Fiberboard Gray
Fibrous
Homogeneous

Chrysotile20%Non-fibrous (other)80%

1THIS IS THE LAST PAGE OF THE REPORT.Test Report  PLM-7.28.9  Printed: 10/16/2015 5:20:23 PM

Benjamin Ellis, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 
responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL 
recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial report from 10/16/2015  17:20:23

William Bradford (1)

http://www.EMSL.com
mailto:cinnasblab@EMSL.com
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533387EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015

Collected Date: 10/19/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #1

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

02A

041533387-0001

Gray

Fibrous

Homogeneous

None DetectedNW - Panel Tan 60% Glass 40% Non-fibrous (Other)

HA: 2

02B

041533387-0002

Gray

Fibrous

Homogeneous

None DetectedNE - Panel Tan 60% Glass 40% Non-fibrous (Other)

HA: 2

02C

041533387-0003

Gray

Fibrous

Homogeneous

None DetectedE - Panel Tan 60% Glass 40% Non-fibrous (Other)

HA: 2

02D

041533387-0004

Gray

Fibrous

Homogeneous

None DetectedE - Panel Tan 60% Glass 40% Non-fibrous (Other)

HA: 2

02E

041533387-0005

Gray

Fibrous

Homogeneous

None DetectedSW - Panel Tan 60% Glass 40% Non-fibrous (Other)

HA: 2

03A

041533387-0006

Gray

Non-Fibrous

Homogeneous

None DetectedNW - Sealant Gray 100% Non-fibrous (Other)

HA: 3

03B

041533387-0007

Gray

Non-Fibrous

Homogeneous

None DetectedNE - Sealant Gray 100% Non-fibrous (Other)

HA: 3

03C

041533387-0008

Gray

Non-Fibrous

Homogeneous

None DetectedE - Sealant Gray 100% Non-fibrous (Other)

HA: 3

03D

041533387-0009

Gray

Non-Fibrous

Homogeneous

None DetectedSE - Sealant Gray 100% Non-fibrous (Other)

HA: 3

03E

041533387-0010

Gray

Non-Fibrous

Homogeneous

None DetectedS - Sealant Gray 100% Non-fibrous (Other)

HA: 3

04A

041533387-0011

Gray

Fibrous

Homogeneous

None DetectedStack 3 - Stack Panel 

Gray

60% Glass 40% Non-fibrous (Other)

HA: 4

04B

041533387-0012

Gray

Fibrous

Homogeneous

None DetectedStack 2 - Stack Panel 

Gray

60% Glass 40% Non-fibrous (Other)

HA: 4

04C

041533387-0013

Gray

Fibrous

Homogeneous

None DetectedStack 1 - Stack Panel 

Gray

60% Glass 40% Non-fibrous (Other)

HA: 4

Initial Report From: 11/12/2015 09:05:46

Page 1 of 2PLM - 1.65 Printed: 11/12/2015  9:05 AM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533387EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

04D

041533387-0014

Gray

Fibrous

Homogeneous

None DetectedStack 4 - Stack Panel 

Gray

60% Glass 40% Non-fibrous (Other)

HA: 4

04E

041533387-0015

Gray/White

Fibrous

Homogeneous

None DetectedStack 4 - Stack Panel 

Gray

60% Glass 40% Non-fibrous (Other)

HA: 4

05A

041533387-0016

White

Non-Fibrous

Homogeneous

None DetectedSouth - Sealant 

Cream

100% Non-fibrous (Other)

HA: 5

05B

041533387-0017

White

Non-Fibrous

Homogeneous

None DetectedWest - Sealant 

Cream

100% Non-fibrous (Other)

HA: 5

05C

041533387-0018

White

Non-Fibrous

Homogeneous

None DetectedNorth - Sealant 

Cream

100% Non-fibrous (Other)

HA: 5

Analyst(s)

Clinton Mcgill (5)

Craig Nixon (13)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN

Initial Report From: 11/12/2015 09:05:46

Page 2 of 2PLM - 1.65 Printed: 11/12/2015  9:05 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535229EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/25/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #1

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

06A

041535229-0001

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06B

041535229-0002

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06C

041535229-0003

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06D

041535229-0004

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06E

041535229-0005

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06F

041535229-0006

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06G

041535229-0007

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 6

Analyst(s)

Amy Johnson (2)

Steven Quinn (5)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 11:08:57

Page 1 of 1PLM - 1.65 Printed: 12/1/2015 11:08 AM
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EMSL Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com cinnasblab@EMSL.com

041530962
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 10/16/15 9:30 AM

2057123300.M800-5G / Grayson Re-Powering Project / Cooling Tower #2 / 800 Air Way, Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/16/2015Analysis Date:
10/14/2015Collected:

Sample Description Appearance %  Type

AsbestosNon-Asbestos

%     Fibrous %   Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using 
Polarized Light Microscopy

01A

041530962-0001

West - Fiberboard Gray None Detected
Fibrous
Homogeneous

Glass25% Non-fibrous (other)75%

1THIS IS THE LAST PAGE OF THE REPORT.Test Report  PLM-7.28.9  Printed: 10/16/2015 5:22:17 PM

Benjamin Ellis, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 
responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL 
recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial report from 10/16/2015  17:22:17

William Bradford (1)

http://www.EMSL.com
mailto:cinnasblab@EMSL.com
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533375EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015

Collected Date: 10/20/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #2

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01B

041533375-0001

Gray

Fibrous

Homogeneous

None DetectedSouth - Fiberboard 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 01

01C

041533375-0002

Gray

Fibrous

Homogeneous

None DetectedSoutheast - 

Fiberboard Panel 

Gray

20% Glass 80% Non-fibrous (Other)

HA: 01

01D

041533375-0003

Gray

Fibrous

Homogeneous

None DetectedNorth - Fiberboard 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 01

01E

041533375-0004

Gray

Fibrous

Homogeneous

None DetectedNorth - Fiberboard 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 01

02A

041533375-0005

Tan

Fibrous

Homogeneous

None DetectedNW - Pipe Coating 

Tab

20% Glass 80% Non-fibrous (Other)

HA: 02

02B

041533375-0006

Tan

Fibrous

Homogeneous

None DetectedE - Pipe Coating Tab 20% Glass 80% Non-fibrous (Other)

HA: 02

02C

041533375-0007

Tan

Fibrous

Homogeneous

None DetectedSW - Pipe Coating 

Tab

20% Glass 80% Non-fibrous (Other)

HA: 02

03A

041533375-0008

Gray

Fibrous

Homogeneous

N - Sealant Gray 98% Non-fibrous (Other) 2% Chrysotile

HA: 03

03B

041533375-0009

Gray

Non-Fibrous

Homogeneous

NW - Sealant Gray 98% Non-fibrous (Other) 2% Chrysotile

HA: 03

03C

041533375-0010

Gray

Non-Fibrous

Homogeneous

SE - Sealant Gray 98% Non-fibrous (Other) 2% Chrysotile

HA: 03

04A

041533375-0011

Gray/Black

Non-Fibrous

Homogeneous

Stack #1 - Sealant 

Gray

98% Non-fibrous (Other) 2% Chrysotile

HA: 04

04B

041533375-0012

Gray/Black

Non-Fibrous

Homogeneous

Stack #2 - Sealant 

Gray

98% Non-fibrous (Other) 2% Chrysotile

HA: 04

04C

041533375-0013

White/Black

Non-Fibrous

Homogeneous

Stack #3 - Sealant 

Gray

98% Non-fibrous (Other) 2% Chrysotile

HA: 04

Initial Report From: 11/12/2015 09:03:30

Page 1 of 2PLM - 1.65 Printed: 11/12/2015  9:03 AM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533375EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

05A

041533375-0014

Fibrous

Homogeneous

None DetectedStack #1 - Stack 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 05

05B

041533375-0015

Gray

Non-Fibrous

Homogeneous

None DetectedStack #2 - Stack 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 05

05C

041533375-0016

Gray

Fibrous

Homogeneous

None DetectedStack #3 - Stack 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 05

05D

041533375-0017

Gray

Fibrous

Homogeneous

None DetectedStack #4 - Stack 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 05

05E

041533375-0018

Gray

Fibrous

Homogeneous

None DetectedStack #4 - Stack 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 05

06A

041533375-0019

Black

Non-Fibrous

Homogeneous

None DetectedN - Gasket Black 100% Non-fibrous (Other)

HA: 06

06B

041533375-0020

Black

Non-Fibrous

Homogeneous

None DetectedN - Gasket Black 100% Non-fibrous (Other)

HA: 06

06C

041533375-0021

Black

Non-Fibrous

Homogeneous

None DetectedN - Gasket Black 100% Non-fibrous (Other)

HA: 06

Analyst(s)

Clinton Mcgill (6)

Jadda Moffett (15)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN

Initial Report From: 11/12/2015 09:03:30

Page 2 of 2PLM - 1.65 Printed: 11/12/2015  9:03 AM



OrderID: 041533375

Page 1 Of 7



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
7
5

P
a
g
e
 
2
 
O
f
 

7



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
7
5

P
a
g
e
 
3
 
O
f
 

7



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
7
5

P
a
g
e
 
4
 
O
f
 

7



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
7
5

P
a
g
e
 
5
 
O
f
 

7



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
7
5

P
a
g
e
 
6
 
O
f
 

7



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
7
5

P
a
g
e
 
7
 
O
f
 

7



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535248EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/25/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #2

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

07A

041535248-0001

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 7

07B

041535248-0002

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 7

07C

041535248-0003

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 7

07D

041535248-0004

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 7

07E

041535248-0005

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 7

07F

041535248-0006

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 7

07G

041535248-0007

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

HA: 7

Analyst(s)

Alexis Kum (2)

Juli Patel (5)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 15:34:06

Page 1 of 1PLM - 1.65 Printed: 12/1/2015  3:34 PM
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EMSL Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com cinnasblab@EMSL.com

041530961
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 10/16/15 9:30 AM

2057123300.M800-5G / Grayson Re-Powering Project / Cooling Tower #3 / 800 Air Way, Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/16/2015Analysis Date:
10/14/2015Collected:

Sample Description Appearance %  Type

AsbestosNon-Asbestos

%     Fibrous %   Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using 
Polarized Light Microscopy

01

041530961-0001

Exterior 
Throughout - 
Fiberboard / Gray 
/ Northwest

Gray None Detected

HA: 01

Non-Fibrous
Homogeneous

Glass30% Non-fibrous (other)70%

1THIS IS THE LAST PAGE OF THE REPORT.Test Report  PLM-7.28.9  Printed: 10/16/2015 5:19:16 PM

Benjamin Ellis, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 
responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL 
recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial report from 10/16/2015  17:19:16

William Bradford (1)

http://www.EMSL.com
mailto:cinnasblab@EMSL.com
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533389EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/09/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015 - 11/12/2015

Collected Date: 10/20/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #3

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01B

041533389-0001

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

East - Fiber Board 

Gray

HA: 1

01C

041533389-0002

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

East - Fiber Board 

Gray

HA: 1

01D

041533389-0003

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

SE - Fiber Board Gray

HA: 1

01E

041533389-0004

None DetectedNon-fibrous (Other)40%Glass60%Gray

Fibrous

Homogeneous

SW - Fiber Board 

Gray

HA: 1

02A

041533389-0005

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Stack 1 - Stack Panel 

Gray

HA: 2

02B

041533389-0006

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Stack 3 - Stack Panel 

Gray

HA: 2

02C

041533389-0007

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Stack 5 - Stack Panel 

Gray

HA: 2

02D

041533389-0008

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Stack 4 - Stack Panel 

Gray

HA: 2

02E

041533389-0009

None DetectedNon-fibrous (Other)40%Glass60%Gray

Fibrous

Homogeneous

Stack 6 - Stack Panel 

Gray

HA: 2

03A

041533389-0010

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Stack 2 - Sealant 

Gray

HA: 3

03B

041533389-0011

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Stack 2 - Sealant 

Gray

HA: 3

03C

041533389-0012

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Stack 2 - Sealant 

Gray

HA: 3

Report amended: 08/25/2016 07:42:32 Replaces initial report from: 11/12/2015 09:29:15 Reason Code: Client-Change to Appearance

Page 1 of 2ASB_PLM_0008 - 1.71 Printed: 8/25/2016  7:42 AM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533389EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

04A

041533389-0013

None DetectedNon-fibrous (Other)100%Yellow

Non-Fibrous

Homogeneous

Center - Coating 

Yellow

HA: 4

04B

041533389-0014

None DetectedNon-fibrous (Other)100%Yellow

Non-Fibrous

Homogeneous

Center - Coating 

Yellow

HA: 4

04C

041533389-0015

None DetectedNon-fibrous (Other)100%Yellow

Non-Fibrous

Homogeneous

Center - Coating 

Yellow

HA: 4

Analyst(s)

Craig Nixon (5)

Ross Matlock (10)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN

Report amended: 08/25/2016 07:42:32 Replaces initial report from: 11/12/2015 09:29:15 Reason Code: Client-Change to Appearance

Page 2 of 2ASB_PLM_0008 - 1.71 Printed: 8/25/2016  7:42 AM



OrderID: 041533389

Page 1 Of 5



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
8
9

P
a
g
e
 
2
 
O
f
 

5



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
8
9

P
a
g
e
 
3
 
O
f
 

5



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
8
9

P
a
g
e
 
4
 
O
f
 

5



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
3
8
9

P
a
g
e
 
5
 
O
f
 

5



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535254EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/25/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #3

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

05A

041535254-0001

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 5

05B

041535254-0002

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 5

05C

041535254-0003

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 5

05D

041535254-0004

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 5

05E

041535254-0005

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 5

05F

041535254-0006

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 5

05G

041535254-0007

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 5

Analyst(s)

Dave Poitras (2)

Juli Patel (5)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 11:09:27

Page 1 of 1PLM - 1.65 Printed: 12/1/2015 11:09 AM
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EMSL Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com cinnasblab@EMSL.com

041530967
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 10/16/15 9:30 AM

2057123300.M800-5G / Grayson Re-Powering Project / Cooling Tower #4 / 800 Air Way, Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/16/2015Analysis Date:
10/14/2015Collected:

Sample Description Appearance %  Type

AsbestosNon-Asbestos

%     Fibrous %   Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using 
Polarized Light Microscopy

01

041530967-0001

Ext portion 
throughout NW - 
Fiberboard

Gray None Detected
Fibrous
Homogeneous

Glass25% Non-fibrous (other)75%

02

041530967-0002

Ext upper portion 
NW - Fiberboard

Gray
Fibrous
Homogeneous

Chrysotile30%
Amosite4%

Non-fibrous (other)66%

1THIS IS THE LAST PAGE OF THE REPORT.Test Report  PLM-7.28.9  Printed: 10/16/2015 7:07:31 PM

Benjamin Ellis, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 
responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL 
recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial report from 10/16/2015  19:07:31

William Bradford (2)

http://www.EMSL.com
mailto:cinnasblab@EMSL.com
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533406EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/10/2015

Collected Date: 10/20/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #4

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01B

041533406-0001

Green

Fibrous

Homogeneous

None DetectedSouth - Fiber Board 

Panel

5%

12%

Cellulose

Glass

83% Non-fibrous (Other)

HA: 1

01C

041533406-0002

Green

Fibrous

Homogeneous

None DetectedSE - Fiber Board 

Panel

8% Glass 92% Non-fibrous (Other)

HA: 1

01D

041533406-0003

Green

Fibrous

Homogeneous

None DetectedEast - Fiber Board 

Panel

8% Glass 92% Non-fibrous (Other)

HA: 1

01E

041533406-0004

Green

Non-Fibrous

Homogeneous

None DetectedNorth - Fiber Board 

Panel

5%

5%

Cellulose

Glass

90% Non-fibrous (Other)

HA: 1

03A

041533406-0005

Green

Fibrous

Homogeneous

None DetectedStack 2 - Stack Panel 

Green

90% Glass 10% Non-fibrous (Other)

HA: 3

03B

041533406-0006

Green

Fibrous

Homogeneous

None DetectedStack 4 - Stack Panel 

Green

80% Glass 20% Non-fibrous (Other)

HA: 3

03C

041533406-0007A

Green

Fibrous

Homogeneous

None DetectedStack 3 - Stack Panel 

Green

50% Glass 50% Non-fibrous (Other)

HA: 3

03D

041533406-0008

Green

Fibrous

Homogeneous

None DetectedStack 5 - Stack Panel 

Green

80% Glass 20% Non-fibrous (Other)

Limited sample material

HA: 3

03E

041533406-0009

Green

Fibrous

Homogeneous

None DetectedStack 7 - Stack Panel 

Green

75% Glass 25% Non-fibrous (Other)

Limited sample material

HA: 3

04A

041533406-0010A

Gray

Fibrous

Homogeneous

None DetectedSE - Stairs Gray 20% Synthetic 80% Non-fibrous (Other)

HA: 4

04B

041533406-0011A

Gray

Fibrous

Homogeneous

None DetectedSE - Stairs Gray 15%

5%

Synthetic

Glass

80% Non-fibrous (Other)

HA: 4

04C

041533406-0012

Gray

Fibrous

Homogeneous

None DetectedSE - Stairs Gray 35%

35%

Synthetic

Glass

30% Non-fibrous (Other)

Limited sample material

HA: 4

Report amended: 12/01/2015 08:53:55 Replaces initial report from: 11/11/2015 14:59:28 Reason Code: Client-Additional Analysis

Page 1 of 2PLM - 1.65 Printed: 12/1/2015  8:54 AM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533406EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

Analyst(s)

Adam Eichen (3)

Amy Johnson (3)

Frank Dicrescenzo (2)

Garret Vliet (1)

Seri Smith (3)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Report amended: 12/01/2015 08:53:55 Replaces initial report from: 11/11/2015 14:59:28 Reason Code: Client-Additional Analysis

Page 2 of 2PLM - 1.65 Printed: 12/1/2015  8:54 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535252EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/19/2015

Project: 205712330 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #4

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

05A

041535252-0001

Gray

Fibrous

Homogeneous

South - Cementitious 

Pipe Gray

80% Non-fibrous (Other) 15%

5%

Chrysotile

Crocidolite

HA: 5

06A

041535252-0002

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06B

041535252-0003

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06C

041535252-0004

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06D

041535252-0005

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06E

041535252-0006

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06F

041535252-0007

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 6

06G

041535252-0008

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 6

Analyst(s)

Amy Johnson (6)

William Nguyen (2)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 13:01:10

Page 1 of 1PLM - 1.65 Printed: 12/1/2015  1:01 PM
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EMSL Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (800) 220-3675 / (856) 786-5974
http://www.EMSL.com cinnasblab@EMSL.com

041530965
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 10/16/15 9:30 AM

2057123300.M800-5G / Grayson Re-Powering Project / Cooling Tower #5 / 800 Air Way, Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/16/2015Analysis Date:
10/14/2015Collected:

Sample Description Appearance %  Type

AsbestosNon-Asbestos

%     Fibrous %   Non-Fibrous

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using 
Polarized Light Microscopy

01

041530965-0001

East - Fiberboard Gray None Detected
Fibrous
Homogeneous

Glass20% Non-fibrous (other)80%

1THIS IS THE LAST PAGE OF THE REPORT.Test Report  PLM-7.28.9  Printed: 10/16/2015 5:21:17 PM

Benjamin Ellis, Laboratory Manager
or other approved signatory

Analyst(s)

EMSL maintains liability limited to cost of analysis.  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 
responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 
product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government.   Non-friable organically bound materials present a problem matrix and therefore EMSL 
recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 
requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%
Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial report from 10/16/2015  17:21:17

William Bradford (1)

http://www.EMSL.com
mailto:cinnasblab@EMSL.com
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533381EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015

Collected Date: 10/20/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #5

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01B

041533381-0001

Gray

Fibrous

Homogeneous

None DetectedSE - Fiberboard Panel 20% Glass 80% Non-fibrous (Other)

HA: 01

01C

041533381-0002

Gray

Fibrous

Homogeneous

None DetectedEast - Fiberboard 

Panel

20% Glass 80% Non-fibrous (Other)

HA: 01

01D

041533381-0003

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Fiberboard 

Panel

20% Glass 80% Non-fibrous (Other)

HA: 01

01E

041533381-0004

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Fiberboard 

Panel

20% Glass 80% Non-fibrous (Other)

HA: 01

02A

041533381-0005

Gray

Fibrous

Homogeneous

None DetectedStack #1 - Stack 

Panel Gray

10% Glass 90% Non-fibrous (Other)

HA: 02

02B

041533381-0006

Gray

Non-Fibrous

Homogeneous

None DetectedStack #2 - Stack 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 02

02C

041533381-0007

Gray

Non-Fibrous

Homogeneous

None DetectedStack #3 - Stack 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 02

02D

041533381-0008

Gray

Fibrous

Homogeneous

None DetectedStack #4 - Stack 

Panel Gray

20% Glass 80% Non-fibrous (Other)

HA: 02

02E

041533381-0009

Gray

Non-Fibrous

Homogeneous

None DetectedStack #5 - Stack 

Panel Gray

10% Glass 90% Non-fibrous (Other)

HA: 02

03A

041533381-0010

Gray

Non-Fibrous

Homogeneous

None DetectedStack #1 - Sealant 

Gray

100% Non-fibrous (Other)

HA: 03

03B

041533381-0011

Gray

Non-Fibrous

Homogeneous

None DetectedStack #2 - Sealant 

Gray

100% Non-fibrous (Other)

HA: 03

03C

041533381-0012

Gray

Non-Fibrous

Homogeneous

None DetectedStack #3 - Sealant 

Gray

100% Non-fibrous (Other)

HA: 03

04A

041533381-0013

Gray

Fibrous

Homogeneous

Neat Stack #5 - Panel 

Gray

80% Non-fibrous (Other) 20% Chrysotile

HA: 04

Initial Report From: 11/12/2015 09:04:44

Page 1 of 2PLM - 1.65 Printed: 11/12/2015  9:04 AM



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533381EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

05A

041533381-0014

Black

Non-Fibrous

Homogeneous

None DetectedEast - Tape Black 100% Non-fibrous (Other)

HA: 05

05B

041533381-0015

Black

Non-Fibrous

Homogeneous

None DetectedEast - Tape Black 100% Non-fibrous (Other)

HA: 05

05C

041533381-0016

Black

Non-Fibrous

Homogeneous

None DetectedEast - Tape Black 100% Non-fibrous (Other)

HA: 05

Analyst(s)

Jadda Moffett (12)

Ross Matlock (4)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Indianapolis, IN

Initial Report From: 11/12/2015 09:04:44

Page 2 of 2PLM - 1.65 Printed: 11/12/2015  9:04 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535264EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/25/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Cooling Tower #5

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

06A

041535264-0001

Gray

Non-Fibrous

Homogeneous

None DetectedExt Basin North - 

Concrete - Gray

100% Non-fibrous (Other)

06B

041535264-0002

Gray

Non-Fibrous

Homogeneous

None DetectedExt Basin North - 

Concrete - Gray

100% Non-fibrous (Other)

06C

041535264-0003

Gray

Non-Fibrous

Homogeneous

None DetectedExt Basin North - 

Concrete - Gray

100% Non-fibrous (Other)

06D

041535264-0004

Gray

Non-Fibrous

Homogeneous

None DetectedExt Basin North - 

Concrete - Gray

100% Non-fibrous (Other)

06E

041535264-0005

Gray

Non-Fibrous

Homogeneous

None DetectedExt Basin North - 

Concrete - Gray

100% Non-fibrous (Other)

06F

041535264-0006

Gray

Non-Fibrous

Homogeneous

None DetectedExt Basin West - 

Concrete - Gray

100% Non-fibrous (Other)

06G

041535264-0007

Gray

Non-Fibrous

Homogeneous

None DetectedExt basin west - 

Concrete - Gray

100% Non-fibrous (Other)

Analyst(s)

Alexis Kum (2)

Juli Patel (5)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 09:39:08

Page 1 of 1PLM - 1.65 Printed: 12/1/2015  9:39 AM



OrderID: 041535264

Page 1 Of 2



O
r
d
e
r
I
D
:
 
0
4
1
5
3
5
2
6
4

P
a
g
e
 
2
 
O
f
 

2



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533393EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015

Collected Date: 10/19/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Small Cooling Tower

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533393-0001

Gray

Fibrous

Homogeneous

None DetectedWest - Fiberboard 

Panel Gray

30% Glass 70% Non-fibrous (Other)

HA: 01

01B

041533393-0002

Gray

Fibrous

Homogeneous

None DetectedWest - Fiberboard 

Panel Gray

30% Glass 70% Non-fibrous (Other)

HA: 01

01C

041533393-0003

Gray

Fibrous

Homogeneous

None DetectedWest - Fiberboard 

Panel Gray

25% Glass 75% Non-fibrous (Other)

HA: 01

02A

041533393-0004

Gray

Fibrous

Homogeneous

None DetectedStack - Stack Panel 

Gray

15% Glass 85% Non-fibrous (Other)

HA: 02

02B

041533393-0005

Gray

Fibrous

Homogeneous

None DetectedStack - Stack Panel 

Gray

15% Glass 85% Non-fibrous (Other)

HA: 02

02C

041533393-0006

Gray

Fibrous

Homogeneous

None DetectedStack - Stack Panel 

Gray

15% Glass 85% Non-fibrous (Other)

HA: 02

Analyst(s)

Amy Johnson (2)

Christian Strey (4)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/12/2015 08:12:37

Page 1 of 1PLM - 1.65 Printed: 11/12/2015  8:12 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535242EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/01/2015

Collected Date: 11/19/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / CHLOR Pump House 

(Between CT #1 & CT #2)

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041535242-0001

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

North - Concrete Gray

HA: 1

01B

041535242-0002

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

South - Concrete 

Gray

HA: 1

01C

041535242-0003

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

South - Concrete 

Gray

HA: 1

Analyst(s)

Frank Dicrescenzo (2)

Garret Vliet (1)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Report amended: 08/25/2016 07:46:53 Replaces initial report from: 12/01/2015 08:50:26 Reason Code: Client-Change to Appearance

Page 1 of 1ASB_PLM_0008 - 1.71 Printed: 8/25/2016  7:46 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533405EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/12/2015

Collected Date: 10/23/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Chem Pump House Between 

CT#3 & 4

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533405-0001

Gray

Fibrous

Homogeneous

North - Fiberboard 

Panel Gray

80% Non-fibrous (Other) 20% Chrysotile

Analyst(s)

Amy Johnson (1) Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/12/2015 08:51:05

Page 1 of 1PLM - 1.65 Printed: 11/12/2015  8:51 AM



OrderID: 041533405

Page 1 Of 2



O
r
d
e
r
I
D
:
 
0
4
1
5
3
3
4
0
5

P
a
g
e
 
2
 
O
f
 

2



EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535257EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/25/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Chem Pump House Between 

CT #3 & CT #4

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

02A

041535257-0001

Gray/Beige

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete - 

Gray

100% Non-fibrous (Other)

Inseparable paint / coating layer included in analysis

HA: 2

02B

041535257-0002

Gray/Beige

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete - 

Gray

100% Non-fibrous (Other)

Inseparable paint / coating layer included in analysis

HA: 2

02C

041535257-0003

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete - 

Gray

100% Non-fibrous (Other)

HA: 2

02D

041535257-0004

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete - 

Gray

100% Non-fibrous (Other)

HA: 2

02E

041535257-0005

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete - 

Gray

100% Non-fibrous (Other)

HA: 2

Analyst(s)

Amy Johnson (2)

Steven Quinn (3)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 11:17:49

Page 1 of 1PLM - 1.65 Printed: 12/1/2015 11:17 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533385EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/12/2015

Collected Date: 10/21/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Chemical Pump House

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533385-0001

Black

Fibrous

Homogeneous

West - Stucco Gray 95% Non-fibrous (Other) 5% Chrysotile

HA: 01

01B

041533385-0002

Black

Fibrous

Homogeneous

South - Stucco Gray 96% Non-fibrous (Other) 4% Chrysotile

HA: 01

01C

041533385-0003

Black

Fibrous

Homogeneous

North - Stucco Gray 94% Non-fibrous (Other) 6% Chrysotile

HA: 01

02A

041533385-0004

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Stucco Gray 100% Non-fibrous (Other)

HA: 02

02B

041533385-0005

Gray

Non-Fibrous

Homogeneous

None DetectedSouth - Stucco Gray 100% Non-fibrous (Other)

HA: 02

02C

041533385-0006

Gray

Non-Fibrous

Homogeneous

None DetectedSouth - Stucco Gray 100% Non-fibrous (Other)

HA: 02

03A

041533385-0007

Gray

Non-Fibrous

Homogeneous

None DetectedWest - CMU Block 

Gray

100% Non-fibrous (Other)

HA: 01

03B

041533385-0008

Gray

Non-Fibrous

Homogeneous

None DetectedWest - CMU Block 

Gray

100% Non-fibrous (Other)

HA: 01

03C

041533385-0009

Gray

Non-Fibrous

Homogeneous

None DetectedWest - CMU Block 

Gray

100% Non-fibrous (Other)

HA: 01
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533385EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

Analyst(s)

Amy Johnson (6)

Quynh Vu (3)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/12/2015 09:18:46

Page 2 of 2PLM - 1.65 Printed: 11/12/2015  9:18 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533401EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015

Collected Date: 10/20/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Chemical Storage House

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533401-0001

Black

Fibrous

Homogeneous

West - Asphaltic 

Roofing Black

10% Cellulose 84% Non-fibrous (Other) 6% Chrysotile

HA: 01

01B

041533401-0002

Black/Yellow

Fibrous

Heterogeneous

North - Asphaltic 

Roofing Black

10% Cellulose 87% Non-fibrous (Other) 3% Chrysotile

Result includes a small amount of inseparable attached material

HA: 01

01C

041533401-0003

Black

Fibrous

Homogeneous

East - Asphaltic 

Roofing Black

8% Cellulose 88% Non-fibrous (Other) 4% Chrysotile

HA: 01

02A

041533401-0004

Black/Silver

Fibrous

Homogeneous

West - Roofing Silver 10% Glass 88% Non-fibrous (Other) 2% Chrysotile

HA: 02

02B

041533401-0005

Black/Silver

Fibrous

Homogeneous

North - Roofing Silver 3% Glass 95% Non-fibrous (Other) 2% Chrysotile

HA: 02

02C

041533401-0006

Black/Silver

Fibrous

Homogeneous

East - Roofing Silver 10% Glass 88% Non-fibrous (Other) 2% Chrysotile

HA: 02

03A

041533401-0007

Black

Non-Fibrous

Homogeneous

None DetectedEast - Sealant Black 15% Cellulose 85% Non-fibrous (Other)

HA: 03

03B

041533401-0008

Black

Non-Fibrous

Homogeneous

None DetectedEast - Sealant Black 15% Cellulose 85% Non-fibrous (Other)

HA: 03

03C

041533401-0009

Black

Non-Fibrous

Homogeneous

None DetectedEast - Sealant Black 10% Cellulose 90% Non-fibrous (Other)

HA: 03
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533401EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

Analyst(s)

Christian Strey (6)

Frank Dicrescenzo (3)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/12/2015 08:14:27

Page 2 of 2PLM - 1.65 Printed: 11/12/2015  8:14 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535250EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/19/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Chemical Storage House

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

04A

041535250-0001

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete 

Block Gray

100% Non-fibrous (Other)

HA: 4

04B

041535250-0002

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete 

Block Gray

100% Non-fibrous (Other)

HA: 4

04C

041535250-0003

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete 

Block Gray

100% Non-fibrous (Other)

HA: 4

04D

041535250-0004

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Block 

Gray

100% Non-fibrous (Other)

HA: 4

04E

041535250-0005

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Block 

Gray

100% Non-fibrous (Other)

HA: 4

Analyst(s)

Alexis Kum (2)

Juli Patel (3)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535255EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/19/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / #1 Chemical House

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041535255-0001

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Block 

Gray

100% Non-fibrous (Other)

HA: 1

01B

041535255-0002

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Block 

Gray

100% Non-fibrous (Other)

HA: 1

01C

041535255-0003

Gray

Non-Fibrous

Homogeneous

None DetectedEast - Concrete Block 

Gray

100% Non-fibrous (Other)

HA: 1

01D

041535255-0004

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete 

Block Gray

100% Non-fibrous (Other)

HA: 1

01E

041535255-0005

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Concrete 

Block Gray

100% Non-fibrous (Other)

HA: 1

02A

041535255-0006

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 2

02B

041535255-0007

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Concrete Gray 100% Non-fibrous (Other)

HA: 2

02C

041535255-0008

Gray

Non-Fibrous

Homogeneous

None DetectedSouth - Concrete 

Gray

100% Non-fibrous (Other)

HA: 2

Analyst(s)

Felix Anusiem (2)

Kelly Mulholland (6)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533397EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/ 9/2015  9:00 AM

Analysis Date:Thousand Oaks, CA  91361 11/11/2015

Collected Date: 10/20/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Circulaiton Corridor

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

01A

041533397-0001

Yellow

Fibrous

Homogeneous

None Detected3&4 Blowdown Pipe - 

Insulaiton Yellow

80% Min. Wool 20% Non-fibrous (Other)

HA: 01

01B

041533397-0002

Yellow

Fibrous

Homogeneous

None Detected3&4 Blowdown Pipe - 

Insulaiton Yellow

80% Min. Wool 20% Non-fibrous (Other)

HA: 01

01C

041533397-0003

Yellow

Fibrous

Homogeneous

None Detected3&4 Blowdown Pipe - 

Insulaiton Yellow

90% Min. Wool 10% Non-fibrous (Other)

HA: 01

02A

041533397-0004

Black

Non-Fibrous

Homogeneous

None DetectedCirc Corridor 

Access-N - Asphaltic 

Roofong Black

100% Non-fibrous (Other)

The sample group is not homogeneous

HA: 02

02B

041533397-0005

Black

Fibrous

Homogeneous

None DetectedCirc Corridor 

Access-E - Asphaltic 

Roofong Black

4% Glass 96% Non-fibrous (Other)

HA: 02

02C

041533397-0006

Black

Fibrous

Homogeneous

None DetectedCirc Corridor 

Access-W - Asphaltic 

Roofong Black

5% Glass 95% Non-fibrous (Other)

HA: 02

02D

041533397-0007

Black

Fibrous

Homogeneous

None DetectedCirc Corridor 

Access-S - Asphaltic 

Roofong Black

5% Glass 95% Non-fibrous (Other)

HA: 02

02E

041533397-0008

Black

Fibrous

Homogeneous

None DetectedCirc Corridor 

Access-S - Asphaltic 

Roofong Black

8% Glass 92% Non-fibrous (Other)

HA: 02

03A-Sealant

041533397-0009

Gray

Non-Fibrous

Homogeneous

None DetectedNorth - Sealant Gray 100% Non-fibrous (Other)

HA: 03

03A-Flashing

041533397-0009A

Black

Non-Fibrous

Homogeneous

None DetectedNorth - Sealant Gray 100% Non-fibrous (Other)

HA: 03

03B-Sealant

041533397-0010

Gray

Non-Fibrous

Homogeneous

None DetectedWest - Sealant Gray 100% Non-fibrous (Other)

HA: 03

03B-Flashing

041533397-0010A

Black

Non-Fibrous

Homogeneous

None DetectedWest - Sealant Gray 100% Non-fibrous (Other)

HA: 03

Initial Report From: 11/12/2015 07:50:21
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041533397EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

03C

041533397-0011

Gray

Non-Fibrous

Homogeneous

None DetectedSouthwest - Sealant 

Gray

100% Non-fibrous (Other)

No flashing present

HA: 03

Analyst(s)

Amy Johnson (4)

Christian Strey (9)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 11/12/2015 07:50:21

Page 2 of 2PLM - 1.65 Printed: 11/12/2015  7:50 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041535241EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno (#80) 563-0864

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 11/27/2015  9:10 AM

Analysis Date:Thousand Oaks, CA  91361 12/ 1/2015

Collected Date: 11/25/2015

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Circulation Corridor

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

04A

041535241-0001

Gray/Tan

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

Inseparable paint / coating layer included in analysis.

HA: 4

04B

041535241-0002

Gray/Tan

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

Inseparable paint / coating layer included in analysis.

HA: 4

04C

041535241-0003

Gray/Tan

Non-Fibrous

Homogeneous

None DetectedWest - Concrete Gray 100% Non-fibrous (Other)

Inseparable paint / coating layer included in analysis.

HA: 4

Analyst(s)

Frank Dicrescenzo (1)

Garret Vliet (2)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367

Initial Report From: 12/01/2015 08:28:03

Page 1 of 1PLM - 1.65 Printed: 12/1/2015  8:28 AM
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041720903EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Attention: Phone:Jason Stagno

Fax:Stantec Consulting Services Inc

Received Date:290 Conejo Ridge Avenue 07/19/2017  9:30 AM

Analysis Date:Thousand Oaks, CA  91361 07/24/2017

Collected Date: 07/13/2017

Project: 2057123300 / Grayson Re-Powering Project / 800 Air Way, Glendale, CA 91201 / Power Plant Building

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

45A

041720903-0001

None DetectedNon-fibrous (Other)100%Brown/Beige

Non-Fibrous

Homogeneous

Boiler 1A Wall - 

Refractory Brick- 

Beige/ Brown a/w 

Boiler Walls
HA: 45

45B

041720903-0002

None DetectedNon-fibrous (Other)100%Brown/Beige

Non-Fibrous

Homogeneous

Boiler 1A Wall - 

Refractory Brick- 

Beige/ Brown a/w 

Boiler Walls
HA: 45

45C

041720903-0003

None DetectedNon-fibrous (Other)100%Brown/Beige

Non-Fibrous

Homogeneous

Boiler 1A Wall - 

Refractory Brick- 

Beige/ Brown a/w 

Boiler Walls
HA: 45

46A

041720903-0004

None DetectedNon-fibrous (Other)60%Min. Wool40%Gray/Tan

Fibrous

Homogeneous

Boiler 1A Wall - 

Refractory Mortar- 

Gray/ Tan a/w HA #45
HA: 46

46B

041720903-0005

None DetectedNon-fibrous (Other)55%Min. Wool45%Gray/Tan

Fibrous

Homogeneous

Boiler 1A Wall - 

Refractory Mortar- 

Gray/ Tan a/w HA #45
HA: 46

46C

041720903-0006

None DetectedNon-fibrous (Other)60%Min. Wool40%Gray/Tan

Fibrous

Homogeneous

Boiler 1A Wall - 

Refractory Mortar- 

Gray/ Tan a/w HA #45
HA: 46

47A

041720903-0007

None DetectedNon-fibrous (Other)100%Tan/Red

Non-Fibrous

Homogeneous

Boiler 1A Floor - 

Refractory Brick- Red/ 

Tan a/w Boiler Floors
HA: 47

47B

041720903-0008

None DetectedNon-fibrous (Other)100%Tan/Red

Non-Fibrous

Homogeneous

Boiler 1A Floor - 

Refractory Brick- Red/ 

Tan a/w Boiler Floors
HA: 47

47C

041720903-0009

None DetectedNon-fibrous (Other)100%Tan/Red

Non-Fibrous

Homogeneous

Boiler 1A Floor - 

Refractory Brick- Red/ 

Tan a/w Boiler Floors
HA: 47

48A

041720903-0010

None DetectedNon-fibrous (Other)100%Gray/Red

Non-Fibrous

Homogeneous

Boiler 1A Access - 

Concrete- Gray/ Red 

a/w Access to Boilers
HA: 48

48B

041720903-0011

None DetectedNon-fibrous (Other)100%Gray/Red

Non-Fibrous

Homogeneous

Boiler 1A Access - 

Concrete- Gray/ Red 

a/w Access to Boilers
HA: 48

48C

041720903-0012

None DetectedNon-fibrous (Other)100%Red

Non-Fibrous

Homogeneous

Boiler 1A Access - 

Concrete- Gray/ Red 

a/w Access to Boilers

Initial report from: 07/24/2017 20:56:39
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041720903EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

HA: 48

49A

041720903-0013

None DetectedNon-fibrous (Other)10%Glass90%Tan/White

Fibrous

Homogeneous

Boiler 1A Access - 

Rope Gasket- White/ 

Tan a/w Access Door 

to Boilers
HA: 49

49B

041720903-0014

None DetectedNon-fibrous (Other)10%Glass90%Tan/White

Fibrous

Homogeneous

Boiler 1A Access - 

Rope Gasket- White/ 

Tan a/w Access Door 

to Boilers
HA: 49

49C

041720903-0015

None DetectedNon-fibrous (Other)5%Glass95%Gray

Fibrous

Homogeneous

Boiler 1A Access - 

Rope Gasket- White/ 

Tan a/w Access Door 

to Boilers
HA: 49

50A

041720903-0016

None DetectedNon-fibrous (Other)100%Gray/Red

Non-Fibrous

Homogeneous

Boiler Wall - 

Refractory Brick- Red/ 

Gray a/w Boiler Walls
HA: 50

50B

041720903-0017

None DetectedNon-fibrous (Other)100%Gray/Red

Non-Fibrous

Homogeneous

Boiler Wall - 

Refractory Brick- Red/ 

Gray a/w Boiler Walls
HA: 50

50C

041720903-0018

None DetectedNon-fibrous (Other)100%Gray/Red

Non-Fibrous

Homogeneous

Boiler Wall - 

Refractory Brick- Red/ 

Gray a/w Boiler Walls
HA: 50

51A

041720903-0019

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

East Wall - Refractory 

Brick- Dark Gray a/w 

East Boiler Wall
HA: 51

51B

041720903-0020

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

East Wall - Refractory 

Brick- Dark Gray a/w 

East Boiler Wall
HA: 51

51C

041720903-0021

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

East Wall - Refractory 

Brick- Dark Gray a/w 

East Boiler Wall
HA: 51

52A

041720903-0022

None DetectedNon-fibrous (Other)100%Tan/Red

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- Red/ Tan a/w 

Boiler Floors
HA: 52

52B

041720903-0023

None DetectedNon-fibrous (Other)100%Tan/Red

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- Red/ Tan a/w 

Boiler Floors
HA: 52

52C

041720903-0024

None DetectedNon-fibrous (Other)100%Tan

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- Red/ Tan a/w 

Boiler Floors
HA: 52

53A

041720903-0025

None DetectedNon-fibrous (Other)5%Glass95%Tan/White

Fibrous

Homogeneous

Access - Rope 

Gasket- White/ Tan 

a/w Access Door to 

Boiler
HA: 53
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041720903EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

53B

041720903-0026

None DetectedNon-fibrous (Other)5%Glass95%Tan/White

Fibrous

Homogeneous

Access - Rope 

Gasket- White/ Tan 

a/w Access Door to 

Boiler
HA: 53

53C

041720903-0027

None DetectedNon-fibrous (Other)5%Glass95%Tan/White

Fibrous

Homogeneous

Access - Rope 

Gasket- White/ Tan 

a/w Access Door to 

Boiler
HA: 53

54A

041720903-0028

None DetectedNon-fibrous (Other)100%Brown

Non-Fibrous

Homogeneous

Wall - Refractory 

Brick- Brown a/w 

Boiler Walls
HA: 54

54B

041720903-0029

None DetectedNon-fibrous (Other)100%Brown

Non-Fibrous

Homogeneous

Wall - Refractory 

Brick- Brown a/w 

Boiler Walls
HA: 54

54C

041720903-0030

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Wall - Refractory 

Brick- Brown a/w 

Boiler Walls
HA: 54

55A

041720903-0031

None DetectedNon-fibrous (Other)100%Tan/Red

Non-Fibrous

Homogeneous

Burner - Brick- Red/ 

Tan a/w Burners

HA: 55

55B

041720903-0032

None DetectedNon-fibrous (Other)100%Tan/Red

Non-Fibrous

Homogeneous

Burner - Brick- Red/ 

Tan a/w Burners

HA: 55

55C

041720903-0033

None DetectedNon-fibrous (Other)100%Tan/Red

Non-Fibrous

Homogeneous

Burner - Brick- Red/ 

Tan a/w Burners

HA: 55

56A

041720903-0034

None DetectedNon-fibrous (Other)100%Gray/Tan

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- Tan/ Gray a/w 

Boiler Floors
HA: 56

56B

041720903-0035

None DetectedNon-fibrous (Other)100%Gray/Tan

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- Tan/ Gray a/w 

Boiler Floors
HA: 56

56C

041720903-0036

None DetectedNon-fibrous (Other)100%Gray/Tan

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- Tan/ Gray a/w 

Boiler Floors
HA: 56

57A

041720903-0037

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Access Door - 

Refractory Brick- Gray 

a/w Access Door
HA: 57

57B

041720903-0038

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Access Door - 

Refractory Brick- Gray 

a/w Access Door
HA: 57

57C

041720903-0039

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Access Door - 

Refractory Brick- Gray 

a/w Access Door
HA: 57
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041720903EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

58A

041720903-0040

75% ChrysotileNon-fibrous (Other)25%Tan

Fibrous

Homogeneous

Boiler Access - Rope 

Gasket- White/ Tan 

a/w Access Door to 

Boiler
HA: 58

58B

041720903-0041

75% ChrysotileNon-fibrous (Other)25%Tan

Fibrous

Homogeneous

Boiler Access - Rope 

Gasket- White/ Tan 

a/w Access Door to 

Boiler
HA: 58

58C

041720903-0042

75% ChrysotileNon-fibrous (Other)25%Gray

Fibrous

Homogeneous

Boiler Access - Rope 

Gasket- White/ Tan 

a/w Access Door to 

Boiler
HA: 58

59A

041720903-0043

None DetectedNon-fibrous (Other)100%White

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- White a/w 

Boiler Floor
HA: 59

59B

041720903-0044

None DetectedNon-fibrous (Other)100%White

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- White a/w 

Boiler Floor
HA: 59

59C

041720903-0045

None DetectedNon-fibrous (Other)100%White

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- White a/w 

Boiler Floor
HA: 59

60A

041720903-0046

None DetectedNon-fibrous (Other)5%Glass95%Tan

Fibrous

Homogeneous

Boiler Access - Rope 

Gasket- White/ Tan 

a/w Access Door to 

Boiler
HA: 60

60B

041720903-0047

None DetectedNon-fibrous (Other)5%Glass95%Tan

Fibrous

Homogeneous

Boiler Access - Rope 

Gasket- White/ Tan 

a/w Access Door to 

Boiler
HA: 60

60C

041720903-0048

None DetectedNon-fibrous (Other)10%Glass90%Gray

Fibrous

Homogeneous

Boiler Access - Rope 

Gasket- White/ Tan 

a/w Access Door to 

Boiler
HA: 60

61A

041720903-0049

None DetectedNon-fibrous (Other)100%Red

Non-Fibrous

Homogeneous

Walls - Refractory 

Brick- Red a/w Boiler 

Walls
HA: 61

61B

041720903-0050

None DetectedNon-fibrous (Other)100%Red

Non-Fibrous

Homogeneous

Walls - Refractory 

Brick- Red a/w Boiler 

Walls
HA: 61

61C

041720903-0051

None DetectedNon-fibrous (Other)97%Cellulose3%Gray/Red

Non-Fibrous

Homogeneous

Walls - Refractory 

Brick- Red a/w Boiler 

Walls
HA: 61

62A

041720903-0052

None DetectedNon-fibrous (Other)100%Black

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- Black/ Gray a/w 

Boiler Floors
HA: 62
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EMSL Analytical, Inc.
200 Route 130 North Cinnaminson, NJ  08077

Tel/Fax: (800) 220-3675 / (856) 786-5974

http://www.EMSL.com / cinnasblab@EMSL.com

041720903EMSL Order:

Customer ID: 32SCOE63

Customer PO:

Project ID:

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93/116 Method using Polarized 

Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

62B

041720903-0053

None DetectedNon-fibrous (Other)100%Black

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- Black/ Gray a/w 

Boiler Floors
HA: 62

62C

041720903-0054

None DetectedNon-fibrous (Other)100%Gray

Non-Fibrous

Homogeneous

Floor - Refractory 

Brick- Black/ Gray a/w 

Boiler Floors
HA: 62

63A

041720903-0055

45% ChrysotileNon-fibrous (Other)5%Cellulose50%Gray

Fibrous

Homogeneous

Panel - Wire Wrap- 

Black a/w Electrical 

Panels (LOTO)
HA: 63

63B

041720903-0056

45% ChrysotileNon-fibrous (Other)5%Cellulose50%Tan

Fibrous

Homogeneous

Panel - Wire Wrap- 

Black a/w Electrical 

Panels (LOTO)
HA: 63

63C

041720903-0057

None DetectedNon-fibrous (Other)15%Cellulose85%Gray

Fibrous

Homogeneous

Panel - Wire Wrap- 

Black a/w Electrical 

Panels (LOTO)

The sample group is not homogeneous

HA: 63

Analyst(s)

Brett Polumbo (7)

Benjamin Verghese (24)

Jonathan Blanfort (14)

Seri Smith (12)

Benjamin Ellis, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis .  This report relates only to the samples reported and may not be reproduced, except in full, without written approval by EMSL.  EMSL bears no 

responsibility for sample collection activities or analytical method limitations.  Interpretation and use of test results are the responsibility of the client.  This report must not be used by the client to claim 

product certification, approval, or endorsement by NVLAP, NIST or any agency of the federal government .   Non-friable organically bound materials present a problem matrix and therefore EMSL 

recommends gravimetric reduction prior to analysis.  Samples received in good condition unless otherwise noted.  Estimated accuracy, precision and uncertainty data available upon request. Unless 

requested by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Reporting limit is 1%

Samples analyzed by EMSL Analytical, Inc. Cinnaminson, NJ NVLAP Lab Code 101048-0, AIHA-LAP, LLC-IHLAP Lab 100194, NYS ELAP 10872, NJ DEP 03036, PA ID# 68-00367
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/27/15 9:35 AM

2057123300 / Power Plant Building / Grayson Re-Powering Project / 800 Air Way Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

11/25/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201513615
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Throughout Exterior/North Panel Board
Desc: Beige

201513615-0001P1 0.070 % wt12/2/201511/25/2015

Site: Roof Trim Along Flashing
Desc: Green

201513615-0002P2 32 % wt12/2/201511/25/2015

Site: Roof/Elevator Rm South/Metal Door Frame
Desc: Dk Green

201513615-0003P3 1.8 % wt12/2/201511/25/2015

Site: Throughout Ceilings & Supports
Desc: Lt Green

201513615-0004P4 0.29 % wt12/2/201511/25/2015

Site: Unit #1/Throughout Boilers
Desc: Yellow

201513615-0005P5 3.4 % wt12/2/201511/25/2015

Site: PA Tanks
Desc: Red

201513615-0006P6 0.063 % wt12/2/201511/25/2015

Site: Condvits Near Unit 2A
Desc: Silver

201513615-0007P7 0.95 % wt12/2/201511/25/2015

Site: Throughout Roof Flashing
Desc: Beige

201513615-0008P8 0.48 % wt12/2/201511/25/2015

Site: Control Rm #1 /Throughtout Central Offices
Desc: Lt Green

201513615-0009P9 0.048 % wt12/2/201511/25/2015

Site: Panels at West Side Near Unit #1
Desc: Bluish-Gray

201513615-0010P10 0.50 % wt12/2/201511/25/2015

Site: Coating on Roof Above F1 #1
Desc: Silver

201513615-0011P11 <0.014 % wt12/2/201511/25/2015

Page 1 of 2

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 12/2/2015 2:45:45 PM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 12/02/2015  14:45:45

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/27/15 9:35 AM

2057123300 / Power Plant Building / Grayson Re-Powering Project / 800 Air Way Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

11/25/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201513615
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Motor Mant- West Exterior
Desc: Bluish-Gray

201513615-0012P12 0.49 % wt12/2/201511/25/2015

Site: Motors- West Exterior
Desc: Red & Silver

201513615-0013P13 0.14 % wt12/2/201511/25/2015

Site: Throughout Slacks Exterior
Desc: Beige & Silver

201513615-0014P14 0.031 % wt12/2/201511/25/2015

Site: Throughout Building Foundation Exterior
Desc: Red & Beige

201513615-0015P15 <0.017 % wt12/2/201511/25/2015

Site: Motors for Slacks Exterior
Desc: Green

201513615-0016P16 0.053 % wt12/2/201511/25/2015

Site: Throughout Turbine Rms/Unit 4
Desc: Gray

201513615-0017P17 0.47 % wt12/2/201511/25/2015

Site: Throughout Building
Desc: Silver

201513615-0018P18 0.11 % wt12/2/201511/25/2015

Page 2 of 2

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 12/2/2015 2:45:45 PM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 12/02/2015  14:45:45

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201513615

Page 1 Of 3
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/09/15 10:30 AM

2057123300 / Grayson Re-Powering Project / Reverse Osmosis Area / Grayson / 800 Air Way Glendale , CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/23/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201512985
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Rack
201512985-0001P1 <0.010 % wt11/11/201510/23/2015

Site: Rack
201512985-0002P2 2.1 % wt11/11/201510/23/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/12/2015 11:02:13 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/12/2015  11:02:13

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201512985

Page 1 Of 2
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/09/15 10:30 AM

2057123300 / Grayson Re-Powering Project /#8 Control Cab  / Grayson / 800 Air Way Glendale , CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/20/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201512990
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Ext.Walls
201512990-0001P1 <0.010 % wt11/11/201510/20/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/12/2015 11:08:24 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/12/2015  11:08:24

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201512990

Page 1 Of 2
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/27/15 9:35 AM

2057123300; Unit 8 / Grayson Re-Powering Project/ 800 Air Way, Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

11/25/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201513614
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Ext./Flange/Various Unit 8 B
Desc: Silver

201513614-0001P1 <0.010 % wt12/1/201511/25/2015

Site: Ext/Walls/Throughout- Unit 8 B
Desc: Beige

201513614-0002P2 <0.013 % wt12/1/201511/25/2015

Site: Ext/Walls/Throughout- Unit 8 B
Desc: Beige

201513614-0003P3 <0.012 % wt12/1/201511/25/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 12/2/2015 9:56:21 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 12/02/2015  09:56:21

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201513614

Page 2 Of 2
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/09/15 10:30 AM

2057123300 / Grayson Re-Powering Project / Maintenance Shops / Grayson / 800 Air Way Glendale , CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/20/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201512989
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: North Door- Panel Room
201512989-0001P1 1.4 % wt11/11/201510/20/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/12/2015 11:05:39 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/12/2015  11:05:39

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201512989

Page 1 Of 2
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/16/15 10:00 AM

2057123300 / Grayson Re-Powering Project / Parking Canopy #1

Fax:
Phone: (805) 230-1266

Project:

10/23/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201513237
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Ext.- Canopy Roof- Roof
Desc: Green

201513237-0001P1 0.070 % wt11/17/201510/23/2015

Site: Ext.- Canopy Supports- Supports
Desc: Beige & Lt. Green

201513237-0002P2 0.18 % wt11/17/201510/23/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/19/2015 12:45:02 PM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/19/2015  12:45:02

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201513237

Page 1 Of 2
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/16/15 10:00 AM

2057123300 / Grayson Re-Powering Project / Parking Canopy #2

Fax:
Phone: (805) 230-1266

Project:

10/23/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201513238
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Ext.- Canopy Roof- Roof
Desc: Green

201513238-0001P1 0.068 % wt11/17/201510/23/2015

Site: Ext.- Canopy Supports- Supports
Desc: Beige & Lt. Green

201513238-0002P2 0.065 % wt11/17/201510/23/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/19/2015 12:56:33 PM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/19/2015  12:56:33

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201513238

Page 1 Of 2
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/27/15 9:35 AM

20571233000 / Universal Waste Storage-South / Grayson Re-Powering Project/ 800 Air Way Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

11/19/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201513619
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Ext/Wall/Throughout
Desc: Beige

201513619-0001P1 0.083 % wt12/1/201511/19/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 12/2/2015 10:01:18 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 12/02/2015  10:01:18

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201513619

Page 1 Of 2
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/09/15 10:30 AM

2057123300 / Grayson Re-Powering Project / Superintendents Office / Grayson / 800 Air Way Glendale , CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/16/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201512980
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Northeast Door
201512980-0001P1 0.068 % wt11/11/201510/16/2015

Site: West Wall
201512980-0002P2 <0.010 % wt11/11/201510/16/2015

Site: Door Frame- West
201512980-0003P3 <0.011 % wt11/11/201510/16/2015

Site: South Side Of Bldg
201512980-0004P4 <0.010 % wt11/11/201510/16/2015

Site: North
201512980-0005P5 <0.010 % wt11/11/201510/16/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/12/2015 10:59:22 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/12/2015  10:59:22

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/16/15 10:00 AM

2057123300 / Grayson Re-Powering Project / Garage

Fax:
Phone: (805) 230-1266

Project:

10/23/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201513236
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Roof-Exhaust- East Lower Portion
Desc: Lt. Green

201513236-0001P1 0.024 % wt11/18/201510/23/2015

Site: Roof- Awning- East
Desc: Green

201513236-0002P2 <0.014 % wt11/18/201510/23/2015

Site: Ext- Wall- East
Desc: Beige

201513236-0003P3 0.057 % wt11/18/201510/23/2015

Site: Machine Shop- Wall- North
Desc: Gray

201513236-0004P4 0.010 % wt11/18/201510/23/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/19/2015 12:43:08 PM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/19/2015  12:43:08

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201513236
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/27/15 9:35 AM

2057123300 / Chlorine Pump House / Grayson Re- Powering Project / 800 Air Way Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

11/19/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201513617
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Ext/Metal Piping/ Various at Pump House
Desc: Beige & Blue

201513617-0001P1 0.096 % wt12/2/201511/19/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 12/2/2015 2:47:45 PM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 12/02/2015  14:47:45

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201513617
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/09/15 10:30 AM

2057123300 / Grayson Re-Powering Project / Chem Pump House Between CT#3 & 4 / Grayson / 800 Air Way Glendale , CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/23/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201512987
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Piping
201512987-0001P1 <0.010 % wt11/11/201510/23/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/12/2015 11:03:18 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/12/2015  11:03:18

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201512987
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/09/15 10:30 AM

2057123300 / Grayson Re-Powering Project / Chemical Pump House/ Grayson / 800 Air Way Glendale , CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/21/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201512975
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Doors And Trim
201512975-0001P1 <0.010 % wt11/11/201510/21/2015

Site: Throughout Walls
201512975-0002P2 <0.010 % wt11/11/201510/21/2015

Site: Throughout Roof
201512975-0003P3 <0.010 % wt11/11/201510/21/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/12/2015 10:56:50 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/12/2015  10:56:50

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201512975

Page 1 Of 2

OrderID: 201512975
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/09/15 10:30 AM

2057123300 / Grayson Re-Powering Project/ Chemical Storage House/ Grayson / 800 Air Way Glendale CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/20/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201512976
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Roof- North Trim
201512976-0001P1 0.042 % wt11/11/201510/20/2015

Site: Door- West
201512976-0002P2 1.9 % wt11/11/201510/20/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/12/2015 10:58:10 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/12/2015  10:58:10

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201512976
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/27/15 9:35 AM

2057123300 / #1 Chemical House / Grayson Re-Powering Project/ 800 Air Way Glendale, CA 91201

Fax:
Phone: (805) 230-1266

Project:

11/25/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201513616
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Ext/Door Frame/ Doors
Desc: Red

201513616-0001P1 0.034 % wt12/1/201511/25/2015

Site: Ext/Door/Doors
Desc: Green

201513616-0002P2 0.021 % wt12/1/201511/25/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 12/2/2015 9:58:53 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 12/02/2015  09:58:53

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201513616
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/09/15 10:30 AM

2057123300 / Grayson Re-Powering Project / Circulation Corridor / Grayson / 800 Air Way Glendale , CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/20/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201512982
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: North- 24" Pipe
201512982-0001P1 3.1 % wt11/11/201510/20/2015

Site: Roof- North
201512982-0002P2 0.51 % wt11/11/201510/20/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/12/2015 11:00:55 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/12/2015  11:00:55

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com


OrderID: 201512982
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Client Sample Description ConcentrationLab ID Analyzed
Lead

Collected

EMSL  Analytical, Inc.
200 Route 130 North, Cinnaminson, NJ 08077
Phone/Fax: (856) 303-2500 / (856) 786-5974
http://www.EMSL.com cinnaminsonleadlab@emsl.com

Attn: Jason Stagno
Stantec Consulting Services Inc
290 Conejo Ridge Avenue
Thousand Oaks, CA 91361

Received: 11/09/15 10:30 AM

2057123300 / Grayson Re-Powering Project / Demin Water Building / Grayson / 800 Air Way Glendale , CA 91201

Fax:
Phone: (805) 230-1266

Project:

10/23/2015Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

201512988
CustomerID: 32SCOE63
CustomerPO:
ProjectID:

EMSL Order:

Site: Throughout Walls
201512988-0001P1 <0.010 % wt11/11/201510/23/2015

Page 1 of 1

Julie Smith - Laboratory Director
NJ-NELAP Accredited:03036
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 11/12/2015 11:04:25 AM

*Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.010 % wt based on the minimum sample weight per our SOP.  Unless noted, results in 
this report are not blank corrected.  This report relates only to the samples reported above and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for 
sample collection activities.  Samples received in good condition unless otherwise noted.   "<" (less than) result signifies that the analyte was not detected at or above the reporting limit. Measurement of 
uncertainty is available upon request. The QC data associated with the sample results included in this report meet the recovery and precision requirements established by the AIHA-LAP, unless specifically 
indicated otherwise.
Samples analyzed by EMSL  Analytical, Inc. Cinnaminson, NJ NELAP Certifications: NJ 03036, NY 10872, PA 68-00367, AIHA-LAP, LLC ELLAP 100194, A2LA 2845.01

Initial report from 11/12/2015  11:04:25

http://www.EMSL.com
mailto:cinnaminsonleadlab@emsl.com
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September 1, 2017 
Ms. Godinez 
 

Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey 
800 Air Way, Glendale, CA 
Stantec Project no.: 2057123300 

 

 

Attachment E 
Personnel Certifications and Laboratory 

Accreditations 
  













United States Department of Commerce 
National Institute of Standards and Technology

Certificate of Accreditation to ISO/IEC 17025:2005

NVLAP LAB CODE: 101048-0

EMSL Analytical, Inc.
Cinnaminson, NJ

is accredited by the National Voluntary Laboratory Accreditation Program for specific services, 
listed on the Scope of Accreditation, for:

Asbestos Fiber Analysis

2015-06-02 through 2016-06-30
Effective Dates For the National Voluntary Laboratory Accreditation Program

This laboratory is accredited in accordance with the recognized International Standard ISO/IEC 17025:2005. 
This accreditation demonstrates technical competence for a defined scope and the operation of a laboratory quality 

management system (refer to joint ISO-ILAC-IAF Communique dated January 2009).



National Voluntary 
Laboratory Accreditation Program

SCOPE OF ACCREDITATION TO ISO/IEC 17025:2005 

Page 1 of 1

For the National Voluntary Laboratory Accreditation Program

Effective 2015-06-02 through 2016-06-30

EMSL Analytical, Inc.
200 Route 130 North

Cinnaminson, NJ 08077
Mr. Ben Ellis

Phone: 800-220-3675   Fax: 856-786-5973
Email: bellis@emsl.com

http://www.emsl.com

ASBESTOS FIBER ANALYSIS NVLAP LAB CODE 101048-0

Bulk Asbestos Analysis

Code Description
18/A01 EPA 600/M4-82-020: Interim Method for the Determination of Asbestos in Bulk Insulation Samples

18/A03 EPA 600/R-93/116: Method for the Determination of Asbestos in Bulk Building Materials

Airborne Asbestos Analysis

Code Description
18/A02 U.S. EPA's "Interim Transmission Electron Microscopy Analytical Methods-Mandatory and 

Nonmandatory-and Mandatory Section to Determine Completion of Response Actions" as found in 
40 CFR, Part 763, Subpart E, Appendix A.







 
AIHA Laboratory Accreditation Programs, LLC 

 

acknowledges that 
 

EMSL Analytical, Inc.  
200 Route 130 North, Cinnaminson, NJ 08077  

Laboratory ID: 100194 
along with all premises from which key activities are performed, as listed above, has fulfilled the requirements of the AIHA Laboratory Accreditation 
Programs (AIHA-LAP), LLC accreditation to the ISO/IEC 17025:2005 international standard, General Requirements for the Competence of Testing 
and Calibration Laboratories in the following: 
 

 
LABORATORY ACCREDITATION PROGRAMS 

    

  INDUSTRIAL HYGIENE Accreditation Expires: 09/01/2016 
  ENVIRONMENTAL LEAD Accreditation Expires: 09/01/2016 
  ENVIRONMENTAL MICROBIOLOGY Accreditation Expires: 09/01/2016 
  FOOD Accreditation Expires:       
  UNIQUE SCOPES Accreditation Expires:       
 
 
Specific Field(s) of Testing (FoT)/Method(s) within each Accreditation Program for which the above named laboratory maintains accreditation is 
outlined on the attached Scope of Accreditation.  Continued accreditation is contingent upon successful on-going compliance with ISO/IEC 
17025:2005 and AIHA-LAP, LLC requirements.  This certificate is not valid without the attached Scope of Accreditation.  Please review the AIHA-
LAP, LLC website (www.aihaaccreditedlabs.org) for the most current Scope. 
 

  
 Gerald Schultz, CIH     
Chairperson, Analytical Accreditation Board 
 

Cheryl O. Morton 
Managing Director, AIHA Laboratory Accreditation Programs, LLC 
 

Revision 14: 03/26/2014           Date Issued: 10/31/2014 

http://www.aihaaccreditedlabs.org/


 

Effective: 03/12/2013 
100194_Scope_ELLAP_2014_10_31 
Page 1 of 1 

   
AIHA Laboratory Accreditation Programs, LLC 

SCOPE OF ACCREDITATION 
 
EMSL Analytical, Inc. Laboratory ID:  100194 
200 Route 130 North, Cinnaminson, NJ 08077 Issue Date: 10/31/2014 
 
The laboratory is approved for those specific field(s) of testing/methods listed in the table below.  Clients are urged to verify 
the laboratory’s current accreditation status for the particular field(s) of testing/Methods, since these can change due to 
proficiency status, suspension and/or withdrawal of accreditation.   
 
The EPA recognizes the AIHA-LAP, LLC ELLAP program as meeting the requirements of the National Lead Laboratory 
Accreditation Program (NLLAP) established under Title X of the Residential Lead-Based Paint Hazard Reduction Act of 1992 
and includes paint, soil and dust wipe analysis. Air analysis is not included as part of the NLLAP. 
  

Environmental Lead Laboratory Accreditation Program (ELLAP) 
 

Initial Accreditation Date:  01/18/1995 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

A complete listing of currently accredited Environmental Lead laboratories is available on the AIHA-LAP, LLC website 
at: http://www.aihaaccreditedlabs.org 

Field of Testing (FoT) Method Method Description 
(for internal methods only) 

Paint EPA SW-846 3050B  
EPA SW-846 7000B  

Soil EPA SW-846 3050B  
EPA SW-846 7000B  

Settled Dust by Wipe EPA SW-846 3050B  
EPA SW-846 7000B  

Airborne Dust NIOSH 7082  

http://www.aihaaccreditedlabs.org/














September 1, 2017 
Ms. Godinez 
 

Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey 
800 Air Way, Glendale, CA 
Stantec Project no.: 2057123300 

 

 

Attachment F 
Photographic Log 



 
Photographs of the Property and Vicinity 

Site Name: 800 Air Way, Glendale, California 

Photographer: Jason Stagno, Scott Edblad, Anuya Sawant, Stantec         

Date: October – December, 2015 
 

 

Page 1 of 15 

 
Photo #1 View of asbestos-containing fiberboard panels on power plant building. 

 

Photo #2 View of membrane over asbestos-containing black roofing above 4th floor of power plant 

building. 

 

http://www.stantec.com/


Photographs of the Property and Vicinity 

Site Name: 800 Air Way, Glendale, California 

Photographer: Jason Stagno, Scott Edblad, Anuya Sawant, Stantec         

Date: October – December, 2015 
 

 

Page 2 of 15 

 

Photo #3 View of asbestos-containing stucco/plaster walls of power plant building. 

 

Photo #4 View of asbestos-containing roofing and gray sealant/patch above 1st floor of power plant 

building. 

 

http://www.stantec.com/


 
Photographs of the Property and Vicinity 

Site Name: 800 Air Way, Glendale, California 

Photographer: Jason Stagno, Scott Edblad, Anuya Sawant, Stantec         

Date: October – December, 2015 
 

 

Page 3 of 15 

 
Photo #5 View of asbestos-containing fabric at blower access panel. 

 

Photo #6 View of canvas-wrapped insulation at Unit 4.  Insulation is asbestos-containing material (ACM). 

 

http://www.stantec.com/


 
Photographs of the Property and Vicinity 

Site Name: 800 Air Way, Glendale, California 

Photographer: Jason Stagno, Scott Edblad, Anuya Sawant, Stantec         

Date: October – December, 2015 
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Photo #7 View of asbestos-containing thermal system insulation (TSI) 

 

Photo #8 View of asbestos containing wrap over de-aerator. 
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Photo #9 View of asbestos containing insulation at unit 2A. 

 

Photo #10 View of asbestos-containing roof panels at reverse osmosis area. 
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Photo #11 View of asbestos-containing silver duct wrap on HVAC of No. 8 Control Cab. 

 

Photo #12 View of asbestos-containing yellow TSI at Unit 8. 
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Photo #13 View of asbestos-containing white/silver wrap near turbine at Unit 8. 

 

Photo #14 View of asbestos-containing fiberboard panels on Maintenance Shops building. 
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Photo #15 View of asbestos-containing walking pads on Maintenance Shops building. 

 

Photo #16 View of asbestos-containing gray sealant associated with roof seams of parking canopies. 
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Photo #17 View of asbestos-containing fiberboard panels on Universal Waste Storage South building. 

 

Photo #18 View of asbestos-containing brown 9”x9” vinyl floor tile in corridor of Superintendents Building. 
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Photo #19 View of asbestos-containing brown cove base adhesive in the Superintendent’s Building. 

 

Photo #20 View of asbestos-containing TSI in Water Meter Shop of Superintendents Building. 
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Photo #21 View of asbestos-containing construction material (ACCM; white/black patch) at roof of 

Superintendent’s Building. 

 

Photo #22 View of asbestos-containing bluish-gray, 12”x12” tile in lunch room of Garage building. 
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Photo #23 View of asbestos-containing construction material (ACCM; plaster) associated with walls of parts 

storage area of Garage building. 

 

Photo #24 View of asbestos-containing construction material (ACCM; concrete) associated with exterior 

walls of Garage building. 
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Photo #25 View of asbestos-containing fiberboard panels on Cooling Tower #1. 

 

Photo #26 View asbestos-containing gray sealant on stack panel at Cooling Tower #2. 
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Photo #27 View of asbestos-containing fiberboard panels on Cooling Tower #4. 

 

Photo #28 View asbestos-pipe at the south side of Cooling Tower #4. 
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Photo #29 View of asbestos-containing fiberboard panel cover over a motor at deck of Cooling Tower #5. 
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September 1, 2017 
Ms. Godinez 
 

Reference: Revised Pre-Demolition Asbestos and Lead-Based Paint Survey 
800 Air Way, Glendale, CA 
Stantec Project no.: 2057123300 
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Memo 
 

 

Off-Site Consequence Analysis of Ammonia 

To: City of Glendale From: Shantanu Kongara 

   1553 W. Elna Rae St, Suite 101, 
Tempe Arizona - 85281 

File: Off-Site Consequence Analysis 
for Ammonia 

Date: May 31, 2017 

 

Reference: Off-Site Consequence Analysis for Ammonia 

The City of Glendale, Department of Water and Power (GWP) proposes to store 19-percent aqueous 
ammonia solution in a new 12,000-gallon stationary above ground storage tank as part of the 
Grayson Repowering Project. The tank will be surrounded by a secondary concrete containment 
structure that measures 38.5 feet long, 13.5 feet wide and 4.5 feet deep. The secondary 
containment structure will be capable of holding the entire contents of the tank, plus rain water 
accumulation. The closest fence line is approximately 70 feet from the ammonia storage tank. The 
proposed ammonia storage tank and concrete containment structure would be located adjacent 
to an equivalent existing tank and containment system. 

An offsite consequence analysis (OCA) was performed for the accidental release of aqueous 
ammonia from the proposed 12,000-gallon storage tank. The analysis consists of a worst case 
accidental release scenario involving the failure and complete discharge of the contents of the 
storage tank into the secondary containment structure.   

ANALYSIS 

An analysis of the tank failure and subsequent release of aqueous ammonia was prepared using the 
U.S. Environmental Protection Agency (USEPA) approved SLAB dispersion mode. A complete 
description of the SLAB model is available in User’s Manual for SLAB: An Atmospheric Dispersion 
Model for Denser-Than-Air Releases, D.E. Ermak, Lawrence Livermore National Laboratory, June 
1990. The SLAB model user manual contains a substance database, which includes chemical-
specific data for ammonia. These data were used in the modeling analysis without any 
modifications. The analysis assumed the complete failure of the storage tank, the immediate release 
of the contents of the tank and the formation of an evaporating pool of aqueous ammonia within 
the secondary containment structure. Evaporative emissions of ammonia would be subsequently 
released into the atmosphere. The dispersion and transport of these emissions into the atmosphere 
would be subject to meteorological conditions at the time of the release. To be conservative, the 
following meteorological data were used: 

• USEPA default (worst case) meteorological data, supplemented by daily temperature data 
as defined by 19 CCR 2750.2 

The maximum temperature recorded near the Grayson Power Plant in the past 3 years was 111° F 
measured at the Burbank Airport located in Burbank, California 
(https://www.wunderground.com/history/airport/KBUR/2017/5/31/CustomHistory.html?req_city=Burb
ank&req_state=CA&reqdb.zip=91501&reqdb.magic=1&reqdb.wmo=99999). Maximum temperature 
combined with worst case meteorological conditions (i.e. low wind speeds and stable dispersion 
conditions) would result in the highest modeled ammonia concentrations at the furthest distance 

https://www.wunderground.com/history/airport/KBUR/2017/5/31/CustomHistory.html?req_city=Burbank&req_state=CA&reqdb.zip=91501&reqdb.magic=1&reqdb.wmo=99999
https://www.wunderground.com/history/airport/KBUR/2017/5/31/CustomHistory.html?req_city=Burbank&req_state=CA&reqdb.zip=91501&reqdb.magic=1&reqdb.wmo=99999
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Off-Site Consequence Analysis of Ammonia 

downwind from the release site. The temperature, wind speed, relative humidity and atmospheric 
stability used in the modeling are consistent with the USEPA’s Risk Management Program Guidance 
for Offsite Consequence Analysis.1 

Local surface roughness influences local dispersion rates and wind profiles. Thus, at a given distance 
from the release site, a site with smoother surface (fewer terrain/structure related obstructions) will 
have smaller dispersion rates and thus higher concentrations due to less surface induced 
mechanical-mixing, than a site with a rougher surface. The USEPA approved AERSURFACE model 
was used to generate a site-specific surface roughness value for use in the SLAB model.  

Emissions of aqueous ammonia used in the SLAB model were estimated using the emissions 
calculation tool for evaporating solutions provided in the USEPA Areal Locations of Hazardous 
Atmospheres (ALOHA) model (https://www.epa.gov/cameo/aloha-software). Table 1 below lists the 
input values used in the SLAB model to perform the OCA for two separate scenarios.  Scenario 1 
assumes the complete failure of the storage tank which results in an evaporating pool of aqueous 
ammonia within the secondary containment structure. Scenario 2 assumes the presence of 3-inch 
diameter High Density Polyethylene (HDPE) balls at the bottom of the containment structure. In the 
event of a tank release, aqueous ammonia would flow through the spaces created by the 
presence of the balls and result in the balls floating to the surface of the aqueous ammonia pool. 
The HDPE balls are assumed to reduce the surface area of the pool of aqueous ammonia subject to 
evaporation by 90% thereby reducing the rate and of ammonia evaporation    

The ammonia release rate depends on the meteorological conditions and the surface area of the 
secondary containment area subject to evaporation. For scenario 1, the ALOHA model calculated 
an initial ammonia release rate of 33.8 pounds/minute and total emissions of 1,477 pounds over one 
hour. For scenario 2, the ALOHA model calculated an initial ammonia release rate of 4.43 
pounds/minute and total emissions of 249 pounds over one hour. For a concentrated solution, the 
initial evaporation rate is substantially higher than the rate averaged over a few minutes or more 
since the concentration of solution immediately begins to decrease as evaporation begins. 
Correspondingly, the total emission rate over one hour for each scenario was used in the SLAB 
model rather than an assumed continuation of the initial release rate. 

For an evaporating pool type source, the SLAB model fixes the release height at 0 meters above 
ground level (AGL). This represents a conservative approach although the secondary containment 
structure is 4.5 feet AGL. Downwind concentrations of ammonia were calculated at heights of 0 and 
1.6 meters above ground level. Reported distances to specific toxic endpoints are the maximum 
distances for concentrations at 0 and 1.6 meters above ground level. The California Office of 
Environmental Health Hazard Assessment (OEHHA) has designated 1.6 meters as the breathing zone 
height for individuals. 

 

 

 
                                                      
1 USEPA, Risk Management Program Guidance for Off-site Consequence Analysis, 2009, available at 
https://www.epa.gov/sites/production/files/2013-11/documents/oca-chps.pdf. 

https://www.epa.gov/cameo/aloha-software
https://www.epa.gov/sites/production/files/2013-11/documents/oca-chps.pdf
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Table 1 SLAB Model Inputs 

Parameter 

Model Inputs 
Scenario 1 

(Unimproved 
Containment) 

Scenario 2 (HDPE 
Balls in 

Containment) 
Wind Speed 1.5 meters/second 1.5 meters/second 

Relative Humidity 50 percent 50 percent 
Ambient Temperature 111° F 111° F 

Surface Roughness 0.378 meters 0.378 meters 
Stability Class F (Very Stable) F (Very Stable) 

Secondary Containment Area 48.3 square-meters 4.83 square-meters 
Ammonia Emission Rate 1,477 pounds/hour 249 pounds/hour 

TOXIC EFFECTS OF AMMONIA 

The odor threshold of ammonia is approximately 5 ppm, and minor irritation of the nose and throat 
will occur at 30 to 50 ppm. Concentrations greater than 140 ppm will cause detectable effects on 
lung function even for short-term exposures (0.5 to 2 hours). At higher concentrations of 700 to 1,700 
ppm, ammonia gas will cause severe effects; death occurs at concentrations of 2,500 to 7,000 ppm.  

With respect to the assessment of potential impacts associated with an accidental release of 
ammonia, three offsite “bench mark” exposure levels were evaluated, as follows: (1) the 
Occupational Safety and Health Administration’s (OSHA) Immediately Dangerous to Life and Health 
(IDLH) level of 300 ppm; (2) USEPA’s Accidental Release Prevention (ARP) Program Toxic Endpoint 
(TE) level of 200 ppm; and (3) the level considered by the California Energy Commission (CEC) staff 
to be without serious adverse effects on the public for a one-time exposure of 75 ppm. 

MODELING RESULTS 

Table 2 shows the modeled distances to the three benchmark criteria concentrations: OSHA’s IDLH 
(300 ppm), USEPA’s ARP Program TE (200 ppm), and CEC significance level (75 ppm). 

Table 2 Modeling Results  

Scenario Height Distance to OSHA’s 
IDLHa 300 ppm 

Distance to USEPA’s 
ARP TEb 200 ppm 

Distance to CEC Significance 
Levelb 75 ppm 

1 
0 m, AGL 131.00 m 139.00 m 156.50 m 

1.6 m, AGL 132.00 m 140.00 m 158.00 m 

2 
0 m, AGL 7.65 m 7.80 m 8.20 m 

1.6 m, AGL 9.00 m 9.40 m 9.80 m 
a Benchmark based on a 30-minute exposure or averaging time  
b Benchmark based on a 60-minute exposure or averaging time 
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The results of the off-site consequence analysis for the worst-case release of ammonia under 
scenario 1 indicate that the concentrations for all three considered benchmark criteria (300, 200, 
and 75 ppm) are exceeded beyond the property line. 

However, the use of 3-inch diameter HDPE balls evaluated under Scenario 2 show that the reduction 
in surface area available for evaporation would reduce ammonia emissions and concentrations. 
The analysis indicates that the concentrations above the most stringent benchmark criteria (75 
ppm) do not extend beyond the facility fence line. Figures 1 and 2 show the dispersion contours 
associated with scenarios 1 and 2 respectively. The model input and output files are available upon 
request. 

As noted above, the proposed ammonia storage tank and concrete containment structure would 
be located adjacent to an equivalent existing tank and containment system. As with the proposed 
tank/containment structure, the existing tank/containment structure would need to be equipped 
with 3-inch diameter HDPE balls to meet the 75 ppm CEC threshold concentration. 

STANTEC CONSULTING SERVICES 

 

Shantanu Kongara 
Engineering Consultant 
Phone: (480) 829-0457 
Fax: (480) 829-8985 
shantanu.kongara@stantec.com 
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Figure 1
Maximum Ammonia Concentrations

due to Tank Failure (Unimproved Containment)

Grayson Repowering Project

Notes:
1. Coordinate System:  NAD 1983 StatePlane California V FIPS 0405 Feet
2. Park Data- Los Angeles County GIS Database 2017

($$¯

Disclaimer: Stantec assumes no responsibility for data supplied in electronic format. The
recipient accepts full responsibility for verifying the accuracy and completeness  of the 
data. The recipient releases Stantec, its officers, employees, con sultants and agents,
from any and all claims aris ing in any way from the content or provision of the data.

0 75 150
Feet

1:1,800

Prepared: JTrook, 6/13/2017, Technical Review: MW, Independent Review, SR

Legend
Grayson Power Plant Facility Boundary
Utility Operations Center Boundary

Existing Ammonia Tank
Proposed Ammonia Tank

Distance to 300 ppm
Distance to 200 ppm
Distance to 75 ppm



Do
cu

me
nt

 Pa
th:

 U
:\2

05
7\

20
57

12
33

00
\m

xd
\fi

g_
2_

M
ax

im
um

_A
m

mo
nia

_C
on

ce
nt

ra
tio

ns
_T

an
k_

Fa
ilu

re
_H

DP
E_

Ba
lls_

Co
nt

ain
me

nt
.m

xd

Figure 2
Maximum Ammonia Concentrations

due to Tank Failure (HDPE Balls in Containment)

Grayson Repowering Project

Notes:
1. Coordinate System:  NAD 1983 StatePlane California V FIPS 0405 Feet
2. Park Data- Los Angeles County GIS Database 2017

($$¯

Disclaimer: Stantec assumes no responsibility for data supplied in electronic format. The
recipient accepts full responsibility for verifying the accuracy and completeness  of the 
data. The recipient releases Stantec, its officers, employees, con sultants and agents,
from any and all claims aris ing in any way from the content or provision of the data.
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